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Abstract — This paper presents an integrated framework of 
Geographic Information System (GIS), Android Platform and a 
Relational Database Management System (RDBMS) equipped 
with interactive communication capabilities. The model 
integrates the design of the database and the management of 
implementation of the monitoring system which includes the 
operations of query and analysis using the web and desktop 
applications. This study aims to apply techniques of analysis of 
the road network in a GIS to collect geographic data on the 
monitoring station and the roads. The information on road 
infrastructure is not only useful for locating monitoring stations, 
but it is also important to guide a station to follow the shortest 
path to achieve the objectives of management and routing. 
Optimal routes based on the minimum cost are identified using 
Dijkstra's algorithm. This paper also presents a software 
development on Android Platform which applies Cell Identifier 
method for improving the accuracy of location, it is not 
necessary to have an Internet connection as the requesting 
emergency can use a Short Message Service (SMS) to request an 
urgent service. The proposed system should be an effective and 
intelligent tool for a rapid intervention and to improve the 
monitoring of the road network which can eventually be 
extended to a national infrastructure of GIS. Simulated test 
cases have been carried out for network of Mohammedia City in 
Morocco. 

Keywords: GIS; Location; Routing; SMS; Android; Cell Identifier. 



I. 



INTRODUCTION 



Road safety has long been a major concern in the road 
sector. Road accidents can cause serious injury or death; 
these effects can also lead to significant economic losses for 
the payee. The accelerated rapid development of wireless 
network and mobile computing technologies has increased 
the convenience of mobile information services for to solving 
real-life problems, such as monitoring of road accidents. In 
general, the Location-Based Service (LBS), a software 
application which retrieves information about where a mobile 
device is located, uses GPS (Global Positioning System) to 
indicate the geographical position of the mobile device. Since 
all mobile devices cannot be equipped with GPS receiver, the 



GPS may not be suitable for location of the requesting 
emergency. In order to solve this problem, Cell Identifier 
which indicates mobile device position by using station base 
information is introduced in this research. With the facilities 
of Android that provides LBS components for retrieving 
information about where a mobile device is located [1], a 
system that retrieves the location of the mobile was 
developed. The results from this process are composed of 
mobile's particulars information: MCC (Mobile Country 
Code), MNC (Mobile Network Code), Cell ID (Cell 
Identifier) and LAC (Location Area Code), this information is 
sent by SMS from the mobile of requesting emergency to the 
monitoring system. Teleoperator can use these clues to locate 
the phone and inform the monitoring stations in order to save 
property and people. 

This study aims also to implement and evaluate a 
methodology based on GIS (Geographic Information System) 
to determine optimal routes of the road network using key 
information items based on cost of distance. With this paper 
we will try to help and fill that gap, presenting a decision tool 
for monitoring stations for location and routing. This 
approach saves time. This article is comprised of the 
following parts: Part 2, which introduces available tools; Part 
3, which describes the structure of the proposed system; Part 
4 which examines the implementation; Part 5, which 
discusses the experiment result; and finally Part 6, the 
conclusion. 



II. 



AVAILABLE TOOLS 



A. 



Global Positioning System (GPS): Outdoor 

Localization System 
GPS is a system used for determining the position of 
interesting objects such as person, pets or vehicles. This 
system receives satellite signals and calculates the position of 
mobile device of which a SIM card is installed for sending 
the co-ordinate (latitude and longitude) of its position to the 
recipient [1]. 
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While GPS is widely used in outdoor localization, it does not 
perform effectively in indoor localization. This is because it 
lacks the ability to pierce through building wall and requires 
custom infrastructures for every area in which localization is 
to be performed [2, 3], 

B. Global System for Mobile Communication (GSM): 
Indoor Localization System 

GSM is a digital mobile telephony system which is wildly 
used in most part of the world. GSM identifies mobile device 
position by using Cell Identifier method which retrieves 
information from cell tower. The Cell Identifier method 
provides many benefits for localization, utilizing the widely 
and most accessible network infrastructure in most parts of 
the world [3]. Therefore this method is applied in our system 
for finding the position of requesting emergency. 

C. Android Platform 

Android is a platform for mobile device developed by 
Google. It provides a complete set of software development: 
operating system, tools and APIs necessary to begin 
developing applications [4]. The java-based programming 
makes Android widely used in developing mobile application 
[1]. In this research, Android Cell ID API was applied to 
obtain the Cell ID of an Android mobile. 



Requesting Emergency : RE 

Teleoperator : T 

Management System for Road Safety : MSRS 

Monitoring Station: MS 

IRE sends SMS to MSRS 

2. MSRS receives SMS a rid stores it in the 

database 

3.T calls RE 

4.T asks the RE the important questions 

5. MSRS saves the data specific to this accident 

in the database 
6.MSRS displays the map 
7.T queries to locate on the map the location 
of 

the accident and the MS nearest 
8.T selects the starting point end ending point 

corresponding to the accident site and the 
MS 

nearest 
9. MSRS calculates the shortest path between 

the current location of the accident and the 

MS nearest 
1Q.MSRS locates the shortest path on the map 
ll.T prints the report of this accident 
12.T faxes the report to the MS nearest 



c 



D. Geographic Information System (GIS) 
Geography information systems have been improving 
since 1970s. GIS is an essential tool for location mapping, 
dynamic condition visualization, and decision making [5-7]. 
Geospatial data are useful in monitoring response to 
accidents. The analysis of real-time data could be achieved 
through GIS during the response phase to support 
visualization and automation for efficient decision making. 
Research has been conducted in GIS that focused on areas 
such as shortest path analysis [8, 9]. This shows the great 
potential of GIS applications to facilitate the possibility of 
having a response time shorter if the geospatial information is 
implemented in the initial phase of response to accidents. 




Requesting 
emergency 



III. 



STRUCTURE OF THE PROPOSED SYSTEM 



A. Requirements 

Figure 1 depicts a use case and the use case diagram for 
the Management System for Road Safety (MSRS). Use cases 
are used for documentation of functional requirements and 
for communication between stakeholders and developers. 
This is a common practice in software engineering that 
ensures the software developers understand the requirements. 
Thus, the developed system is expected to address the 
requirements set by the stakeholders. 
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Figure 1 : Use case diagram and use case for MSRS. 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 
Vol. 10, No. 3, March 2012 



B. System design 
The web framework based on a three-tier architecture 
consisting of the client layer, middleware layer and the layer 
of the database (Figure 2). These components together 
provide a unified interface for consultation data, request and 
decision making for users, the database is accessed through 
the Internet, in such a way that the user does not need to be 
aware of the location of the database, it is sufficient that the 
user is able to consult, add and modify the data as needed. 



several web service in the world of free Web Mapping. It fits 
easily with Apache and php5. Web-based GIS users can use a 
Web browser to navigate maps and to complete basic spatial 
analysis. The requests from the user are sent to clients by way 
of HTML forms. The form is passed to the Web server 
Apache and a gateway at the Web server passes the request to 
GIS server Cartoweb, then Cartoweb queries the database. 





Cartographique engine: 
Mapserver 



XML 
HTML 
Client with our PNG.GIFJPG.. 

Web Application 




Request SQL 



Response 



Web Mapping Server : 
Cartoweb 




Figure 2: The structure of the proposed system. 



First of all, after installing our program in Android 
mobile, the requesting emergency clicks the button "send 
sms". Moreover, the position of the mobile will be sent in 
real-time to monitoring system by retrieving mobile 
information from the closest cell site consisting of MNC, 
MCC, Cell ID and LAC, which will be further used for 
retrieving latitude and longitude of the mobile. GSM modem 
receives this SMS, the monitoring system saves in the 
database the data contained in this SMS. A GSM modem can 
be an external modem device, a PC card installed in a 
notebook computer, or a standard GSM mobile phone, in our 
case we used GSM mobile phone to test our application. The 
Android service is applied to send all of information to 
monitoring system. The advantage of this system is to 
provide clues of location for teleoperator to notify the 
monitoring station to serve the requesting emergency. 

Application uses PostgreSQL as the database 
management system with the geospatial extension PostGIS. 
Additional to relational queries, PostGIS provides spatial 
queries to the users. The GIS products used are Mapserver 
and Cartoweb, Mapserver is used here just as library 
PhpMapScript, Cartoweb is a solution designed for the web, 
it allows its architecture CartoClient / CartoServer to answer 



IV. 



IMPLEMENTATION 



A. Implementation of Dijkstra's Algorithm 
Dijkstra's algorithm calculates the least accumulated cost 
between the destination node and every other node, and then 
finds the least-cost path from any origin nodes to the 
destination node. 

The Dijkstra's algorithm is very similar to the A* algorithm. 
The cost function (c) used to evaluate shortest paths in the 
Dijkstra algorithm is augmented by an estimator function that 
is used to estimate the shortest path between two given graph 
nodes [i.e., c(s, d) = g(s, v) + h(v, d), where g(s, v) is the cost 
from source s to v and h(v, d) is the heuristic estimated cost 
from v to the destination d]. The estimator function is a 
heuristic function that can be chosen arbitrarily. If the 
estimator function is 0, A* turns into Dijkstra's algorithm 
[10]. 

In our system, the routing service has been implemented 
using the Dijkstra's algorithm in the road network of the city 
of Mohammedia. The algorithm was implemented with PHP5 
in Cartoweb environment. The version of Cartoweb used is 
3.5.0 and runs with Windows XP operating system. Cartoweb 
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not only allows the handling of road maps online using user- 
friendly interfaces, but it also allows to implement the routing 
plugin nome "pgrouting", it runs client side and server side. 
The user can define the points of beginning and end of the 
shortest path by selecting their names (names of streets). 
Whenever a routing operation is performed, their names are 
passed as parameters from the client interface to the server. 
The server connects to the database, it prepares the request, it 
computes the shortest path connecting the given points, draw 
it on the map with a different color. Figure 3 depicts the 
shortest path between Boulevard "11 Janvier" and Boulevard 
"Sebta" in the road network in Mohammedia. 



Systems & G«stiond« la Security Rutin* 
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Figure 3: Visualization of the shortest path. 

B. Receiving SMS Through a Computer 
To send and receive SMS, a GSM modem [11] of high 
band rate will be needed so that a large number of messages 
could be receive at high speed at every moment. In order to 
get connected to the GSM modem through a computer, the 
standardized AT commands must be used. The set of 
commands used for controlling modems is called AT 
command. Every AT command includes a result code which 
specifies the status of the command and a reply containing 
the data returned by the modem. AT commands usually begin 
with the prefix "AT" [12]. 

Figure 4 shows how a short message is received via our 
application developed in VB6 and saved in the database. 
The application to receive SMS and to save it in the database 
was developed by two different methods: one using AT 
commands and the other with the android platform if the 
GSM modem does not support AT commands. 



Co 
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Figure 4: Receiving a short message through a computer using AT 
Command. 

C. Other Implementations of Decision Model 
The choice was preferentially oriented means "Open- 
source" such as Mapserver, Cartoweb, PostgreSQL and 
Android. To implement the application, we used an Object- 
Oriented (OO) methodology (Unified Modeling Language — 
UML). The developed web application is organized around a 
main window, with all the functionalities accessible in this 
window, through the toolbar, or the menu in a way easily 
understandable by users. 

The tool developed is composed of a set of Graphical User 
Interfaces (GUI). It was implemented for Windows platforms 
and has an open architecture which allows an easy integration 
of new functionality. The teleoperator uses GUI to make the 
interpretation of information easier (Figure 5). 



Edit tab Login Button 




Figure 5: The GUI of different visualizations tabs. 
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The move towards Android technology is rapidly 
approaching. With the facilities of Android that provides LBS 
components for retrieving information about where a mobile 
device is located, a system that retrieves the location of 
mobile was developed. In order to locate mobile device, Cell 
Identifier of GSM network is applied. This step was 
developed by applying Android Cell ID API which can obtain 
the Cell ID of an Android device. The result of our system 
consists of mobile's identification information: MNC, MCC, 
Cell ID and LAC (Figure 6). 




Localisation GSM 

Service de Localisation de GSI\ 

[67,52193] 

mcc : 604 

mnc : 01 

gsmcelid : 52193 

gsm area code: 67 

Send message 



Figure 6: Information retrieved from the mobile of requesting emergency. 



V. EXPERIMENT RESULT 
Observing the results given in table 1 shown that after 
testing the mobile location system in several different places 
around Mohammedia (Figure 7) by comparing our 
measurements obtained from a mobile equipped with our 
application and those of GPS, the comparison shows that the 
system can retrieve the requesting emergency mobile 
information and sent it to the monitoring system at 99.9% 
accuracy, one can conclude that the proposed system can be 
successfully applied in real application for monitoring system 
of road accidents. 

VI. CONCLUSION 
In this paper, we described an intelligent system offering a 
solution to the treatment of emergency accidents in the city of 
Mohammedia in Morocco for automatic monitoring. An 
operation of great significance for this treatment is the 
delivery the monitoring station to the sites asking for help to 
save property and people. The system has been tested in a 
real case study, its architecture involves an integrated 
framework of Geographic Information System (GIS), 
Android Platform and a Relational Database Management 
System (RDBMS) equipped with interactive communication. 
The objective of this research is to provide a system for 
location and routing. The improved efficiency by GIS reduces 
the task of maintaining paper maps. The Web-based GIS 
framework facilitates the orientation of the monitoring station 
to the location of the accident. The Android platform applies 




Figure 7: Geographic location of supposed sites of road accidents. 
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TABLE 1: System Testing Result 



Supposed sites 
of road accident 
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the Cell Identifier to improve the efficiency of localization. 
There are several advantages of the developed system. First, 
time saving and flexibility are important merits of the system. 
The system is Object-Oriented (00) and understandable, it 
has potential to be integrated with the other roads networks 
and to be expanded to a national base, so the model can be 
extended to all cities of Morocco using the technologies: GIS, 
Android and RDBMSs. As for future work, an algorithm can 
be developed to calculate the minimum distance between the 
location of the road accident and monitoring stations 
neighbors to determine the monitoring station nearest. 
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Abstract — In this paper biometric fingerprint technology will 
define and discuss as new best approach identification and 
authentication customers for online internet banking, and how 
biometric fingerprint will improve the internet banking protect 
its assets. Background will be produced to present how 
authentication and identification have developed and improved 
through the applications successful that have implemented 
biometric technology to protect its asset; then a case of major 
bank in Malaysia will be taken as a case study. By answering the 
question, why does biometric fingerprint need to come forefront 
as a great method of authentication in online banking 
environment? The findings have found that there are reasons and 
factors for higher security as a near perfect and biometric 
fingerprint authentication will be indicated to be the solution to 
answer this call. 

Keywords- Biometric Fingerprint; E-banking; Information 
Security; Online Banking; Biometric Technology 



I. 



Introduction 



Millions of dollars are being invested in the developed of e- 
banking systems worldwide, and it is of paramount importance 
that these systems are fully utilized by potential customers. 
However, there remains reluctance by consumers to accept e- 
banking because of the perceived risk security financial and 
time. Therefore, banks need to better understand their 
customers and respond to developments in internet technology 
in a way that incorporates their customers' requirements and 
addresses their concerns [16]. 

There are three major types of authentication 
commonly used; the first type is something that you know such 
as a password, PIN or a piece of personal information. 



Secondly, it is something that you have such as a smart card or 
token. The last type is something that you are such as a 
biometric [10]. On the other hand, many organizations are 
using the internet as a new distribution channel to provide their 
customers a good service such as internet banking [14]. This 
channel needs to be secure and trusted not only to protect the 
customer information from fishing or hacking, but also provide 
data integrity; and to ensure providing the services in a safety 
way. Therefore, Information security has become a major 
concern for banks to conserve their customers' assets. In 
addition, everyday there are updates of security to face the 
challenges that have faced internet banking; in parallel, there 
are intruders who think every moment to attack others. This 
paper will focus on biometric fingerprint technology as a 
solution to deter the threats that concerns e-banking security as 
much as possible. 

A. Background of Study 

Issues with biometric device include accuracy and failure. 
Some researchers mentioned that biometric still have negative 
impact denying access to unauthorized user. What happen if 
the user is wearing a bandage on the finger of authentication? 
For this scenario some device provide password. One of the 
issues regarding biometric is cost effective, in today 
organization user work in the office, at home, and in hotel, 
airport, and internet cafe. If you decide to purchase biometric 
device for all employees, how many device will you buy? [2]. 
While others have seen a biometric fingerprint is a powerful 
way of deciding who can gain access to our most valuable 
system in this modern world; despite biometric fingerprint are 
successfully adopted in areas such as Automatic Teller 
Machine (ATM) [4, 15]; however, there is a lack of 
implementation to online banking environment [17]. 
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According to online banking of two major banks in Malaysia, 
customers used username and password to access their 
accounts. However, the difference is that one uses TAC 
number to authenticate when the customer needs to make 
transaction, and another thing the customer has to answer 
questions that he knew the words exactly when customer 
subscribed in the internet banking and he put his own answer. 

As a result, biometric fingerprint as a near perfect security 
is still in its infancy for most major banks in Malaysia. Those 
did not take a risk in order to achieve biometric solution to 
enhance their security systems. Some opponents argue that 
password only authenticate a password but not the user. 
Password can be forgotten and forged by the hackers. Password 
does not provide a non-repudiation security service which 
means to ensure that transferred message has been sent and 
received by the parties claiming to have sent and received the 
message and also password is very vulnerable [3], Biometric 
method will basically authenticate the person and internet 
banking that must have a non-repudiation security service to 
ensure that customer cannot later deny his transaction. Some 
security expert argue that biometric is the only true user 
authentication because of it physical authentication [2], As 
some people will see, biometric will not be the best choice for 
every one [5]. On the other hand, biometric technology appeals 
to many banking organizations as a near perfect solution to 
such security threats [17]. Therefore, the biometric fingerprint 
technology is the best method to protect and secure online 
banking assets. The banks should adopt biometric fingerprint 
technology as a near perfect solution to such security threats of 
internet banking in particular for major bank in Malaysia. 

B. Scope of Study 

This study will focus on factors that influence the bank to 
be ready to use biometric fingerprint to authenticate the user 
when make transaction on internet banking. Existing literatures 
will be used to design the study. Although there are many 
researches talk about biometric technology available in various 
literatures, but this study will focus on only the biometric 
fingerprint to investigate whether the major bank in Malaysia 
ready to use biometric fingerprint in internet banking. 
Qualitative will be used to carry this paper, sample will be 
chosen, and afterwards gathering information and analysis will 
be performed. 

C. The Significance 

The paradigm shift from something that the users know to 
something that the users are; online banking requires the 
development and implementation of trustworthy security 
procedure [7]. Therefore, the newly emerged service such as 
fingerprint biometric to use it in the internet banking for 
authentication and identification and rapidly increasing 
penetration rates of internet banking to be as near perfect 
security are the motivators of this study [13]. 

• Biometric fingerprint considers as a new technology in 
online banking environment which means it needs a lot 
of efforts and resources to be used. 
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• The biometric fingerprint has become a significant 
phenomenon in recent times, it has various advantages 
and benefits in both organization and customer. 



II. 



Literature Review 



A. An overview of Information Security 

With the rapid growth of Information and Communication 
Technology (ICT), information security becomes more 
pervasive in everyday lives while there are many channels and 
methods to attack of websites with this great development of 
information security. One of the threats to web authentication is 
phishing, where a phishing attack is a type of social 
engineering attack, designing users' authentication credentials 
by spoofing the login page of a trusted web site [9]. However, 
some banks in Malaysia use TAC number by sending it to 
customer's mobile to authenticate the user when he make 
transaction and others use the questions that the customer has 
already known his own answer when he subscribed in internet 
banking. 

Some opponents argue that the information which the 
person knew such as a password only authenticate a password 
but not the user and can be forgotten and forged. The 
information such as the question that supposed the customers 
knew can be forgotten and forged by the hackers [2], 
Furthermore, Password does not provide a non-repudiation 
security service and the passwords are easily broken with the 
programs that available on the internet that help to break the 
password and may be people will choose easily remembered 
and easily gassed password such as name of their relative, date 
of birth or phone number [12, 3]. 

B. Online Banking Security with Biometric 

Online banking demands the development and 
implementation of trustworthy security procedure [7]. This 
requirement needs to design effective method that works 
efficiently via which users or customers can be verified and 
authenticated in a remote environment. 

The biometric fingerprint has become an important 
phenomenon in recent times, it has various advantages and 
benefits in both organization and customer [13]. However, it is 
yet to be adopted by major bank in Malaysia. 

Many studies have been conducted on biometric 
fingerprint technology, and many researchers have discussed 
the influence that biometric technology as a perfect solution for 
many purposes [4, 5, 13, & 17]. In contrast, there is still a lack 
of research on the factors or the ability of banks to be ready to 
use biometric fingerprint in internet banking to authenticate the 
user. 

C. Definitions of Terms Used 

1) Information Security in Business 
In business information security helps managers to govern, 
monitor and secure the information from malware changes and 
removals or unauthorized access. The main aims of 
Information security in business is to protect the confidentiality 
from a competitor or media and integrity that is to ensure that 
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the information is not changed or modified as well to ensure 
the availability of the information when needed or in an event 
of a disaster [12]. Many businesses are merely depending on 
information deposited in computers; personal information, and 
details that may all be warehoused on a database. Without this 
information, it would often be very hard for a business to 
function. Information security systems need to be implemented 
to protect this asset [2]. 

Nowadays, there are many types of threats available on the 
internet that need to be enforced to ensure business goals. 
Based on Proctor, 2002 organizations and their information 
system and network are faced with security threat from wide 
range of sources including computer fraud, espionage, 
sabotage, and vandalism [18]. Cause of damage such as code, 
computer hacker and denial for services attach have become 
more common and increasingly spreading in the World Wide 
Web. 

2) Security Policy 

A policy is a document that summarizes rules that must be 
abided by the organization. Security policy is the backbone of 
the security architecture without a policy you cannot protect 
your information [2]. In addition, policies allow the 
organization to reduce cost and eliminate accountability. 
Written policy works as the means of communicating company 
guidelines to the customer [11]. Furthermore, policy defines 
how security should be implemented, this comprise proper 
configuration. Thus policy provides the rules that govern how 
system should be configured and how customers of an 
organization should act in normal circumstance and react 
during unusual situation. Some examples recommended for 
biometric Policy; do not share your fingerprint device with any 
person, any obvious act of fraud or guessing the fingerprint the 
services will be terminated report to the bank immediately 
when the device is stolen. 

3) Biometric Fingerprint 

The term biometrics is used to describe physical 
dimensions and/or behaviour characteristics which are essential 
and unique to the human being; and it can be utilized to verify 
the identity of a person. These characteristics include 
fingerprint, hand geometry, facial characteristics, iris, retina, 
personal scent and DNA, while behaviour features include 
handwriting, keystroke, voice and gait. Physiological 
characteristics can be measured and recognized [8]. Biometric 
fingerprint technology is considered one of the most secure and 
convenient authentication tool. It cannot be stolen, borrowed, 
or forgotten, and forged [10]. 

III. The Difficulties and Challenges the Project 
Faced 

Getting information from the banks is very challenging 
because of the sensitivity asset; in addition, the bank policy 
stated that it is illegal to reveal the customers' information and 
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their strategy plan. Furthermore, the bank delayed to respond 
our request to meet the human resource manager. Since there is 
a high competition among the banks, so every bank wants to 
keep their strategies from the researchers and press. Asset 
protection is the biggest challenge in information security 
systems of the banks. They have sensitive information such as 
customers' information and their credit card details, which 
need to be secured. Therefore, protecting information against 
leakage has become more complex and difficult when an 
opponent who is authorized to view the data or information 
about the processes of the security system [1]. 



Based on Harris & Spence, 2002 banks are increasingly 
threatened by the leakage of sensitive information which can be 
available to impostors or competitors. Furthermore, Banks 
want to ensure that information assets such as the security 
system, trade secrets, software code, designs, architectures, and 
algorithms are not leaked and abused [6]. Also, they want 
protection against leakage of internal confidential information, 
which can damage the customers' trust to the company brand. 

According to these reasons the major bank in Malaysia 
rejected to give us any information about their e-banking 
security system; to avoid leakage of information which can 
compromise their security system and affect their 
competitiveness of protecting the confidential information of 
their customers. 

IV. Proposed E-banking security system processes 

A. Authentication processes to access the account 

The diagram shows that the authentication process consists 
of two stages. First of all, the user needs to verify his/her 
username and password, if the username and the password are 
accepted; the browser will direct the user to the second stage of 
authentication but if the username and the password are not 
accepted the browser will ask the user to reinsert valid 
username and password. 

Secondly, this stage is the most significant one which is the 
authentication stage by using the biometric fingerprint 
technology. The user needs to verify his/her fingerprint by 
using fingerprint reader which is connected to his/her own 
personal computer (Figure 1). The fingerprint server will match 
the user fingerprint with the bank's fingerprints database; if it is 
accepted the browser will direct the user to access his/her 
accounts. 

These two stages of authentication protect the customer 
information from unauthorized reading that means 
confidentiality of the customer which is very important from 
the customer's perspective because it saves him/her from 
failing under the threat of the malicious people. 
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B. Authentication processes of transaction 

This process consists of two stages of authentication that 
the customer needs to confirm his/her transaction first stage is 
by using TAC, second one is by using biometric fingerprint 
technology (Figure 2). 

Authentication process by using Transaction Authorization 
Code (TAC), e-banking system will send TAC automatically to 
the customer's mobile number, which is registered in the 
database of the bank system. The customer will receive text 
message (SMS) includes on Transaction Authorization Code 
(TAC). Therefore, after inserting the TAC the system will 
verify it, if it is accepted the browser will direct the customer to 
confirm his/her fingerprint again to complete the transaction. 

The confirmation processes of transaction should be very 
secure because it protected the customer account from 
unauthorized changing, editing, or writing. This process is 
called integrity which is required to protect the customer assets. 

Conclusion 

Information security is becoming ubiquitous whether is 
logical or physical. It is an essential approach for every 
organization to protect its asset from intruders and malware. 
Most of the banks experienced many threats and abuse in their 
system. Information security ensures the confidentiality of 
information. The numbers of users of online banking has 
significantly increased; therefore, biometric fingerprint will be 
used to enforce the authentication and identification of the user 
with username and password as an approach. Researchers 
argued that biometric fingerprint is secure mechanism used to 
authenticate the person because password only verifies the 
username but not the physical identity such as person 
fingerprint. In addition, customers, employees are the weakest 
layer in information security. 

As a result, policies will be utilized on how configure the 
device as well as training the people about awareness of 
security. The purpose of policy is to protect not only the 
company asset from threats whether internal or external but 
also to reduce cost and eliminate legal liability to employees. 
This paper will give the researchers the insight about biometric 
as the powerful tool and perfect solution for authentication. 
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Abstract — Navigation system wherever built inside a GPS device 
or on a mobile phone has been proved to be very useful for 
outdoor environment. The device gives you your exact position 
and shows you the direction to your destination. But nowadays, it 
is clearly seen that a navigation system may be beneficial for 
indoor environment as well. This paper illustrates a mobile 
application which will be able to estimate the position of a user 
within a building by using WiFi technology. 

Keywords-WiFi, WiFi positioning System, Indoor Positioning 
System 



has made a good impression in terms of accuracy and is the 
preferred location based system for outdoor positioning, when 
it comes to indoor environment, GPS has proved to be 
inefficient. The reason for its inefficiency is that in order for 
GPS to perform a triangulation, the device needs to be in line- 
of-sight from the satellites. Moreover, GPS system has a low 

Precision which make it not suitable for indoor areas [2], 
Therefore, when it comes to indoor positioning system, other 
alternatives such as Bluetooth, WiFi, RFID and Infrared Red 
are more preferable. 



I.INTRODUCTION 

Navigation system wherever built inside a GPS device or a 
mobile phone has been proved to be very useful for outdoor 
environment. The device gives you your exact position and 
shows you the direction to your destination. But nowadays, it 
is clearly seen that a navigation system may be beneficial for 
indoor environment as well. 

The design of GPS was based partly on similar ground-based 
radio navigation systems, such as LORAN and the Decca 
Navigator developed in the early 1940s, and used during 
World War II, In 1956 Friedwardt Winterberg proposed a test 
of general relativity using accurate atomic clocks placed in 
orbit in artificial satellites. To achieve accuracy requirements, 
GPS uses principles of general relativity to correct the 
satellites' atomic clocks. [1] 

The first satellite navigation system, Transit, used by the 
United States Navy, was first successfully tested in 1960. It 
used a constellation of five satellites and could provide a 
navigational fix approximately once per hour. 

Global Positioning system was created and realized by the 
U.S. Department of Defense (DOD) and was originally run 
with 24 satellites. It was established in 1973 to overcome the 
limitations of previous navigation systems and is the most 
prominent contribution in determining position of user and in 
routing him to his destination. This system uses satellites to 
triangulate the location of the GPS device. Though this system 



The good thing is that all the wireless technologies mentioned 
above are available on mobile phones. If you look at the 
mobile phones being unleashed nowadays such as the Nokia 
N97 or the IPhone from Apple, they both come with built in 
Bluetooth and WiFi connectivity. These features are 
indispensable in mobile phones as they helps to send data 
wirelessly or to connect to the internet wherever you are 
(taking into consideration that the place has WIFI available). 

Among these well-known wireless technologies, the one 
which mark out from the others is WiFi technology. In most 
indoor environment such as airports, universities and shopping 
mall, WIFI is available and is most of the time free. Therefore, 
anyone using a mobile device with built-in WiFi can connect 
to the access points and browse the internet easily. Being free 
and easily accessible is a great advantage as the mobile 
application should be a low-cost application and accessible to 
as many user as possible. 

The rest of the paper is organized as follows. Section two, 
explained about the various indoor positioning systems built in 
the past, what are the advantages and disadvantages of the 
systems. Section three describes the methodology used for the 
mobile application. In section four, the implementation of the 
system is discussed. Section five, shows the testing of the 
system and as for the conclusion and future works, it is shown 
in section six. 
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II.Related Work 
A. Different types of wireless technologies used. 

The earliest location system was the Active Badge developed 
at Olivetti Research Laboratory where the user was wearing a 
badge that emitted infrared signals. [2] Every 10 seconds, a 
unique identifier is communicated to fixed receivers. The data 
is then sent to a central server that provides an API. [3] The 
accuracy of the location depends on the number of receivers. 
The two limitation of this method are that it requires line-of 
sight between the receivers and the badge and infrared red has 
a short-range transmission signal. 

RFID has also demonstrated its capability in location-based 
system. One famous location sensing system using RFID 
technology is known as mTag. The mTag architecture uses 
fixed RFID readers located within the environment and a 
passive RFID tag attached to a mobile phone or PDA. [4] The 
disadvantage of using RFID is that the cost of deploying and 
implementing this kind of system can be very high. 
The pervasive adoption of WiFi in indoor environments has 
provided an opportunity to develop indoor positioning systems 
that will not requires investing in specialized hardware. Some 
of the well-known systems using WIFI are RADAR, Herecast 
and PlaceLab. 

Radar is one of the first indoor positioning systems based on 
IEEE 802.11 wireless network. The system, developed by 
Microsoft research uses the Radio Frequency Signal strength 
to measure the distance between the Access Point and the 
Mobile station. [5] The RADAR system includes two phases, 
the Training Phase and the Online Phase. In the training phase, 
an area is divided into a lxl meter grid where the signal 
strength measurements of the access points are taken at each 
intersection. The mean of the signal strengths which have been 
obtained, is recorded to create a radio map to be used in the 
online phase. In the Online phase, when the user looks for its 
location, the mobile station will detect and record the signal 
strength from as many access points as possible. Then, the 
signal strength received will be compared to the radio maps to 
determine the location of the user. 

Herecast is another system using the WLAN technology. [6] It 
allows the WiFi-enabled client device to determine its location 
by listening from signals from known access points within the 
building environment. The system creates a database where 
the MAC address of the access point is stored together with 
the symbolic name of the location. In the localization process, 
the position of the user is the one associated with the access 
point with the strongest signal strength. The weakness of the 
system is if an access point is faulty or has been removed, the 
position of the user may be distorted. 

The PlaceLab system is similar to Herecast in that it allows the 
client device to automatically obtain its location by listening to 
signal from access point. PlaceLab stores the MAC address 
broadcast by each access point as well as its longitude and 
latitude in the client device. Therefore, for when the client 
device receives a signal from each of the access point, the 
location is calculated as the average of retrieved longitude and 
latitude. [7] 

Using the 802.11 WiFi signals for location estimation have 
attracted many researchers as the infrastructure has already 
been deployed widely in commercial buildings. In addition, 



WiFi is appropriate in indoor environment and users are not 
required to rely on specially developed wireless receivers. 

B. Problem with WiFi 

Using WIFI technology to estimate the position of the user is 
one of the most appropriate and profitable because in mostly 
every public building such as airport, schools and shopping 
malls, the presence of IEEE 802.11 b/g access points is made 
available. Therefore, implementing WiFi based system would 
be easier. Unfortunately, though using WiFi for indoor 
position system has shown promising result, it is not without 
drawback. WiFi signal is a very sensitive signal which can be 
affected by people, furniture and other architectural 
components in the indoor environment. 

Body Effect 

William et al. presents some of the negative effects that 
decrease the accuracy of using WIFI to estimate the position 
of the user. The first one is Body effect. WLAN uses 2.4GHz 
frequency carrier and FCC regulation requires WLAN to 
operate at low power which is 1 watts or 30 dBm. Since the 
penetration power is noticeably low, positioning performance 
can be severely affected. To be more precise, when a user is 
holding his mobile phone, the path between the PDA and the 
access point can be obstructed by the user. Therefore, the 
effect of human body can make signal strength drops by 10-15 
dBm. [8] 

In the paper "Properties of Indoor Received Signal Strength 
for WLAN Location Fingerprint", they have studied the effect 
of user's body. They have measured the signal at a specific 
location which was about 7 m from the access point and was 
not in line-of-sight for two hours. The first hour, they data 
were collected with the presence of the user while in the 
second hour, the user was not present. The histogram below 
clearly demonstrates the distribution of the RSS with and 
without the present of the user. The presence of user has 
significantly changed the standard deviation from 0.68 to 3.00 
dBm and the mean from -70.4 dBm to -71.6 dBm. [9] 



(a) Distribution of RSS when user is present. 
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Fig 1: Comparison of histogram of RSS [34] 
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Trailing Effect 

Trailing effect is another issue when dealing with WLAN. 
Basically, WLAN driver use sliding window to cache beacon 
messages up to 10 seconds according to the driver design. 
Consequently, if a user is walking away from an access point, 
even after he is out of range of the radio signal, the access 
point will still be visible until timeout occurs. [8] 

Signal Aliasing 

Signal aliasing refers to two points that are far apart physically 
but may be close together in signal space. This usually happen 
because of the complex indoor propagation environment. For 
instance, the signal strength at a point close to an AP may be 
similar to another point which is far away essentially because 
the former point is receiving an obstructed signal due to work 
while the latter point receives an unobstructed signal. 
Placement of APs in the building layout is very essential in 
solving this problem. [10] 

C. Techniques for locating mobile station 

The idea of locating mobile station was first introduced by 
Figel et al. in 1969 when they tried to locate a vehicle by using 
signal attenuation method. Ever since, researches have been 
done on finding other ways of locating mobile station. Some 
of these location techniques are received signal strength from 
Figel et al. in 1969; angle detection by Porter in 1971; and 
arrival time measurement by Staras and Honickman in 1977. 

Received Signal Strength (RSS) 

Signal strength method which is based on signal attenuation is 
the distance between the Access points and the mobile station. 
The distance can be calculated either at the Mobile station or 
the Base station. 

Lin et al. in 2004 [11] proposed a mobile location system 
which used weighted centroid method based on the ratios of 
distance between the access points and the mobile station 
derived from the difference of signal attenuation. The benefit 
of this proposed method is that it does not require perfect path 
loss and shadowing models. Also, this system can fit directly 
into the indoor infrastructure without any hardware 
modification. 

P. Bahl and V. Padmanabhan have also developed a system 
called RADAR which is based on Received Signal Strength. 
The system collect the RSS from all detected Access points 
and compared it to the tuple already stored in the Radio Map 
using search techniques that computes the Euclidean distance 
between each SS tuple and then choose the one with the 
minimal distance. 

Time of Arrival 

Time of arrival (TOA) is referred as a multilateral method that 
is used to locate the position of a mobile station by measuring 
the time that it takes for a signal to travel from the mobile 
station to the base station. Generally, in traditional geometric 
interpretation, TOAs generate circles whose intersections give 
the estimate location of the transmitter. 

In the paper, "A New Approach to the Geometry of TOA 
Location" Caffery proposed a new geometrical interpretation 
in which instead of using circular LOPs to determine the 



position of the transmitter, straight lines of position is used. 
The straight LOPs come from a simple observation regarding 
the geometry of the system and are not obtained from 
linearization. [12] 

Time Difference of Arrival 

Similarly to TOA, time difference of arrival (TDOA) uses the 
same concept except that it uses time differences measurement 
rather than absolute time measured. Also, TDOA requires a 
minimum of three nodes for its most basic operation. The 
figure below demonstrates a system diagram of how TDOA 
can be implemented in WLAN. In this system, all the APs 
need to listen to the same client which is a limitation of this 
system since APs around a specific client can be set to various 
frequency channels and therefore can only listen to their 
selected frequency channel. [13] 

D. Localizations' techniques 

In this section, 4 types of localization techniques have been 
discussed. 

Weighted Center-of-Gravity Algorithm 

The approach in this algorithm is that a value is assigned to 
every participating access point or node. Given (n) elastic 
cords connected between the actual position and every access 
points. So, AP with more tension will attract the approximated 
position closer to itself. The tension is calculated based on the 
inverse power law and the power value (a) is variable and 
approximated in training phase which can be formulated as: 



in/rssjj 4- xi/rssi -f . . . -+ x R /rss^ 

1/rssg 1 + 1/rmf + . 
yo/rssQ +yifrss° + , 



r*.< 



+ V 



l/rssg + 1/rssf + ... + l/r^ 

Eq 1 : Weighted Center-of-Gravity Algorithm 



(la) 
(lb) 



Where y and x represent the estimated coordinates, x n y n and 
rss n represents n-th AP position and its corresponding RSS. 
This method is suitable for mobile devices as the memory 
footprint is very small since the calculation only requires the 
location of APs and their environment value (a). [8] 

Triangulation 

Triangulation is normally used in GPS system. For each AP, a 
circle is formed with the radius of signal strength and centered 
at the AP. The circle shows locus where the user may be 
situated. To estimate position, intersection points are collected 
and permuted to form triangles where the centroid of the 
smallest triangle refers to the position of the user. 
Triangulation does not require high computation but the 
disadvantage of this method is that if there are too few 
candidates to form triangles, the result may not be too 
accurate. Moreover, if the global signal level fluctuates, 
triangulation may not adapt to the new level. 

Smallest M- Vertex Polygon Algorithm (SMP) 
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Smallest M-Vertex Polygon is a method similar to 
triangulation in terms of candidates promoted by each 
neighbour AP but instead of performing space transformation 
between signal space and world space, it performs estimation 
with a discrete approach. For instance, instead of finding 
smallest triangle, SMP estimated the location by determining 
the smallest polygon. Based on the prepared sample database, 
each AP endorses a group of candidate location with the same 
signal strength. Then, assuming M neighbour APs are 
involved, a M-vertex polygon is constructed from the 
candidates where each AP will promote a list of candidates for 
every vertex. Therefore the estimated location is determined as 
the centroid of the smallest polygon. [8] 

Fingerprint Algorithm 

The fingerprint approach is based on remembering various 
radio environs at various locations which are called as 
markers. These radio environs or snapshots are composed of 
network address and RSS of nearby APs. In the offline phase, 
this information together with the marker location is stored in 
the database. Afterwards, in the positioning phase, the current 
snapshot taken by the mobile device will be compared to 
every snapshot in the database. The accuracy of fingerprint 
highly depends on the separation between markers. 
Fingerprint-based positioning model has higher precision that 
propagation model. Moreover, compared to propagation-based 
model, fingerprint-based model avoid the hard work of finding 
a general propagation model. The fundamental idea of 
fingerprint based system is to look for the nearest neighbour in 
the signal space by calculating the distance, more precisely, 
the Euclidean distance between the location of fingerprint 
already stored in the database with the current RSS tuple 
obtained at the receiver. 



III.Methodology 

Based on the previous section which was the Related Work, 
various existing system on indoor positioning have been 
deeply analyzed to extract the necessary requirements, the 
strength, the weaknesses and the techniques that are the most 
appropriate in terms of easy deployment and accuracy. 
According to the research, a Fingerprint-based system using 
WiFi technology is more suitable for the proposed system. 
This segment will explained in detailed the methods that will 
be used for the development of the WiFi-Based Indoor 
Positioning System. 

A. The Design 

The proposed system works in two phases; offline and online 
phase. The offline phase involves creating a radio map. The 
radio map, will stores distributions of RSS values from all 
detected APs at specific points which are known as marking 
positions. The marking positions together will the MAC 
address of each detected APs and their corresponding RSS 
values will be stored in the database to create the radio map. 

Creating Radio Map 



The radio map will consist of a set of samples taken at 
specifici location on a map called fingerprints. The fingerprint 
will consist of the location name and a measurement vector 
which consist of all the detected Access points and their 
corresponding signal strength. 

The measurement vector for the signal strength will be 
illustrated as below; 

a = {a_l, a_2, ... a_i, a_P} 

Where a is the location name, a_P is the number of access 
points detected at this location and a_i is the signal strength of 
access point no. i. For instance, if a location is to be taken at 
the following point on this floor plan, 



o ■ 



* 3 



104 



Fig 2: Room floor plan 

The signal vector should be 104_1 = { -30, -25, -33, -68..., }. 
In the database, the sample 1041 will be connected to its 
corresponding location stated as: 

1041 = {xcoord, ycoord, floor} 

Basically, the radio map will consist of a series of sample 
(fingerprint) which will be manually measured a specific 
points and stored in the database of the server. For each 
sample, the measurement will be taken at four different 
directions (north, east, south, and west). As it was said before, 
signal strength is very sensitive to attenuation cause by 
different factors such as human body, interference and 
furniture. Therefore, at each specific location, measurement 
will be taken at four different direction and the mean values of 
the data obtain at these direction will be used as the final 
measurement for the location. 

Filtering Technique 

A filtering technique is applied when collecting signal strength 
in order to reduce the number of measured signal strength that 
will be used to represent the fingerprint of a current location. 
Moreover, by using a reduced number of signal strength, the 
time for computation can be reduced as well as the size of 
storage required to store the data. At each specific location, 
the range of RSSI values which used will be: 

-90 < ss < -20 

Interpolating Algorithm 

For the interpolation technique, the same technique that was 
adopted by Tsai et al. will be used. By using interpolation, the 
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time to build the radio map will be reduced considerably. To 
calculate data for un-calibrated grid points, they used either 
one of the following formulas based on the situation. For 
instance, point A and B was calibrated and we need to 
calculate for point C which is in between, if only point A is 
used to infer the location of point C, the first equation is used 
and if both points are used to infer the location of point C, 
then the second equation is used. After the grid-points have 
been calculated, Segment process is used to divide the data of 
each point into m parts. 

log d o 



-xS, 



So 



log(rf +rf,) 






xS. 



logU/,+J 2 ) log(rf,+<i 2 ) 

Eq 2: Interpolation Model [41] 

Matching Algorithm 

The online phase is the process where the mobile phone gets 
the current signal strength from detected access points and 
these signals are sent to the database to be matched with the 
stored fingerprint. 

For the matching algorithm, Euclidean distance will be used to 
compare the current fingerprint obtained at the mobile 
application and the existing fingerprint stored in the database 
of the server. The Euclidean distance will compute the 
minimal distance between two set of fingerprint. For instance, 
assume that the current fingerprint is s = {si, s_2, ... s_N} 
and a saved fingerprint is S = {SI, S_2, ..., S_N}, then the 
squared Euclidean distance between the vectors s and S is: 

L(s, S) = (s_l - S_l) A 2 + .... + (s_N - S_N) A 2 
This can be represented as 



L = 




*,r 



i= i 



Eq 3: Euclidean distance algorithm [14] 



User's Collaboration 

Another good point of the proposed system is user's 
collaboration. What is meant by this is that, since it has been 
seen that the most inconvenient fact of Fingerprint-based 
Algorithm is training the system, by using the collaboration of 
users, the time spent on this phase can be reduced as well as 
increasing the accuracy of the system. 

The idea behind the collaboration of the users is to let them 
create and manage the locations. It is obvious that to train a 
building of 100 rooms, it requires lots of times as well as 
personals. With the collaboration of the user, not all the 
places need to be fully trained. By using the proposed system, 
every user can generate, manage and, above all, use location 
information that was created by other users. Therefore, if a 
location is unknown while a user is using the system, he or she 
can easily update the location with an approximate name or 



location so that in the future, someone else can use this 

location. 

This feature can also help in increasing the accuracy of the 

location as since the user has full access on managing a 

location, he or she can update a location if this one is not 

accurate. 

B. Archictecture 

The architecture of the proposed system is divided into three 
different components: The client application, the Symbian 
sniffer and the server. These three components are discussed 
further in this segment. 

The Symbian Sniffer 

The Symbian Sniffer is the component which will be in 
responsible of detecting WiFi access points and collecting the 
necessary information such as the MAC address, the Network 
name and the Signal strength of each of the access points. The 
component which will be coded in Symbian will be installed 
on the mobile phone. 

It was necessary to separate the mobile application into two 
components because since the client application is coded in 
J2ME, it has some limitation of gathering network 
information. Therefore, the Symbian API will allow us to 
collect this information and send them to the J2ME 
application. 

The Mobile Application 

The mobile application which is on the client side will be 
developed using J2ME. This component will serve as an 
intermediate between the Symbian Sniffer and the Server. As 
it was mentioned above, the J2ME application is not able to 
collect network information and as a matter of fact, the 
Sniffer's job is to collect the necessary network information 
and send them to the client application. 

The J2ME application will have a two way communication 
with the Server-side. After collecting the necessary 
information from the Sniffer, this information which 
comprises MAC addresses, network names and Signal 
Strength of detected access points, will be sent as a fingerprint 
to the server-side. This fingerprint will be compared with 
stored fingerprints and if a match is found, the corresponding 
location will be returned to the client application. 

The Server 

Since the mobile application is coded in J2ME, to facilitate the 
reusing of code, the Server is developed using J2SE and 
MySQL for the database. The Server provides different 
services such as storing fingerprint in other way to save a 
location in the database. 

Another service is the retrieving of maps and location. The 
floor plan of associated location is retrieved from the web 
server where all the images of the floor plans are stored. 
Finally, it provides service to locate a mobile phone. When a 
current fingerprint is sent to the server, it is compared to 
stored fingerprints inside the database and by using the 
matching algorithm, the location that best matches the 
measurement taken by the mobile application is retrieved from 
the database. Based on the selected fingerprint, the associated 
x and y coordinates together with the appropriate map is 
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returned to the j2me application. Moreover, every mobile 
device uses the same database of fingerprints. This allows to 
easily sharing knowledge about locations and enables a quick 
mapping of a building 



IV.1MPLEMENTATION 

This section describes the implementation of the different 
components of the proposed system. Here, the technical aspect 
will be explained together with some piece of codes and 
screenshots. 



A. The coding 

Symbian C++ 

The Symbian Sniffer was coded in Symbian C++ by using 
Carbide C++ as the IDE. The following portion of code is 
used to retrieve network name and signal strength from 
detected access points. The Sniffer was based on the 
RedpinSniffer developed by Redpin.org. [1] 



void CWlanInfo::NetworkNameL() 

{ 

TPckgBuf<TConnMonNetworkNames> networks; 
RConnectionMonitor monitor; 
monitor. ConnectLQ; 
CleanupClosePushL(monitor); 

TRequestStatus status; 

monitor.GetPckgAttribute(EBearerIdWLAN, 0, KNetworkNames , 

networks, status); // EBearerldWLAN KNetworkNames 
User::WaitForRequest(status) ; 
User::LeaveIfError(status.IntQ); 

// TBuf<20> ibuff; now in header max 50 
Tint count = networksQ.iCount; 
ibuff.Zero(); 
ibuff.AppendNum(count); 

// the buffer for the file writing 
HBufC8* filebuffer = HBufC8::NewL( 200 ); 
TPtr8 filebufferPtr = filebuffer->Des(); 
_LIT8(KFormatl,"%S, %d"); 
//open the connection to file 
RFs fs; 
fs.Connect(); 
RFile file; 

if(file.Open(fs, _L("C:\\Data\\output_data.txt") 
EFileWrite EFileShareAny) != KErrNone) 
file.Replace(fs, _L("C:\\Data\\output_data.txt") , 
EFileWrite|EFileShareAny); 
Tint pos = 0; 
file.Seek(ESeekEnd,pos); 
for(TInt i=0;i<count;i++) 

{ 

TBuf8<32> ssid; 

ssid.Copy( networks().iNetwork[i].iName ); 

ibuff.Zero(); 

ibuff.Copy(ssid); 

((CSymbianSnifferAppUi*)(CEikonEnv::Static()->AppUi()))- 
>DebugEngine()->PrintLn(_L("Network Name: ")); 
((CSymbianSnifferAppUi*)(CEikonEnv::Static()->AppUi()))- 
>DebugEngine()->PrintLn(ibuft); 
TUint8 iSignal = networks().iNetwork[i].iSignalStrength; 

ibuff.Zero(); 

ihnff ApppnHNiimfiSianalV 



((CSymbianSnifferAppUi*)(CEikonEnv::Static()->AppUi()))- 

>DebugEtigine()->Pi , intLn(_L("sigrial strength")); 



((CSymbianSnifferAppUi*)(CEikonEnv::Statk()->AppUi()))- 
>DebugEngine()->PrintLn(ibuff); 

filebufferPtr.Format(KFormatl,&ssid, iSignal); 
_LIT8(KFormat2,"\n"); 
filebufferPtr.Append(KFormat2); 
file.Write( filebufferPtr ); 

} 

The next portion is for retrieving MAC Address in Symbian 
C++. The data structure being used is stack, where the info are 
stack on each other and push down each time a new data is 
inserted. 



void CWlanInfo::GetMacAddressL() 

{ 

TBuf<10> infoBuff; 

CWlanScanlnfo* scanInfo=CWlanScanInfo: :NewL(); 

CleanupStack: :PushL(scanInfo); 

CWlanMgmtClient* client=CWlanMgmtClient: :NewL(); 

CleanupStack: :PushL(client); 

client->GetScanResults(*scan!nfo); 



J2ME 

The mobile application was built in J2ME. The function to 
retrieve network information had to be coded separately in 
Symbian because J2ME has limitation on capturing this kind 
of information. After the SymbianSniffer retrieves the network 
information, it is transferred to the mobile application. The 
following codes are used to establish the connection between 
the client application and the Symbian Sniffer. 



private void setupConnectionQ { 
try { 

this.connection=(StreamConnection) Connector. open("socket://" 
+ StaticResources.SNIFFERHOST + ":" 

+String.valueOf(StaticResources.SNIFFER_PORT)); 

LogService.info(this, "socket://" 

StaticResources. SNIFFERHOST ":" 

String.valueOf(StaticResources.SNIFFER_PORT)); 

LogService.info(this,"setupconnection succesfully"); 

/* setup Output Stream */ 
this.output=new PrintStream(connection.openOutputStream()); 
LogService.info(this, "setup output stream succesfully"); 

/* setup Input Stream */ 
this.inputStream = connection. openlnputStreamQ; 
LogService.info(this, "setup input stream succesfully"); 



Below is the function for matching the current fingerprints 
with the stored fingerprints. As default the number of matches 
is 0. This number will increase based on the number of 
similar fingerprints which have been found during the 
comparison stage. 



Vector WiFiReadingsl = fhis.getWiFiReadingsQ.getVectorQ; 
Vector WiFiReadings2 = m.getWiFiReadings().getVector(); 
matches = 0; 
for (int i = 0; i < WiFiReadingsl. sizeQ; i++) { 

WiFiReading WiFil = (WiFiReading) WiFiReadingsl. elementAt(i); 
for (int j = 0; j < WiFiReadings2.size(); j++) { 

WiFiReading WiFi2 = (WiFiReading) 
WiFiReadings2. element At(j ) ; 
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B. The mobile application in action 

This subdivision illustrates the complete process of the 
application in finding the location of the user together with 
some screenshots of the application in action. This part shows 
exactly what will happen on the user's side. 

Initialization 

The initialization process or loading process is the most 
important process of the application as most of the functions 
happen here. The first function is that the application is going 
to check and retrieve data stored in the preferences such as the 
server name and addresses. 

The next step is to set and verify if the connection with the 
Sniffer is established. If the connection is established, the 
application will move to the next phase which will be to 
retrieve the network information from the Symbian Sniffer. 
This phase is known as scanning radios. 




Fig 3 : Picture showing the phase of scanning radios 

After the information has been passed to the J2ME 
application, this information which is represented as a 
fingerprint will be sent to the server to be compared to stored 
fingerprint inside the database. This phase will be identified 
on the screen by "Retrieving position". 




Fig 4: Location is indicated by a red crosshair. 

If a match is found, the server will return the selected 
fingerprint together with its associated x and y coordinates and 



the appropriate map (floor plan). If in case, no match is found, 
the application will return a message stating that the location 
is unknown and should be updated. This update process allows 
the user to name the unknown location and show 
approximately its location on a floor plan. The following 
picture a known location which is indicated on a floor plan by 
a red crosshair. 

Updating stage 

If a location is unknown, the application will suggest the user 
to update the location. The stage consists of 3 sections which 
is one to give a name to the location e.g Room 44; two is to 
select the appropriate floor plan and three is to select the 
location by moving the crosshair over it. 
The first step of the update stage is to name the location. A 
textfield will be presented to the user to enter any name using 
any character to represent the location. This name will be 
saved in the database together with the collected measurement 
as a fingerprint. 

After a name has been entered to represent the location, the 
user will be presented a list of available maps from which he 
or she will have to choose the appropriate one. For instance, if 
the user knows that the location where he or she is standing is 
situated on the third floor of the building, the user needs to 
choose the floor plan of the third floor. 

Then, the floor plan will appear on the screen of the mobile 
phone together with a red crosshair which the user will be able 
to move. The user will have to move the crosshair 
approximately where he or she is standing in order for the 
system to gather the x and y coordinates of the location. The 
user will be able to know where he is if he or she knows the 
location name as each room on the floor plan will be labeled. 
Finally, by saving the location, the current fingerprint together 
with the selected map and the x and y coordinates of the 
location will be stored in the database. 



V.TESTING 

A. Testing the system 

The testing of the proposed system was performed in a 
university. Only on floor plan was used during the testing. On 
the floor plan, there were 12 rooms and 6 access points placed 
at different location. For the testing only three of the total 
rooms were trained. Two of the trained rooms were located 
next to each other whereas the third one was alone quite far 
from the two. 

The training of the location was performed using the proposed 
system itself. A laptop was also used to compare the results 
from time to time. The software which was used on the laptop 
was "WirelessMon". 

By using the proposed system to train the locations also 
demonstrates the efficiency of the Update function of the 
system. If in case, a location was unknown during the 
initialization stage, the following message was presented to 
the user to state that the location is unknown in the database 
and has to be updated. When updating a location, it is 
preferable to locate the cross hair in the middle of the room. 
This actually avoid measurements that are similar but that are 
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taken from different rooms, for instance if the rooms are next 
to each other. 

When the training was done, there was only the user inside the 
room. To check the accuracy of the application, when the 
application was used during on-line phase, we adopted the 
same environmental situation, that is an empty room and the 
results obtained were satisfactory. We also try to find our 
location in a different circumstance where the same room was 
full of students and the result that was obtained was quite 
inaccurate. 

In one case, it was shown that the location was unknown as for 
this room, only one measurement was taken. To solve this 
problem, more measurements have to be taken during the off- 
line phase. 




Fig 5: Location is unknown 



B. Performance Evaluation 

The section expresses the performance of the proposed system 
in terms of time taken in performing a function. Some of the 
functions that have been tested are the time taken in storing a 
fingerprint, in retrieving a location and in retrieving a map 
from the web server. The compression size of file is also 
illustrated in this section. 

Storing a Fingerprint 

The function of storing a fingerprint occurs during the update 
phase. Here, the current measurement together with the 
associated map and coordinates of the location will be stored 
in the database. 

This process takes around 5-6 seconds because it has to read 
the measurements, serialized it and sends it to the server. At 
the server side, the serialized object will be de-serialized to 
return to its original format to be stored in the database. The 
serialization of data was necessary to accelerate the process as 
the all the data is compressed before being sent to the server. 

Retrieving a location 

The process of retrieving a location is where the current 
fingerprint is compared to the stored fingerprints and if a 
match is found, the location is returned to the mobile phone. 
From the test which has been performed, the result is 
relatively good in terms of time. The amount of time taken by 
this process is approximately .075 seconds. 



The amount of time for retrieving location need to be short so 
that when the user initialized the system, the location is 
returned in a reasonable time.. Moreover, if the user is moving 
while searching his position, the time to get location should be 
fast so that the position of the user on the screen follows the 
real position of the user since the refresh rate is once every 2 
seconds. 

Retrieving a Map 

Based on matching fingerprint, the relative map is fetched 
from the web server to be displayed on the mobile screen. In 
the tests performed, the retrieval of map is done in 0.050 
second to 0.070 second. 

Serialization of Data 

For this test, a dummy measurement was compressed to check 
the process of serialization. The average size of compression 
is between 325 - 400 kb. This shows that the file that will be 
transferred to the server is reasonable small thus reducing the 
amount of time for the localization process. The amount of 
time for compressing the data is approximately of 0.955 
second to 1.10 second. 

Accuracy 

The accuracy of the application was hard to define precisely. It 
has been shown that many factors can affect the accuracy such 
as for instance, the number of fingerprint sample taken for 
each room. Actually, the more fingerprints taken for a room, 
the more precise will the location be. Another point that 
affected the accuracy is the amount of people in the room. 
Two tests were performed where measurement were taken in a 
room at two different time, one when the class was empty and 
one when the class was full. The result obtained from the tests 
was not similar and the difference between the locations was 
1.71m. The reason was that when the system was trained, the 
room was empty but when the test was performed in a room 
full of student, the result was spoiled. 

Since the application depends on uses' collaboration, it is 
difficult to know under which circumstances, the 
measurements are taken during the updating phase; it is 
preferable when updating a location to be standing at the 
center of the room. By doing so, we assure that the 
measurement taken is not close to the measurement that is 
taken in the neighbor room. In a way, we increase the 
accuracy of the location. 

In order to have an accurate system, the main objective is to 
train the system to its maximum. The more measurement we 
have, the more precise will be the matching process. 
Unfortunately, the time that would be spent to train a system 
fully is not reasonable mostly if the building is huge. 



VLAdvantages of the system 

First of all, the proposed system will be using WIFI signal 
strength to estimate the position of the user. WIFI was chosen 
as the signal source because it has been found to be the most 
economical technology to be used for the implementation of 
the proposed system. 

The approach used for developing the system was a 
Fingerprint-based technique. Fingerprint-based has been 
proved to be more accurate than using other technique such as 
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mathematical propagational model or triangulation. By using 
Fingerprint approach, the proposed system is built into two 
phases, offline phase where the system is trained and online 
phase where the user uses the mobile application to infer his 
position. 

Most of the improvements were done in the offline phase. 
Basically, many researchers avoid using fingerprint approach 
because of the offline phase. Taking measurements at various 
locations in a building is very laborious and usually 
discourage developers to adopt this technique. The strength of 
the proposed system has revised this phase and uses 
techniques to improve the accuracy and also reduce the 
amount of time spent on calibrating the system. 
One of the improvements was done at the process of collecting 
fingerprints. To avoid inaccuracy of signal strength caused by 
attenuation due to human body or other factors, at each 
marking position, signal strength was taken at four different 
directions. Also, a filtering technique was used to take signal 
strength that lies between the range of -90 and -20 dBm. This 
filtering was used to discharge needless signal strength and 
thus reducing the time for computation and reducing the size 
of storage for the fingerprints. 

Moreover, to reduce the time of calibration, I have used an 
interpolation technique. By using this technique the amount of 
fingerprint that needs to be manually measured has been 
divided by half. 

Finally, to infer the position of the user, the matching 
algorithm that was chosen is the Euclidean distance. Euclidean 
distance was used to compute the minimal distance between 
the current fingerprint and the existing fingerprint. 

VII.CONCLUSION 

Nowadays, positioning system is very useful in outdoor 
environment as well as indoor environment. Indoor 
environment is increasing in size and is becoming more 
complex. Therefore, developing an indoor positioning system 
is indispensable as it will avoid stress and reduce time for 
people to look for a specific location in an indoor 
environment. 

Also, since we are moving to ubiquitous computing and that 
technologies are increasing, what researchers are visioning is 
to make mobile phone not only a communication tool but also 
a navigation tool. To conclude, the system that was proposed 
and developed in this major project is still in the stage of 
prototype. The intention of this system is to collaborate in the 
research on indoor positioning system and to do one more step 
in building an indoor positioning system that will be feasible 
and used in real-life. 



VIII.FUTURE WORKS 

As a future enhancement, the accuracy of the system can be 
increased by applying various techniques such as backtracking 
which will avoid the system from choosing between two close 
measurements. By applying backtracking, when ambiguity 
occurs, the system will go back to the user's previous location 



and then compare which might be the user's next location 
between the candidate locations. 

Another future improvement will be to use other signal source 
such as Bluetooth and GSM wireless technologies. By having 
more signal sources, the accuracy of the system will increase 
and the system will be able to be used on bigger scale. 

The main goal is to make the system feasible to be used in 
real-life. Until now, it is still in the prototype phase where 
various improvements need to be amended and research need 
to be perform on how to integrate the system in real-life. The 
main objective is on how to get a signal that is less sensitive to 
attenuation and to develop a system that can be implemented 
in different indoor environment. 
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ABSTRACT- Image fusion combines several 

images of same object or scene so that the final output 
image contains more information. The main 
requirement of the fusion process is to identify the most 
significant features in the input images and to transfer 
them without loss into the fused image. In this paper 
many pixel level fusion techniques like DCT averaging, 
PCA, Haar wavelet and Kekre's wavelet transform 
techniques for image fusion are proposed and 
compared. The main advantage of Kekre's transform 
matrix is that it can be of any size NxN, which need not 
to be an integer power of 2. From NxN Kekre's 
transform matrix, we can generate Kekre's Wavelet 

transform matrices of size (2N) x (2N), (3N)x(3N), , 

(N 2 )x(N 2 ). 

I. INTRODUCTION: 

Image fusion is the technology that 
combines several images of the same area or the 
same object under different imaging conditions. In 
other words, it is used to generate a result which 
describes the scene "better" than any single image 
with respect to relevant properties; it means the 
acquisition of perceptually important information. 
The main requirement of the fusion process is to 
identify the most significant features in the input 
images and to transfer them without loss of detail into 
the fused image. The final output image can provide 
more information than any of the single images as 
well as reducing the signal-to-noise ratio. 

The object of image fusion is to obtain a 
better visual understanding of certain phenomena, 
and to enhance intelligence and system control 
functions. Applications of image fusion might use 
several sensors like thermal sensor, sonar, infrared, 
Synthetic Aperture radar (SAR), electro-optic 
imaging sensors Ground Penetrating Radar (GPR), 
Ultra Sound Sensor (US), and X-ray sensor. The data 
gathered from multiple sources of acquisition are 
delivered to preprocessing such as denoising and 
image registration. This step is used to associate the 
corresponding pixels to the same physical points on 



the object. In this method, the input images can be 
compared pixel by pixel. The post-processing is 
applied to the fused image. Post-processing includes 
classification, segmentation, and image enhancement. 

Many image fusion techniques pixel level, 
feature level and decision level are developed. 
Examples are like Averaging technique, PCA, 
pyramid transform [7], wavelet transform, neural 
network, K-means clustering, etc. 

Several situations in image processing 
require high spatial and high spectral resolution in a 
single image. For example, the traffic monitoring 
system, satellite image system, and long range sensor 
fusion system, land surveying and mapping, geologic 
surveying, agriculture evaluation, medical and 
weather forecasting all use image fusion. 

Like these, applications motivating the image 
fusion are: 

1. Image Classification 

2. Aerial and Satellite imaging 

3. Medical imaging 

4. Robot vision 

5. Concealed weapon detection 

6. Multi-focus image fusion 

7. Digital camera application 

8. Battle field monitoring 

II. PIXEL LEVEL FUSION TECHNIQUES: 

1) Averaging Technique [4]: 

This technique is a basic and straight 
forward technique and fusion could be achieved by 
simple averaging corresponding pixels in each input 
image as 

F(m,n)= (A(m,n) +B(m,n)) / 2 (1) 

The simplest way to fuse two images is to 

take the mean-value of the corresponding pixels. For 

some applications this may be enough, but there will 

always be one image with poor lighting and thus the 
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quality of an averaged image will obviously decrease. 
Averaging doesn't actually provide very good results. 

2) Principal Components Analysis [8]: 

Principal component analysis PCA is a 
general statistical technique that transforms 
multivariate data with correlated variables into one 
with uncorrelated variables. These new variables are 
obtained as linear combination of the original 
variables. It is used to reduce multidimensional data 
sets to lower dimensions for analysis. The 
implementation process may be summarized as: 
(i) Take as input two images of same size, 

(ii) The input images (images to be fused) are 

arranged in two column vectors; 
(iii) The resulting vector has a dimension of n x 
2, where n is length of the each image 
vector; Compute the eigenvector and eigen 
values for this resulting vector and the 
eigenvectors corresponding to the larger 
eigen value obtained, and 
(iv) Normalize the column vector corresponding 

to the larger Eigen value. 
(v) The values of the normalized Eigen vector 

act as the weight values which are 
respectively multiplied with each pixel of 
the input images, 
(vi) Sum of the two scaled matrices calculated in 

(vi) will be the fused image matrix. 
The fused image is: 



I f {x,y)=P 1 Ii(x,y)+P 2 I 2 (x,y) 



(2) 



Where Piand P2 are the normalized components and 
its equal to Pi=V(l) / £V and P 2 =V(2) / £v where V 
is eigen vector and Pi+ P 2 =l . 

3) Discrete Cosine Transform Technique: 

Discrete cosine transform (DCT) is an 
important transform in image processing. An image 
fusion technique is presented based on average 
measure defined in the DCT domain. Here we 
transform images using DCT technique and then 
apply averaging technique finally take the inverse 
discrete cosine transform to reconstruct the fused 
image. Actually, this image fusion technique is called 
the DCT + average; modified or "improved" DCT 
technique [5] as shown in figure 2.1. 
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Fig. 2.1. Schematic diagram for the DCT based pixel 
level image fusion scheme 

4) Discrete Wavelet Transform Technique with 

Haar based fusion: 

With wavelet multi-resolution analysis [2] 
and fast Mallet's transform [1], the algorithm first 
decomposes an image to get an approximate image 
and a detail image, which respectively represent 
different structures of the original image i.e. the 
source images A and B are decomposed into discrete 
wavelet decomposition coefficients: LL 
(approximations), LH, HL and HH (details) at each 
level before fusion rules are applied. The decision 
map is formulated based on the fusion rules. The 
resulting fused transform is reconstructed to fused 
image by inverse wavelet transformation and 
Wavelet transform has the ability of reconstructing, 
so there is no information loss and redundancy in the 
process of decomposition and reconstruction. The 
fast Mallet's transform largely decreased the time of 
operation and made its application possible in image 
processing. 

The wavelet transform is based on the 
orthogonal decomposition of the image onto a 
wavelet basis in order to avoid a redundancy of 
information in the pyramid at each level of 
resolution, the high and low frequency components 
of the input image can be separated via high-pass 
and low-pass filters. Thus, the image fusion with the 
wavelet multi-resolution analysis can avoid 
information distortion; ensure better quality and 
showing more spatial detail. Therefore, comparing 
with other methods such as averaging, DCT, pyramid 
and PCA, the wavelet transform method has better 
performance in image fusion. 
The Haar wavelet is the first known wavelet. 



The 2x2 Haar matrix that is associated with the Haar 


wavelet is 


H 2 = ' 

V2 


1 1 
1 -1 


(3) 



4x4 Haar transformation matrix is shown below. 
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4) Kekre's Transform: 



Kekre's transform matrix [11] can be of 
any size NxN, which need not to be an integer 
power of 2. All upper diagonal and diagonal 
elements of 

Kekre's transform matrix are 1, while the lower 
diagonal part except the elements just below 
diagonal is zero. Generalized NxN Kekre's 
transform matrix can be given as, 



1 1 1 

-JV + 1 1 1 

-N+2 1 



1 1 

■N + (N-Y) 1 



(5) 



The formula for generating the element Kxy of 
Kekre's transform matrix is, 

'1 :x< y 

Kxy = \ - N + (x - 1) : x = y + 1 

: x > y + 1 



Kekre's Wavelet Transform [6]: 



(6) 



Kekre's Wavelet transform is derived from Kekre's 
transform. From NxN Kekre's transform matrix, 
we can generate Kekre's Wavelet transform 

matrices of size (2N)x(2N), (3N)x(3N), , 

(N 2 )x(N 2 ). For example, from 5x5 Kekre's 
transform matrix, we can generate Kekre's Wavelet 
transform matrices of size 10x10, 15x15, 20x20 
and 25x25. In general MxM Kekre's Wavelet 
transform matrix can be generated from NxN 
Kekre's transform matrix, such that M = N * P 
where P is any integer between 2 and N that is, 2 < 
P < N. Consider the Kekre's transform matrix of 
size NxN shown in fig. 2.2. 
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Fig. 2.2 Kekre's Transform (KT) matrix of size NxN 



Fig. 2.4 shows MxM Kekre's Wavelet 
transform matrix generated from NxN Kekre's 
transform matrix. First N numbers of rows of 
Kekre's Wavelet transform matrix are generated by 
repeating every column of Kekre's transform 
matrix P times. To generate remaining (M-N) rows, 
extract last (P-l) rows and last P columns from 
Kekre's transform matrix and store extracted 
elements in to temporary matrix say T of size (P-l) 
x P . Fig.2.3 shows extracted elements of Kekre's 
transform matrix stored in T. 
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Fig. 2.3 Temporary matrix T of size (P-l) x P 
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Figure 2.4 Kekre's Wavelet transform (KWT) matrix of size MxM generated from Kekre's transform (KT) matrix of size NxN. 
Where M = N*P, 2<P<N. 
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Ill, PROPOSED METHOD: 

Take as input two images of same size and 

of same object or scene taken from two 

different sensors like visible and infra red 

images or two images having different 

focus. 

If images are colored separate their RGB 

planes to perform 2D transforms. 

Perform decomposition of images using 

different transforms like DCT, wavelet 

and Kekre's Wavelet transform, etc. 

Fuse two image components by taking 

average. 

Resulting fused transform components are 

converted to image using inverse 

transform. 

For colored images combine their 

separated RGB planes. 

Compare results of different methods of 

image fusion using various measures like 

entropy, standard deviation, mean, mutual 

information, etc. 



Iv. PERFORMANCE EVALUATION IN IMAGE 
FUSION [3]: 

At present, the image fusion evaluation 
methods can mainly be divided into two categories, 
namely, subjective evaluation methods and 
objective evaluation methods. 

Subjective evaluation method is, directly 
from the testing of the image quality evaluation, a 
simple and intuitive, but in man-made evaluation of 
the quality there will be a lot of subjective factors 
affecting evaluation results. An objective 
evaluation methods commonly used are: mean, 
variance, standard deviation, average gradient, 
information entropy, mutual information and so on. 
1 ) Standard deviation: 

The standard deviation of gray image 
reflects clarity and contrast, the greater the value is, 
the higher clarity and contrast the image have; on 
the other hand, the smaller the image contrast is, 
the more affected by noise. The standard deviation 
is given by: 



-Siiisr=i(xaj)-x) 2 (7) 
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Where M xJV is the size of image x, x(i, j) is the 
gray value of pixel (i, j), x denote the mean of x . 

2) Information entropy: 

Information entropy [12] is an important 
measure of image information richness, which 
indicates the average information amount contained 
in the image. The greater of the entropy is the 
greater of the amount of information carried by the 
fusion image. Based on gray-scale L and the gray 

distribution probability p; of pixels, then the image 
entropy is given as follows: 
H=-Z pi log (Pi) (8) 

3) Mean: 

Mean gray image reflects the image 
brightness, the greater of the mean gray is, the 
higher of the brightness. However, the brightness 
of the image is not necessarily as high as possible; 
usually in the median low of the gray-scale range 
have a better visual effect. 

4) Mutual Information: 

The mutual information is often used for fusion 
evaluation. Mutual information [10] of image A 
and F can be defined as: 



I(x A ,x F ) =H(x a )+H(x f ) - H(x A , x F ) 



(9) 



Where H(x A )is the entropy from image 1, H(x F ) is 
the entropy from image 2, and H(x A , x F )is the joint 
entropy. The measure I(x A ,x F ) indicates how much 
information the composite image x F conveys about 
the source image x A Thus, the higher the mutual 
information between x F and xA, the more x F 



resembles the image x A . In this sense, mutual 
information can be interpreted as a 'similarity' 
measure. Consider two input image, a measure 
based on mutual information proposed by Gema[9], 
that is obtained by adding the mutual information 
between the composite image and each of the 
inputs, and dividing it by the sum of the entropies 
of the inputs, i.e., 



MI (xa, x b , x f ) 
(H(x A ) + H(x B )) 



(I(x A ,x F )+ I(x b ,x f ))/ 
(10) 



The higher the value in (9), the better the quality of 
the composite image is supposed to be. 

V. RESULTS and ANALYSIS: 

Above mentioned techniques are tried on 
pair of three color RGB images and six gray 
images as shown in fig 5.1 and results are 
compared based on measures like entropy, mean, 
standard deviation and mutual information [3]. 
Figure 5.2 shows Image fusion by different 
techniques for visible and infra red scenery images. 
Figure 5.3 shows Image fusion by different 
techniques for hill images with different focus. 
Figure 5.4 shows Image fusion by different 
techniques for gray clock images with different 
focus. Figure 5.5 shows Image fusion by different 
techniques for gray ct and mri medical images. 
Performance evaluation based on above mentioned 
four measures for color image is given in table 5.1. 
Table 5.2 presents performance evaluation for gray 
images. 
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Fig. 5.1: Sample images 



a) visible light Input b) infrared light Input 
image 1 image2 



c)Averaging fused 
image 






d)DCT fused image 



e)Haar wavelet fused f)Kekre'swavelet fused g)PCA fused image 
image image 

Fig. S.2 Image fusion by different techniques for visible and infra red scenery images 
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b) Input image2 c)Averaging fused image d)DCT fused image 





e)Haar wavelet fused QKekre's wavelet fused g)PCA fused image 

image image 

Fig. 5.3 Image fusion by different techniques for hill images with different focus 






Wi 




a) Input image 1 b) Input image2 c) Averaging fused d)DCT fused image 




e)Haar wavelet fused f)Kekre's wavelet g)PCA fused image 

image fused image 

Fig. 5.4 Image fusion by different techniques for clock images with different focus 







a) Input image 1 



b) Input image2 c)Averaging fused image d)DCT fused image 
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e)Haar wavelet fused 
image 




f JL 




f)Kekre's wavelet fused 
image 



g)PCA fused image 



Fig. 5.5 Image fusion by different techniques for ct and mri images 
Table 5.1 Performance evaluation for color images 







Averaging 


DCT 


PCA 


Haar wavelet 


Kekre's wavelet 


Scenery 
image 


Mean 


74.0107 


88.6090 


91.6637 


88.9377 


88.8765 


SD 


41.5931 


64.3474 


69.9428 


64.5921 


64.3860 


Entropy 


5.6304 


7.4882 


7.4915 


7.5192 


7.4905 


MI 


0.2573 


0.3619 


0.3781 


0.3305 


0.3651 
















Hill Image 


Mean 


90.7652 


134.1505 


134.3259 


134.3870 


134.4092 


SD 


49.6320 


90.2325 


90.3185 


90.3282 


90.2632 


Entropy 


3.6091 


7.2593 


7.2654 


7.3650 


7.2610 


MI 


0.3465 


0.4836 


0.4892 


0.4693 


0.4849 







Table 5.2 Performance evaluation for gray images 








Averaging 


DCT 


PCA 


Haar wavelet 


Kekre's wavelet 


Clock 
image 


Mean 


89.5221 


96.3092 


96.4922 


49.5519 


96.4766 


SD 


40.6857 


48.9355 


48.9555 


49.3393 


49.0089 


Entropy 


4.9575 


5.1872 


5.1890 


5.2598 


5.2020 


MI 


0.4316 


0.5185 


0.5202 


0.4954 


0.5182 
















CTMRI 
images 


Mean 


32.1246 


32.2862 


51.9930 


32.5318 


32.4113 


SD 


32.7642 


34.8291 


53.4098 


36.0796 


34.8212 


Entropy 


5.7703 


5.9090 


6.5409 


5.9799 


5.9108 


MI 


0.5744 


0.5674 


0.7256 


0.3982 


0.5541 



In table 5.1 it is observed that for scenery 
images mean, SD and MI is maximum by PCA 
technique meaning that brightness, clarity, contrast 
and quality of fused image is better. While entropy 
is maximum by Haar technique meaning that 
greater amount of information is carried by the 
fused image. For hill images mean, SD and entropy 
is maximum by Haar technique meaning that 
brightness, clarity, contrast and amount of 
information is carried by the fused image is more. 
While MI is maximum by PCA technique meaning 
that quality of fused image is better by this 
technique. 

In table 5.2 it is observed that for clock 
images mean and MI is maximum by PCA 
technique meaning that brightness and quality of 
fused image is better. While SD and entropy is 
maximum by Haar technique meaning that clarity, 
contrast and amount of information carried by the 
fused image is greater. For CT and MRI images 
mean, SD, entropy and MI is maximum by PCA 
technique meaning that brightness, clarity, contrast, 
amount of information carried by the fused image 
and quality of fused image is best by this 



technique. In all these images if we observe the 
output of the Kekre's wavelet technique it is very 
close to the output and the major advantage of the 
matrix is that it can be used for images which are 
not integral power of 2. 

Iv.CONCLUSION: 

In this paper many pixel level techniques 
like averaging, PCA, DCT, Haar wavelet and 
Kekre's wavelet technique are implemented and 
their results are compared. It is observed that the 
new Kekre's wavelet transform when used for 
image fusion gives comparatively good results, just 
closer to the best result and the added advantage is 
that it can be used for images of any size, not 
necessarily integer power of 2. 
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Abstract — Recently, network attacks have increased to a greater 
extent. Hackers and intruders can produce several successful 
efforts to cause the crash of the networks and web services by 
illegal intrusion. New threats and interrelated solutions to avoid 
these threats are budding jointly with the secured system 
evolution. So, Intrusion Detection System (IDS) has become an 
active area of research in the field of network security. The 
optimization of IDS becomes an attractive domain due to the 
security audit data as well as complex and active properties of 
intrusion behaviors. The main purpose of IDS is to protect the 
resources from threats. Intrusion Detection System examines and 
calculates the user behavior, and then these behaviors will be 
considered an attack or a normal behavior. Intrusion detection 
systems have been integrated with data mining approaches to 
identify intrusions. There are various data mining approaches 
such as classification tree, Support Vector Machines, etc., used 
for intrusion detection. In this paper, thorough investigations 
have been done on the existing data mining approaches to detect 
intrusions.. (Abstract) 

Keywords- Intrusion Detection System (IDS), intruders, 
Machine Learning techniques, Data mining 



I. 



Introduction 



Computer networks and their related applications have 
become an attractive source in the era of information society 
[1], Similarly, in recent years, the potential thread to the global 
information infrastructure has also increased greatly. In order 
to guard against several cyber attacks and computer viruses, 
numerous computer security approaches have been extensively 
researched in the recent years. The major security techniques 
proposed are cryptography, firewalls, anomaly, intrusion 
detection, etc. Among the available existing techniques, 
intrusion detection techniques have been considered to be one 
of the most significant and competent techniques for protecting 
complex and dynamic intrusion attacks. 

Network intrusion and information safety issues are mainly 
due to the consequences of extensive internet usage. For 
example, on February 7th, 2000 the first Denial of Service 
(DoS) attacks of huge volume were established, aiming the 
computer systems of huge corporates like Yahoo!, eBay, 
Amazon, CNN, ZDnet and Dadet [2]. Alternatively, network 
intrusion is regarded as a new weapon of world war. Thus, it 



has become the major concern of the computer society to detect 
and to prevent intrusions efficiently. 

An intrusion is a violation of the security policy of the 
system, and thus, intrusion detection mainly refers to the 
methods that detect violations of system security policy. Since 
the cruelty of attacks in the network has increased radically, 
Intrusion detection system has become an essential factor to the 
security infrastructure of several companies. Intrusion detection 
facilitates companies to defend their systems from various 
attacks that come with rising network connectivity and 
dependence on information systems [3]. 

Recently, intrusion detection techniques through data 
mining approaches have attracted several researchers. As an 
essential application area of data mining, intrusion detection 
focus to lessen the burden of examining vast volumes of audit 
data and recognizing the performance optimization of detection 
rules. Several researchers have suggested numerous techniques 
in various groups, from Bayesian techniques [4] to decision 
trees [5, 6], from rule based models [7] to functions studying 
[8]. These techniques have improved the efficiency of the 
detection to a certain extent. 

It is observed from the existing techniques that, most 
researchers utilized a single algorithm to detect multiple attack 
classes with miserable performance in certain scenarios. But, 
detection performance can be greatly improved through 
complicated technique. 

In the present scenario, data mining approaches have taken 
valuable steps towards solution of several issues in different 
intrusion detection issues. There are various benefits in 
utilizing the data mining approaches for solving the problem of 
network intrusion [9]. Some of the benefits are listed below: 

• It can process huge amount of data. 

• User's subjective evaluation is not needed, and it is 

more appropriate to detect the unobserved and 
hidden information. 

Moreover, data mining systems easily performs data 
summarization and visualization that facilitate the security 
analysis in various research areas [10]. 

This paper thoroughly investigates the existing data mining 
approaches which help in preventing intrusion attacks. The 
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characteristic features of the intrusion detection techniques are 
presented in this paper which would facilitate further research 
in the field of network security. 

II. Literature Survey 

The idea of intrusion detection system was proposed by 
Anderson in 1980 [11]. Anderson employed statistic technique 
to examine the behavior of user and to detect those attackers 
who accesses the system in an unauthorized way. Denning 
[12] presented a prototype of IDES (Intrusion Detection 
Expert System) in 1987, then, the concept of intrusion 
detection system was known progressively, and Denning' s 
approach was considered as a considerable landmark in the 
area of intrusion detection. 

Zenghui and Yingxu [13] proposed a data mining 
framework for generating intrusion detection models. The man 
goal is to employ data mining techniques namely, 
classification, meta-learning, association rules, and frequent 
episodes to review data for computing misuse and abnormality 
detection models that correctly capture the actual behavior 
(i.e., patterns) of intrusions and normal behaviors. Even 
though, this detection model can significantly detect a 
considerable percentage of old and new PROBING and U2R 
attacks, it missed a vast number of new DOS and R2L attacks. 
Theodoros Lappas and Konstantinos Pelechrinis [14] mostly 
concentrated on data mining approaches that are being used 
for dealing with DOS and R2L attacks, and then proposed a 
new idea on how data mining can help IDSs by utilizing 
biclustering as a tool to analyze network traffic and improve 
IDSs. 

Sun and Wang [15] presented a new weighted support 
vector clustering algorithm and utilized it to deal with the 
problem of anomaly detection. Experimental results reveal the 
fact that this method obtains high detection rate with low false 
alarm rate. Su-Yun Wu and Ester Yen [16] compared the 
performance efficiency of machine learning techniques such 
as classification tree and support vector machines in intrusion 
detection system. It is observed from the results that the 
algorithm of C4.5 for classification tree and SVM are similar 
to certain level for R21 attack in terms of accuracy, but the 
accuracy of C4.5 is higher than SVM for other types of attack. 

Intruder is one of the most common threats to security. At 
present, intrusion detection has come out as a significant 
practice for providing network security. In recent times, data 
mining approaches have been exploited for the purpose of 
intrusion detection. The effectiveness of the feature selection 
techniques is one of the fundamental parameter that has an 
effect on the success of Intrusion Detection System (IDS). 
Amudha and Abdul Rauf [17] evaluated the performance of 
data mining classification approaches specifically, J48, Naive 
Bayes, NBTree and Random Forest with the use of KDD 
CUP'99 dataset and mainly concentrated on Correlation 
Feature Selection (CFS) measure. The results of this 
evaluation revealed that NBTree and Random Forest performs 
better than other two approaches based on the predictive 



accuracy and detection rate. 

Data mining approaches have achieved considerable 
importance in presenting the helpful information and thereby 
can assist in improving the decision on recognizing the 
intrusions (attacks). Panda and Patra [18] evaluated the 
performance of several rule based classifiers, for instance, 
JRip, RIDOR, NNge and decision table by using ensemble 
approach with the intention of constructing an efficient 
network intrusion detection system. The author exploited 
KDDCup'99, intrusion detection benchmark dataset (which is 
a fraction of DARPA evaluation program) for this 
experimentation. It can be revealed from the outcome that the 
this scheme is perfect in identifying network intrusions, 
provides low false positive rate, uncomplicated, consistent and 
faster in constructing an efficient network intrusion system. 

Due to the increase in the number of computer networks at 
the present scenario, ensuring security in a network against 
various attacks is essential. Intrusion detection system is one 
of the popular tools to provide security against the intruders in 
a network. Exploiting data mining approaches has increased 
the quality of intrusion detection neither as anomaly detection 
or misrepresented detection from large scale network traffic 
operation. Association rule is a popular method to construct 
quality misused detection. On the other hand, the limitation of 
association rule is the fact that it often produced with 
thousands rules which diminishes the performance of IDS. 
Namik and Othman [19] concentrated on applying post- 
mining to decrease the number of rules and remaining the 
most quality rules to generate quality signature. Each partition 
is mined using Apriori Algorithm, which later carries out post- 
mining using Chi-Squared (X A ) computation approaches. The 
excellence of rules is measured depending on Chi-Square 
value, which is computed based on the support, confidence 
and lift of every association rule. 

Emerging technologies have metamorphosed the 
characteristics of surveillance and monitoring application, 
however the sensory data obtained using different gadgets still 
remain unreliable and inadequately synchronized. State 
transition analysis is turning out to be significant components 
in recognizing intrusions. Ganesh et al., [20] developed a 
semantic based intrusion detection system in which state 
transition analysis, pattern matching and data mining 
techniques are incorporated to enhance the intrusion detection 
accuracy. Patterns and rules are generated depending on the 
events identified by WSN. The sink obtains information 
regarding the numerous actions taking place in the coverage 
area and correlates the streaming data in spatial domain and 
time domain. The semantic rules are generated using ANTLR 
tool. 

Networks are safeguarded by means of exploiting several 
firewalls and encryption software's. However most of these 
available methods are not adequate and efficient. Majority of 
the current intrusion detection systems for mobile ad-hoc 
networks are mostly concentrating on either routing protocols 



33 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 
Vol. 10, No. 3, March 2012 



or only on its effectiveness, but it is unsuccessful to address 
the security related issues. Some of the nodes which take part 
in the communication may be selfish, for instance, certain 
nodes may not forward the packets to the target and by this 
means it reduces the battery power utilization. In some other 
cases, certain nodes may act as malicious by initiating security 
attacks like Denial-of-Service or hack the information. The 
vital objective of the security solutions for wireless networks 
is to offer security services, for instance, authentication, 
confidentiality, integrity, anonymity and availability to mobile 
users. Esfandi [21] integrates agents and data mining 
approaches to avoid anomaly intrusion in mobile ad-hoc 
networks. Home agents present in each system obtain the data 
from its individual system and by means of data mining 
approaches the local anomalies are observed. The Mobile 
agents observe the neighboring nodes and obtain the 
information from adjacent home agents to find out the 
correlation between the observed anomalous patterns before it 
sends the data. This scheme was capable of preventing all the 
security attacks in an ad-hoc network and reduces the false 
alarm positive. 

Te-Shun Chou and Tsung-Nan Chou [22] proposed a hybrid 
design for intrusion detection that integrates anomaly 
detection with misuse detection. This technique also includes 
an ensemble feature selecting classifier and a data mining 
classifier. The former includes four classifiers using dissimilar 
sets of features and each of them utilizes a machine learning 
algorithm called fuzzy belief k-NN classification algorithm. 
The latter exploits data mining approaches to automatically 
obtain computer users' normal behavior from training network 
traffic data. The outcome of ensemble feature selecting 
classifier and data mining classifier are then combined 
together to obtain the final decision. 

Several techniques have been developed for intrusion 
detection using data mining approaches but from the 
beginning it is uncertain that which data mining approach is 
most efficient. Zhenwei Yu and Tsai [23] developed a Multi- 
Class SLIPPER (MC-SLIPPER) scheme for intrusion 
detection to discover whether there is any significant 
advantage from boosting dependent learning approach. The 
fundamental idea is to employ the available binary SLIPPER 
as a central module, which is a rule learner depending on 
confidence-rated boosting. Numerous arbitral strategies 
depending on prediction confidence are developed to judge 
results from all binary SLIPPER modules. 

Security of computers and the networks that connect them is 
progressively turning out to be much essential. On the other 
hand, constructing effective intrusion detection techniques 
with better accuracy and real-time implementation are 
indispensable. Muntean et al., [24] developed a novel data 
mining dependent method for intrusion detection by utilizing 
Cost-sensitive classification together with Support Vector 
Machines. The author introduced an algorithm that enhances 
the classification for Support Vector Machines, by multiplying 
in the training phase the instances of the underrepresented 



classes. This technique has exposed that by oversampling the 
instances of the anomaly and moreover this technique assists 
the Support Vector Machine algorithm to overcome the soft 
margin. Consequently, it classifies better future instances of 
this class of interest. 

Some heterogeneous security equipments for instance, 
firewalls, intrusion detection systems and anti-virus gateways, 
can generate considerable security events which are 
complicated to manage effectively. As a result a log-based 
mining, distributed and multi-protocol supported framework 
of security monitoring system is developed by Lv Guangjuan 
et al., [25] and described the structural design of the 
information security monitoring system. The major 
concentration is on the correlation analysis engine which 
illustrates the process that the detection model is constructed 
using data mining approaches. Security event correlation 
depending on data mining analysis can automatically obtain 
association rules, investigate alarming and found new invasion 
model, and hence it is extremely intelligent technique. 

Xin Xu et al., [26] proposed a outline for adaptive intrusion 
detection with the help of machine learning approaches. Multi- 
class Support Vector Machines (SVMs) is employed to 
classifier construction in IDSs and the performance of SVMs 
is assessed on the KDD99 dataset. Significant results were 
obtained in the experimental evaluation. For instance, 
detection rates of 76.7%, 81.2%, 21.4% and 11.2% were 
obtained for DoS, Probe, U2R, and R2L attacks respectively 
while False Positive is maintained at the fairly low level of 
average 0.6% for the four groups. But, this approach can be 
only employed to a very small set of data (10,000 randomly 
sampled records) comparing to the huge original dataset (5 
million audit records). So, this method is not suitable for all 
the circumstances and is not regarded as one of the best 
approach. 

Yang Li and Li Guo [27] have already recognized the 
insufficiency of KDD dataset. However, a supervised network 
intrusion detection technique depending on Transductive 
Confidence Machines for K-Nearest Neighbors (TCM-KNN) 
machine learning algorithm and active learning based training 
data selection method had been proposed by Yang Li and Li 
Guo. This new approach was evaluated on a subset of KDD 
dataset by random sampling 49,402 audit records for the 
training phase and 12,350 records for the testing phase. An 
average TP of 99.6% and FP of 0.1% was reported but no 
additional information about the exact detection rate of each 
attack categories was presented by the authors.. 

III. Problems And Directions 

There are various problems and issues present in the 
existing intrusion detection techniques which are analyzed in 
this section. This section also provides certain possible 
solutions to the problems in the existing techniques. 

Majority of the intrusion detection techniques available in 
the literature employed a single algorithm to detect multiple 
attack categories with miserable performance in most of the 
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scenarios. 

Existing intrusion detection systems are highly dependant 
on human analysts to distinguish intrusive from non-intrusive 
network traffic. 

Moreover, existing IDSs are developed to detect only 
particular known service level network attacks. Many attempts 
have been made to deal with this problem, but resulted in an 
unacceptable level of false positives. Simultaneously, adequate 
data exist or could be collected to facilitate network 
administrators to discover these policy violations. But, the data 
are so vast and thus, the analysis process takes very long time 
and the administrators don't have the resources to go through 
it all and detect the relevant knowledge. Thus, the network 
administrators don't have the resources to proactively 
investigate the data for policy violations, particularly in the 
existence of a high number of false positives that cause them 
to waste their inadequate resources. 

Thus, the most important problem with the existing IDSs 
approaches is that, the existing IDSs do not provide significant 
result for all types of attacks. 

It is to be understood that, there is considerable variation 
from one attack category to another and thus, identifying 
attack category specific algorithm offers a promising research 
direction for improving intrusion detection performance. 

In order to handle the above mentioned problems, an 
effective and novel research in the areas of data mining and 
intrusion detection has to be carried out. Efficient machine 
learning techniques can be used which provide decision aids 
for the analysts and which automatically generate rules to be 
used for computer network intrusion detection. Moreover, 
Neuro-fuzzy techniques can be utilized with better learning 
techniques to provide precise results in IDS. 

IV. Conclusion 

Intrusion Detection Systems provide the fundamental 
detection techniques to secure the systems present in the 
networks that are directly or indirectly connected to the 
Internet. This paper provides a thorough investigation on the 
existing intrusion detection techniques through data mining 
approaches. This paper effectively analysis the problems 
available in the existing intrusion detection techniques. This 
paper also suggests certain solutions to the problems available 
in the existing IDSs. This paper would a suitable platform for 
the novel researches in the field of network security. 
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Abstract — This paper presents a new Trusted On-demand 
Distance Vector (TODV) routing protocol that is dynamic and 
robust to mitigate the detrimental effects of nodes' malicious 
behavior, as to provide correct connectivity information. This 
protocol filters erroneous query and routing information, and 
determines a route that only involves trustworthy hosts. The 
operation of TODV is loop free, and can distinguish between local 
connectivity management (neighborhood detection) and general 
topology maintenance. When links break, TODV causes the 
affected set of nodes to be notified so that they are able to 
invalidate the routes using the lost link. The widely accepted 
technique in a Mobile Ad hok NETwork (MANET) context of 
route discovery based on broadcasting query packets is the basis 
of the protocol. The protocol is an enhancement of the Ad hoc 
On-demand Distance Vector (AODV) routing protocol to ensure 
that only trustworthy nodes participate in the network. On the 
other hand it still maintains most of the features of the AODV. 
The proposed protocol scales to large populations of mobile nodes 
wishing to form ad hoc networks and can be applied in a wide 
variety of practical cases. 

Keywords- Ad hoc network, routing protocol, trust, dynamic, 
broadcasting 



1. Introduction 

Mobile ad hoc networks are self-organizing network 
architectures in which a collection of mobile nodes with 
wireless networks interfaces may form a temporary network 
without the aid of any established infrastructure or centralized 
administration. According to the IETF definition [1], a mobile 
ad hoc network is an autonomous system of mobile routers 
connected by wireless links. This union forms an arbitrary 
graph. The routers are free to move randomly and organize 
themselves arbitrarily; thus, the network's wireless topology 
may change rapidly and unpredictably [2]. 

Ad hoc networking is a field of very active research in 
recent years. However, most of the research has been focused 
around various protocols for multi-hop routing, leaving the area 
of security mostly unexplored. At the same time, new 
applications of ad hoc networking, including wireless sensor 
networks, ubiquitous computing and peer-to-peer applications, 



introduce a need for strong privacy protection and security 
mechanisms. 

High level security requirements for ad hoc networks are 
basically identical to security requirements for any other 
communications system, and include following services: 

authentication 

confidentiality 

integrity 

non-repudiation 

access control 

availability 

However, similar to wireless communication systems 
creating additional challenges for implementation of 
aforementioned services when compared to fixed networks, ad 
hoc networks can be viewed as even more extreme case, 
requiring even more sophisticated, efficient and well designed 
security mechanisms [3][4][5][6]. These additional challenges 
are caused by two basic assumptions of an ad hoc system: 

1. lack of the infrastructure, and 

2. a very dynamic and ephemeral character of the relationships 
between the network nodes. 

The lack of infrastructure implies that there is no central 
authority, which can be referenced when it comes to making 
trust decisions about other parties in the network and that 
accountability cannot be easily implemented. The transient 
relationships do not help in building trust based on direct 
reciprocity and give additional incentives to nodes to cheat. 

Ad hoc networks rely on cooperation of involved nodes in 
order for the network to emerge and operate. Current versions 
of mature ad hoc routing algorithms only detect if the 
receiver's network interface is accepting packets, but they 
otherwise assume that routing nodes do not misbehave. 
Whereas such an assumption may be justified where single 
domains are concerned, it is not easy to transpose it on a 
network consisting of nodes, unknown to, and untrusted by, 
each other. Since ad hoc networks deploy multi-hop routing 
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protocols, where each of the nodes in addition to its own 
packets has to forward packets belonging to other nodes, selfish 
behavior may represent a significant advantage for a node, 
saving his battery power and reserving more bandwidth for its 
own traffic. However, if a large number of nodes start to 
behave non-cooperatively, the network may break down 
completely, depriving all users of services. Non-cooperative 
behavior in multi-hop routing protocols may also result in a 
denial of service attacks on the network, where the malicious 
nodes join the network for a sole reason of misbehaving and 
depriving all other nodes of legitimate services. Such denial-of- 
service focused misbehavior may consist of dropping (not 
forwarding) the packets, injecting incorrect routing 
information, replayed expired routing information or distorting 
routing information in order to partition the network [7]. Also 
bogus nodes may try to attract as much traffic as possible to 
themselves in order to be able to analyze it. In general, attacks 
on a routing protocol can be classified as [8]: 

• non forwarding 

• traffic deviations and route modifications 

• lack of error messages 

• frequent route updates. 

Finding efficient solution to these problems in an open ad 
hoc environment is still an open issue. 

In ad hoc networks, it is hard to employ static routes; link- 
state based routing protocols and complex public-key 
encryption algorithms. Routing protocols must be dynamic and 
robust against malicious attacks [9]. Our proposed Scheme, 
Trusted On-Demand Distance Vector Routing (TODV), is an 
enhancement of the AODV routing protocol [10], which 
maintains most of the advantages of the AODV routing 
protocol. Until now Most of the proposed secure MANET 
routing protocols [5][7][11][12][13][14][15][16] assumed some 
kind of a priori secret association or key exchange between the 
nodes, while our proposed scheme does not make use of such 
an assumption. An effort return based trust model proposed by 
Pirzada et al. in [17] for pure ad hoc networks requires the 
participating nodes in AODV routing protocol to support the 
features such as promiscuous mode operation, omni directional 
transceivers, but it requires complex calculations to establish 
normalized events . A simple trust model based on packet 
forwarding ratio to evaluate neighbours' behaviours is 
proposed in by Xin et al. in [18]. The author proposed a 
multipath reactive routing protocol (AOTDV) to discover 
trustworthy forward paths and alleviate the attacks of malicious 
nodes to meet the dependable or trust requirements of data 
packets. This model also requires complex calculations. 

Our proposed scheme discovers a fully trusted path 
between the source and destination that consists of only trusted 
nodes. The widely accepted technique in the MANET context 
of route discovery based on broadcasting query packets is the 
basis of our protocol. The broadcast nature of the radio signals 
mandates that each transmission is received by all the 
neighbors, which are assumed to operate in promiscuous mode, 
that is, able to overhear all transmissions from nodes within the 
range of their transceiver. Nodes operating in promiscuous 
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mode overhear the transmissions of their successors and may 
verify whether the packet was forwarded to the downstream 
node and check the integrity of the forwarded packet. When 
links break, TODV causes the affected set of nodes to be 
notified so that they are able to invalidate the routes using the 
lost link. 



Destination 




Source 



Fig-1: Nodes operating in promiscuous mode 



2. An Introduction: AODV Routing Protocol 

The Ad hoc On Demand Distance Vector (AODV) routing 
algorithm is a routing protocol designed for a Mobile Ad hok 
NETwork (MANET). AODV is capable of both unicast and 
multicast routing and an On demand algorithm that builds 
routes between nodes only as desired by source nodes. Here 
the routes are created and maintained only when they are 
needed. For that a routing table stores the information about 
the next hop to the destination and a sequence number 
indicating the freshness of the received information. New 
version of the AODV routing protocol [10] has also a feature 
that only the destination host can reply to the sent request. 
When the reply is sent back to the requested host the actual 
hop metric is counted. The intermediate hosts records 
information about the replied host upon receiving the reply 
message. The hosts must record and forward new information 
only when the sequence number is greater or if the sequence 
number is the same and hop metric is smaller. 
When a node wants to communicate with a destination while it 
obtain no proper route entry for that destination, the source 
node will broadcast an RREQ (Routing REQuest) message to 
all its neighbors. Each neighbor who receives this RREQ will 
check in its own routing table. 

If not contains route entry: set up a reverse path towards the 
originator of RREQ and rebroadcast this routing request. 

If contains route entry: will generate an RREP (Routing 
REPly) message and unicast it to the next hop toward the 
originator of the RREQ, as indicated by the routing entry for 
that originator. When a node receives an RREP message, it 
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first updates some fields of the route table and the routing 
reply, and then forwards it to the next hop towards the 
originator. In this way, this RREP will ultimately reach the 
source node and setup a path for two way communication. 

2.1 The Proposed: TODV Routing Protocol 

The main goal in the proposed TODV protocol is to 
establish a trusted route path between the source and 
destination, so as to avoid any kind of directed attacks. In fact, 
most of the routing disruption attacks are caused by malicious 
injection or altering of routing data. So, we feel that there is a 
need to prevent these attacks by totally hiding the routing 
information from unauthorized nodes. 

2.1.1 Assumptions 

In this work, we make some assumptions and establish the 
trusted route on demand basis from source to destination. 
Although TODV does not depend specifically on particular 
aspects of the physical medium across which packets are 
disseminated, its development has been largely motivated by 
limited range broadcast media such as those utilized by 
infrared or radio frequency wireless communication adapters. 
Using such media, a mobile node can have neighbors, which 
hear its broadcasts and yet do not detect each other (the hidden 
terminal problem). No attempt is made to use specific 
characteristics of the physical medium in the proposed system, 
nor to handle specific problems posed by channelization needs 
of radio frequency transmitters. Nodes that need to operate 
over multiple channels are presumed to be able to do so. The 
only requirement placed on the broadcast medium is that 
neighboring nodes can detect each other's broadcasts, which 
are assumed to operate in promiscuous mode, that is, able to 
overhear all transmissions from nodes within the range of their 
transceiver. It is assumed that TODV uses symmetric links 
between neighboring nodes. 

2.1.2 TODV: An Overview 

Our proposed Scheme, Trusted On-Demand Distance 
Vector Routing (TODV), enables dynamic, self-starting, 
multi-hop routing among participating mobile nodes wishing 
to establish and maintain an ad hoc network. TODV allows 
mobile nodes to obtain trusted routes quickly for new 
destinations, and does not require nodes to maintain routes to 
destinations that are not in active communication. TODV also 
defines timely responses to link breakages. The operation of 
TODV is loop free, and can distinguish between local 
connectivity management (neighborhood detection) and 
general topology maintenance. When links break, TODV 
causes the affected set of nodes to be notified so that they are 
able to invalidate the routes using the lost link. 

The widely accepted technique in the MANET context of 
route discovery based on broadcasting query packets is the 
basis of this protocol. The broadcast nature of the radio signals 
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mandates that each transmission is received by all the 
neighbors, which are assumed to operate in promiscuous 
mode, that is, able to overhear all transmissions from nodes 
within the range of their transceiver. Nodes operating in 
promiscuous mode overhear the transmissions of their 
successors and may verify whether the packet was forwarded 
to the downstream node and check the integrity of the 
forwarded packet. Upon detection of a misbehaving node for a 
route discovery packet, the predecessor node enters the 
identity of the misbehaving node with the identification of the 
route discovery packet for which the misbehaving node 
misbehaves into its black list. This information is maintained 
for at least enough time for the route discovery packet to 
traverse the network and produce a reply to the sender. The 
node tags this information so that in later time it can identify 
any reply coming from the misbehaving node for that route 
discovery packet and not processes or unicast the reply. 



Route Requests (RREQs) and Route Replies (RREPs) are 
the two message types defined by the proposed scheme. As 
long as the endpoints of communication connection have valid 
routes to each other, the proposed protocol does not play any 
role. When a route to a new destination is needed, the node 
uses a broadcast RREQ to find a route to the destination. A 
route can be determined when the request reaches the 
destination itself. The route is made available by unicasting a 
RREP back to the source of the RREQ. Since each node 
receiving the request keeps track of a route back to the source 
of the request, the RREP can be unicast back from the 
destination to the source. 

If a RREP is broadcast to the limited broadcast address, 
the time-to-live (TTL) value of one, the destination sequence 
number as the latest destination sequence number and a 
destination address of the node's address itself then it is 
received by all the node's neighbors, and treated by them as a 
"hello" message. This hello message is a local advertisement 
for the continued presence of the node. Neighbors that are 
using routes through the broadcasting node will continue to 
mark the routes as valid. If hello messages from a particular 
node stop coming, the neighbor can assume that the node has 
moved away or down. When that happens, the neighbor will 
mark the link to the node as broken, and may trigger a 
notification to its active neighbors that the link has broken. A 
neighbor is considered active for that destination if it 
originates or relays at least one packet for that destination 
within the most recent active_route_timeout period. 

The proposed routing protocol deals with routing table 
management. Routing information is kept for all known 
routes and it uses the following fields with each routing table 
entry: destination address, next hop address, lifetime 
(expiration or deletion time of the route), hop Count (number 
of hops to reach the destination), active Neighbors for that 
route and the destination sequence number from the RREP 
packet. 
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2.1.3 Detailed Protocol Description 



This section describes the scenarios under which nodes 
generate and forward RREQ and RREP packets, and how the 
fields in the packets are handled. In this section Nodes also 
detects Misbehavior of their neighbors by checking RREQ and 
RREP packets, and decides whether or not to forward RREQ 
or RREP packets. 

2.1.3.1 Generating Route Requests 

A node disseminates a RREQ packet when it determines 
that it needs a route to a destination and does not have one 
available. This can happen if the destination is previously 
unknown to the node, or if a previously valid route to the 
destination expires or is marked as invalid. The RREQ 
contains the following fields: 
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received RREQ packet into its black list to indicate for which 
RREQ packet the misbehaving node misbehaves, and then 
simply discards the RREQ packet. These information are used 
at later time not to relay or process any RREP packet for the 
tamping RREQ packet that are coming from the misbehaving 
node. These information are maintained for at least enough 
time for the RREQ packet to traverse the network and produce 
a reply to the sender. If no mismatch is found the node silently 
discards the newly received RREQ packet. 



<source_addr, broadcast_id, 
recv_node_id, snd_node_id > 



dest_addr, hop_cnt, 



The broadcast_id field is incremented by one from the last 
broadcast_id used by the current node. Each node maintains 
only one broadcast_id. The hop_cnt field is set to zero. The 
recv_node_id is set to a null value. The snd_node_id is set to 
the ID of the originating node. 

Before broadcasting the RREQ packet, the originating 
node buffers the information of the RREQ packet into its 
history table. In this way, when the node receives the packet 
again from its neighbors, it will not re-forward the packet. 

After broadcasting a RREQ packet a node waits for a 
RREP, and if the reply is not received within a pre-established 
time (in milliseconds), the node may rebroadcast a new RREQ 
packet. The RREQ packet may be rebroadcast up to a 
maximum number of times (pre-established). Each rebroadcast 
has to increment the broadcast_id field. 

2.1.3.2 Misbehave Detection by Checking RREQ Packet And 
Processing and Forwarding Route Requests 

When a node receives a broadcast RREQ packet, the node 
first checks its history table to see whether the node has 
received a RREQ packet before with the same source_addr 
and broadcast_id fields. If such a RREQ packet has been 
received before, the node verifies the recv_node_id field of the 
newly received RREQ packet to it's own ID. If the node finds 
a match between the recv_node_id field of the newly received 
RREQ packet and it's own ID, the node then verifies the 
various fields of the newly received RREQ packet with the 
fields of the RREQ packet buffered into its history table. If 
any mismatch is found, the node records the ID of the 
misbehaving node from which the new RREQ packet is 
received (which is obtained by the snd_node_id field from the 
newly received RREQ packet) into its black list. The node also 
records the source_addr and broadcast_id fields of the newly 



If the node finds no match between the recv_node_id field 
of the newly received RREQ packet and it's own ID, the node 
does not processes the newly received RREQ packet further 
and silently discards the newly received RREQ packet. 




Fig -2 : 'n::c-'ial w.\ cf misbehave de:ec:icn by checking ^hQpacke: 

If no such RREQ packet is found in its history table, the node 
first increments the hop_cnt field value of the newly received 
RREQ packet, and then buffers the fields of the received 
RREQ packet into its history table. The node also stores the 
following information from the received RREQ packet into its 
reverse list in order to implement the reverse path setup that 
will accompany the transmission of the eventual RREP: 

• source_addr 

• broadcast_id 

• dest_addr and 

• snd_node_id 

These reverse path route entries are also maintained for at least 
enough time for the RREQ packet to traverse the network and 
produce a reply to the sender. The node then first sets the 
recv_node_id field by the snd_node_id field and then the 
snd_node_id field by its own ID of the received RREQ packet. 
Finally, the node rebroadcasts the received RREQ packet with 
the same values in the other fields. 
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2.1.3.3 Generating Route Replies 



Upon reception of a RREQ packet, a node must generate a 
RREP packet if it is the destination. The RREP packet 
contains the following fields: 
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dest_seq_no in the RREP packet with its own stored 
destination sequence number for the Destination in the RREP 
packet. Upon comparison, the existing entry is updated only in 
the following circumstances: 



<source_addr, broadcast_id, dest_addr, hop_cnt, 
dest_seq_no, snd_node_id, lifetime> 

When generating a RREP packet, a node copies the 
source_addr, broadcast_id and dest_addr from the received 
RREQ packet into the corresponding fields of the RREP 
packet. The destination node places its own id into the 
snd_node_id field of the RREP packet, and sets the value zero 
to the hop_cnt field of the RREP packet. The dest_seq_no is 
set to the sequence number associated with the destination 
node. The destination node also sets the lifetime field of the 
RREP packet by a time value for which nodes receiving the 
RREP packet consider the route to be valid. Once created, the 
RREP packet is unicast to the next hop toward the originator 
of the RREQ packet, indicated by the snd_node_id of the last 
received RREQ packet for which the RREP packet is 
generating. 

2.1.3.4 Misbehave Detection by Checking RREP Packet And 
Processing and Forwarding Route Replies 

When a node receives a RREP packet, the node first 
checks the hop_cnt field value in the RREP packet to know 
whether it is zero. If hop_cnt field value is zero the node then 
checks the following conditions (To check whether the 
successor node replies truly): 

1. At first the node checks the dest_addr in the RREP 
packet with the dest_addr recorded in the history 
table for the same <source_addr, broadcast_id> pair. 
If not equal, does not process the RREP packet 
further (i.e., simply drops the RREP packet). If equal, 
checks the next condition. 

2. The node checks the dest_addr and snd_node_id 
fields in the RREP packet. If not equal, does not 
process the RREP packet further (i.e., simply drops 
the RREP packet). If equal, the node processes the 
RREP packet according to the following conditions. 

The node finds out a match between the snd_node_id of the 
RREP packet with the snd_node_id of the RREQ packet 
buffered into the black list for which the RREP packet is. If 
found the node simply drops the RREP packet. 

If the node does not in the black list from which the RREP 
came, the node increments the hop_cnt value in the RREP 
packet by one, to account for the new hop through the 
intermediate node. Call this incremented value the "New Hop 
Count". Then the forward route for this destination is created 
if it does not already exist. Otherwise, the node compares the 



1. 



2. 



3. 



the dest_seq_no in the RREP is greater than the 

node's copy of the destination sequence number, or 

the sequence numbers are the same, but the route is 

marked as inactive, or 

the sequence numbers are the same, and the New Hop 

Count is smaller than the hop count in route table 

entry. 






Check whetherthe hop_cnt field is zero? 



Check whelher dest_addris samewith dest_addrbuffered into 
historytablefor the same <source_addr. broadcasts pair? 




Fig. -3: Pictorial view of misbehave detection by checking RBEP 

If the route table entry to the destination is created or updated, 
then the following actions occur: 

1. the route is marked as active, 

2. the next hop in the route table entry is assigned to be 
the node from which the RREP packet is received, 
which is obtained from the snd_node_id field of the 
RREP packet, 

3. the hop count is set to the value of the New Hop 
Count, 

4. the expiry time is set to the current time plus the 
value of the lifetime in the RREP packet. 

5. and the destination sequence number is the 
dest_seq_no in the RREP packet. 

The current node can subsequently use this route to forward 
data packets to the destination. 

If the current node is the node indicated by the 
source_addr in the RREP packet AND a forward route has 
been created or updated as described above, then route 
discovering is successful. 



41 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



If the current node is not the node indicated by the 
source_addr in the RREP packet AND a forward route has 
been created or updated as described above, the node consults 
its reverse list entry for the originating node to determine the 
next hop for the RREP packet. The node places its own ID 
into the snd_node_id field of the RREP packet, and then 
forwards the RREP packet towards the originator using the 
information in that reverse list entry. 
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its link with the former neighbor has been broken, and proceed 
as in Section 2.3.6. A node should assume that a hello 
message has been missed if it is not received within double 
times the duration of the HELLOJNTERVAL. 



Alternatively, the node can use any physical-layer or link- 
layer methods to detect link breakages with nodes it has 
considered as neighbors. 



2.1.3.5 Generating Hello Messages 

Every node generates a "hello" message once every 
HELLOJNTERVAL milliseconds. This hello message is a 
broadcast RREP with TTL = 1, and the message fields set as 
follows: 

Destination Address 

The node 's address 
Destination Sequence Number 

The latest sequence number 
Hop Count 


Lifetime 

(1 + ALLOWED JTELLOJjOSS) * HELLOJNTERVAL 



2.1.3.6 Initiating Triggered Route Replies 

A node can trigger an unsolicited RREP if either it detects 
a link breakage for a next hop along an active route in its route 
table, or if it receives a RREP from a neighbor with an infinite 
metric for an active route (i.e., containing a Destination 
Address for which there is a route table entry with a nonempty 
active-list). 

The unsolicited RREP is unicast to each neighbor in the 
nonempty active-list for the route to that destination. The 
contents of the RREP fields are set as follows: 

Hop Count 

A large number 
Destination Address 

The destination in the broken route 
Destination Sequence Number 

One plus the destination sequence number recorded 

in the route. 



2.1.3.7 Detecting Link Breakage 

A node can detect a link breakage by listening to "hello" 
messages from its neighbors. If it has received hello messages 
from a particular neighbor, but misses more than 
ALLOWED_HELLO_LOSS consecutive hello messages from 
that neighbor, the node can presume that the particular 
neighbor is no longer able to maintain a direct link with the 
mobile node. When this happens, the node should assume that 



3. DISCUSSION 

An interesting characteristic of the proposed routing 
protocol is that it does not make use of a priori secret 
association or key exchange between the nodes. The proposed 
scheme discovers a fully trusted path between the source and 
destination that consists of only trusted nodes. In the following, 
an example of a snapshot of the network is described in which 
a problem may arise. 





C 














A 




D 














B 





Fig. 4: A snapshot of a network in which a problem may arise. 



As in the above figure 4, it is assumed that node A wants to 
send data to node E. So, node A broadcast a RREQ packet 
requesting to set up a route to node E. Also it is assumed that 
here node C is a malicious node. In this snapshot, when node D 
hears the broadcast of node B before node C, there is no 
problem, that is, a route is established between node A and 
node E as A-B-D-E. However, when node D hears the 
broadcast of node C before node B, there is a problem that no 
route is established between node A and node E, although a 
route is available between node A and E as A-B-D-E. In this 
case, when node D hears the broadcast of node B it drops the 
RREQ packet due to duplicates. So, no route is established 
between node A and E. It is being worked on to solve this 
problem. 

To relieve from IP spoofing (Any intermediate node may 
hide its real IP address or MAC address and uses different one) 
the proposed protocol may be able to provide correct and 
current connectivity information. Each node in the network 
may maintain a neighbor list to determine whether or not a 
node is its neighbor from which a message has come. The 
proposed protocol may maintain the neighbor list by hearing 
the consecutive hello messages. 

As the next step of the research, it will be tried to present a 
detailed performance evaluation of the proposed TODV routing 
protocol for various network instances and node processing 
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capabilities. It will also be tried to evaluate the overhead of the 
protocol with respect to existing protocols, in normal, non- 
faulty conditions as well as in adversarial environment. 



Conclusions 

In this paper an efficient trusted routing protocol for mobile 
ad hoc networks has been proposed that guarantees the 
discovery of fresh and correct connectivity information over an 
unknown network, in the presence of malicious nodes. The 
protocol introduces a set of features, such as the requirement 
that when the route discovery packet arrives at the destination, 
the destination node replies, and only those replies arrive at the 
destination that not relaying through the misbehaving nodes 
over the reverse route of the route discovery packet, the 
acceptance of route error messages only when generated by 
nodes on the active route, the protection of the looping due to 
continuous broadcasting of the duplicate route discovery packet 
and the regulation of the route discovery packet propagation. 

The resultant protocol is capable of operating without the 
existence of a priori secret association or key exchange 
between the nodes. Its sole requirement is the widely accepted 
technique in the MANET context of route discovery based on 
broadcasting query packets. The broadcast nature of the radio 
waves mandates that each transmission is received by all 
neighbors, which are assumed to operate in promiscuous mode 
(i.e., able to overhear all transmissions from nodes within the 
range of their transceiver). Nodes operating in promiscuous 
mode overhear the transmissions of their successors and may 
verify whether the packet was forwarded to the downstream 
node and check the integrity of the forwarded packet. 

Simulating a routing protocol is a crucial step in verifying 
the correct design and operation of the protocol. A simulation 
of the TODV routing protocol is the next step of this research. 
As TODV continues to be refined, it is possible that further 
changes will be required. We look forward to the completion of 
the implementations, the design of a test bed in which to test 
the implementation, and interoperability testing with other 
existing methods. 
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Abstract — Secure and efficient communication among a set of 
mobile nodes is one of the most important aspects in ad-hoc 
wireless networks. Wireless networks are particularly vulnerable 
to intrusion, as they operate in open medium, and use cooperative 
strategies for network communications. By efficiently merging 
audit data from multiple network sensors, we analyze the entire ad 
hoc wireless network for intrusions and try to inhibit intrusion 
attempts. This paper presents an intrusion detection system for ad 
hoc network, which uses reputation system to minimize the usage 
of battery power and bandwidth. 

Keywords-IDS, LID, MDM,ADM,SSD 



I. 



Introduction 



Ad hoc network are dynamic, peer-to-peer networks that 
do not have a pre-existing infrastructure and are characterized 
by wireless multi-hop communication .The unreliability of 
wireless links between nodes, constantly changing topology 
due to the movement of nodes in and out of the network, and 
lack of incorporation of security features in statically 
configured wireless routing protocols not meant for ad hoc 
environments all lead to Increased vulnerability and exposure 
to attacks .Securing wireless ad hoc networks is particularly 
difficult for many reasons including the following: 

• Vulnerability of channels. As in any wireless network, 
messages can be eavesdropped and fake messages can be 
injected into the network without the difficulty of having 
physical access to network components. 

• Vulnerability of nodes. Since the network nodes usually 
do not reside in physically protected places, such as 
locked rooms, they can more easily be captured and fall 
under the control of an attacker. 

• Absence of infrastructure. Ad hoc networks are supposed 
to operate independently of any fixed infrastructure. This 
makes the classical security solutions based on 
certification authorities and on-line servers inapplicable. 



• Dynamically changing topology. In mobile ad hoc 
networks, the permanent changes of topology require 
sophisticated routing protocols, the security of which is an 
additional challenge. A particular difficulty is that incorrect 
routing information can be generated by compromised nodes 
or as a result of some topology changes and it is hard to 
distinguish between the two cases. 



II. ElNTRUSION DETECTION IN WIRELESS AD HOC 
NETWORK 

Intrusion Detection Systems (IDS) may be classified based 
on the data collection maintaining the integrity of the 
specifications mechanism, as well as the technique used to 
detect events. While the requirement of intrusion detection 
for both fixed wired and wireless ad-hoc networks are the 
same, wireless ad-hoc networks impose additional 
challenges. The effectiveness of IDS solutions that 
were designed for fixed wired networks is limited for 
wireless ad-hoc network, as described below: 

• Wireless ad-hoc networks lack key concentration points 
where network traffic can be monitored. This limits the 
effectiveness of a network-based IDS sensor, since only 
the traffic generated within radio transmission range may 
be monitored. 

• In a dynamically changing ad-hoc network, it may be 
difficult to rely on the existence of a centralized server to 
perform analysis and correlation. 

• The secure distribution of signatures may be difficult, due 
to the properties of wireless communication and mobile 
nodes that operate in disconnect mode. 

Intrusion detection can be classified into three broad 
categories: 
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1 . Anomaly detection, signature 

2. Misuse detection, and 

3. Specification based detection. 

A. Anamoly Detection 

In an anomaly detection system a baseline profile of 
normal system activity is created. Any system activity that 
deviates from the baseline is treated as a possible intrusion. 

The problems with strict anomaly detection are that: 

• Anomalous activities that are not intrusive are flagged as 
intrusive. 

• Intrusive activities that are not anomalous result in false 
negatives. 

One disadvantage of anomaly detection for mobile computing 
is that the normal profile must be periodically updated and the 
deviations from the normal profile computed. The periodic 
calculations can impose a heavy load on some resource 
constrained mobile devices; perhaps a lightweight approach 
that involves comparatively less computation might be better 
suited. 

B. Misuse Detection 

In misuse detection, decisions are made on the basis of 
knowledge of a model of the intrusive process and what 
traces it ought to leave in the observed system. Legal or 
illegal behavior can be defined and observed behavior 
compared accordingly. Such a system tries to detect evidence 
of intrusive activity irrespective of any knowledge regarding 
the background traffic (i.e., the normal behavior of the 
system). 

C. Specification- Based Detection 

This defines a set of constraints that describe the correct 
operation of a program or protocol, and monitors the 
execution of the program with respect to the defined 
constraints. This technique may provide the capability to 
detect previously unknown attacks, while exhibiting a low 
false positive rate. 



III. 



INTRUSION DETECTION ARCHITECTURE 



Each node on the ad hoc network has an IDS agent running 
on it. The IDS agents work together through cooperative 
intrusion detection to decide when and how the network is 
being attacked. The architecture is divided into two parts: 
the mobile IDS agent, which resides on each node in the 
network, and the stationary secure database, which contains 
global signatures of known misuse attacks and stores 
patterns of each user's normal activity in a non -trusted 
environment. An IDS agent runs at each mobile node does 
local intrusion detection independently, and neighboring 
nodes collaboratively work on a larger scale. Individual IDS 
agents placed on each and every node run independently 
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Figure 1. Architecture of IDS 



and monitor local activities, detect intrusions from local 
traces, and initiate responses. 
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Figure 2. IDS Agent Architecture 

Neighboring IDS agents cooperatively participate in global 
intrusion detection actions when an anomaly is detected in 
local data. The data collection module gathers local audit 
traces and activity logs that are used by the local detection 
engine to detect local anomaly. Detection methods that need 
broader data sets or require collaborations among local IDS 
agents use the cooperative detection engine. Both the local 
and global response modules provide intrusion response 
actions. The local response module triggers actions local to 
this mobile node, while the global one coordinates actions 
among neighboring nodes, such as the IDS agents in the 
network electing a suitable action. A secure communication 
module provides a high-confidence communication channel 
among IDS agents. 
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IV. REPUTATION MECHANISM 



Reputation mechanism is used within ad hoc networks to 
address some of the threats arising from misbehaving 
network nodes. These mechanisms are potentially of 
particular value in addressing the threats arising from selfish 
nodes. In the context of ad hoc networks, these mechanisms 
seek to dynamically assess the trustworthiness of neighboring 
network nodes, with a view to excluding untrustworthy 
nodes. There are three types of reputation, which are 
combined to form a global reputation value for a community 
member. Each calculation is normalized so that a reputation 
values ranges from -l(bad) to +1 (good). represents a 
neutral view, and this is used when there is not enough 
observation to make an accurate assessment of a node's 
reputation. The three reputation types are as follows: 

1. Subjective reputation is locally calculated, where node A 
calculates the reputation of a neighbor node B at a given time 
for a particular function. 

2. Indirect reputation are accepted by node A from node C 
about node B. only positive reputation values are used, to 
eliminate an attack where a malicious node transmits 
negative reputation information to cause a denial-of-service. 

3. Functional reputations are related to a certain function 
where each function is a weight as to its importance. 

Each node maintains a reputation table. This table contains of 
the reputations of other nodes, with each entry consisting of a 
unique ID, recent subjective observation, recent indirect 
observations and the composite reputation for a given 
function. Thus a reputation table has to be maintained for 
each function that is to be monitored. 

There are 3 ways in which a reputation table is updated. 

1 . A node A requests a service from node B, but node 
refuses to perform the service. Thus node A will decrease 
its perceived reputation of node B. this is a calculation of 
node B's subjective reputation. 

2. A global distribution of reputation takes place 
within a reputation dissemination phase. This phase 
involves sending messages containing a list of entities, 
which have successfully co-operated in providing a 
function, i.e., a list of nodes with positive reputation. 

3. The reputation is gradually decreased to a null value 
if there is no interaction with observed node. 



When a node A, with a good reputation, is asked to 
perform a service by a node B, who has a bad reputation 
Node A can refuse to cooperate in doing so. Node A is 
required to send a message to all nodes in the ad hoc 
network, stating that it is denying services to node B. The 
neighbor nodes of A and B must check that node B's 
reputation is negative in their own reputation table. If one of 
the neighbor nodes does not agree with node A's negative 
reputation value for node B, then this neighbor node deceases 



the reputation of node A, i.e., the node which sent the denial 
of service message. 

Reputation system alerts path manager. The path manager 
ranks routed according to security metric. All paths, which 
contain a bad behaving node, are deleted. The path manager 
also decides what to do with requests received from badly 
behaved nodes. The local intrusion detection system (LIDS) 
is distributed in nature and utilizes mobile agents on each of 
the nodes of the ad hoc network .In order to make local 
intrusions a global concern for the entire network; the LIDS 
existing on different nodes collaborate. Collaboration among 
the nodes is achieved using two types of data: security data to 
obtain complementary information from collaborating hosts, 
and intrusion alerts to inform others of a locally detected 
intrusion. 



A. Mobile IDS Agents 

Each node in the network will have an IDS agent running 
on it all the time. This agent is responsible for detecting 
intrusions based on local audit data and participating in 
cooperative algorithms with other IDS agents to decide if the 
network is being attacked. Each agent has five parts: a local 
audit trial, a local intrusion database (LID), a secure 
communication module, anomaly detection modules (ADM), 
and misuse detection modules (MDM). 



B. Local Intrusion Database (LID) 

LID is a local database that collects all information 
necessary for the IDS agent, such as the signature files of 
known attacks, the established patterns of the users on the 
network, and the normal traffic flow of the network. The 
ADM and MDM communicate directly with the LID to 
determine if an intrusion is taking place. 

C. Secure communication module 

This is necessary to enable an IDS agent to communicate 
with other IDS agents on other nodes. It will allow the MDM 
and ADM to use cooperative algorithms to detect intrusions. 
It may also be used to initiate a global response when an IDS 
agent or a group of IDS agents detects an intrusion. Data 
communicated via the secure communication module needs 
to be encrypted. 

D. Anamoly Detection Modules (ADM) 

ADM are responsible for detecting a different type of 
anomaly. There can be from one to many ADM on each 
mobile IDS agent, each working separately or cooperatively 
with other ADM. 
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E. Anamoly Detection Modules (ADM) 



These identify known patterns of attacks that are specified 
in the LID. Like the ADM, if the audit data available locally 
is sufficient to determine if an intrusion is taking place, the 
proper response can be initiated. It is also possible for an 
MDM to use a cooperative algorithm to identify an intrusion. 

F. Misuse Detection Modules (MDM) 

These identify known patterns of attacks that are specified 
in the LID. Like the ADM, if the audit data available locally 
is sufficient to determine if an intrusion is taking place, the 
proper response can be initiated. It is also possible for an 
MDM to use a cooperative algorithm to identify an intrusion. 



G. Cooperative Detection 

Any node that detects locally a known intrusion or 
anomaly with strong evidence can determine independently 
that the network is under attack and can initiate a response. 
However, if a node detects an anomaly or intrusion with 
weak evidence, it can initiate a cooperative global intrusion 
detection procedure. This procedure works by propagating 
the intrusion detection state information among neighboring 
nodes. 



H. Stationary Secure Database (SSD) 

This acts as a secure trusted repository for mobile nodes to 
obtain information about the latest misuse signatures and find 
the latest patterns of normal user activity. It is assumed that 
the attacker will not compromise the SSD, as it is stored in an 
area of high physical security. The mobile IDS agents will 
collect and store audit data (user commands, network traffic), 
while in the field, and will transfer this information when 
they are attached to the SSD. When the IDS agents are 
connected to SSD, they will gain access to the latest attack 
signatures automatically. As this intrusion framework 
supports reputation mechanism which helps the mobile nodes 
in optimizing: 

i. Power consumption 

ii. Battery life 



incoming requesting node can be trusted and routed. 
Depending upon on trust value packets may be routed. Thus, 
unnecessary power consumption is avoided. 

J. Bandwidth Utilization 

Another important factor that affects the performance of ad 
hoc node is bandwidth utilization. Malicious nodes constantly 
requests for forwarding packets. This degrades performance 
of ad hoc nodes. However, this framework uses path 
manager, which always forwards the packets for the shortest 
path and trusted route. Thus bandwidth can be saved. 



V. Conclusion 

This framework uses an intrusion detection, which identifies 
intrusion at locally and globally. However, by using 
reputation mechanism, system can optimized the power 
consumption and bandwidth utilization. 
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/. Power Management 

A major challenge to the design of a power management 
framework for ad hoc networks is that energy conservation 
usually comes at the cost of degraded performance such as 
lower throughput or longer delay. A naive solution that 
only considers power savings at individual nodes may turn 
out to be detrimental to the operation of the whole network. 
This framework uses Trust manager, which is an important 
component in reputation mechanism, decides whether an 
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Abstract — The paper presents a performance analysis of 
Multilevel Block Truncation Coding based Face Recognition 
among widely used color spaces. In [1], Multilevel Block 
Truncation Coding was applied on the RGB color space up to 
four levels for face recognition. Better results were obtained 
when the proposed technique was implemented using Kekre 's 
LUV (K'LUV) color space [25]. This was the motivation to test 
the proposed technique using assorted color spaces. For 
experimental analysis, two face databases are used. First one is 
"Face Database", developed by Dr.Libor Spacek which has 1000 
face images and the second one is "Our Own Database" which 
has 1600 face images. The experimental results showed that 
Block Truncation Level 4 (BTC-Level 4) gave the best result in 
every color space. It is observed that the proposed technique 
functions better in the YIQ color space. 

Keywords- Face recognition, Block Truncation Coding, RGB, 
K'LUV, YIQ, YUV, YCbCr, YCrgCrb, Multilevel BTC. 



I. 



Introduction 



Face recognition plays an imperative role in identification and 
for authentication purpose, in our everyday lives. In real time, 
this identification must be efficient, liable and faster. Face 
recognition is preferred over other techniques like fingerprint 
recognition, iris recognition because it does not require 
explicit cooperation from users. Also special equipments are 
not required to capture the image [21, 22, 23]. It is a computer 
application for automatically identifying or verifying a person 
from a digital image or a video frame from a video source. 

Face recognition can be achieved by comparing the input 
query face image with the existing face images stored in the 
database. It is the fastest growing biometric technology. Some 
of the applications of face recognition include physical, 
security and computer access controls, law enforcement [12, 
13], criminal list verification, surveillance at various places 
[15], forensic, authentication at airports [17], etc. 



A large number of face detection algorithms are derived from 
algorithmic approach [2, 3, 4, 5, 6, 7, 8, 9, 24] and some image 
morphological techniques [18]. However most of the works 
concentrate on single face detection, with some constrained 
environments. In this paper performance comparison of 
Multilevel Block Truncation Coding [1] using various color 
spaces has been carried out on two face databases. Results 
further revealed that the YIQ color space outperforms all the 
other color spaces at each stage of Multilevel BTC. 

II. BLOCK TRUNCATION CODING AND MULTILEVEL BLOCK 
TRUNCATION CODING 

Block truncation coding (BTC) [11, 12, 13, 14] is a relatively 
simple image coding technique developed in the early years of 
digital imaging more than 29 years ago. Block Truncation 
Coding (BTC) was first developed in 1979 for grayscale 
image coding [13]. Although it is a simple technique, BTC has 
played an important role in the history of digital image coding 
in the sense that many advanced coding techniques have been 
developed based on BTC or inspired by the success of BTC. It 
is a straightforward technique which demands very less 
computational complexity. 

In the proposed technique, Multilevel Block Truncation 
Coding, BTC has been implemented using the RGB color 
space up till four levels [1, 13]. The feature vector size at 
BTC-Level 1, BTC-Level 2, BTC-Level 3 and BTC-Level 4 is 
6, 12, 24 and 48 respectively. In the same way BTC is 
implemented on the following color spaces: K'LUV, YUV, 
YCbCr, YIQ and YCgCb. 
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III. Considered Color spaces [12,26,27] 



A. Kekre'sLUV [25] 

K'LUV color space is a special case of Kekre transform. 
Where L gives luminance and U and V gives chromaticity 
values of color image. Positive value of U indicates 
prominence of red component in color image and negative 
value of V indicates prominence of green component. 
Equation (1) gives the RGB to LUV conversion matrix which 
indicates the corresponding L, U and V components for an 
image from the R, G and B components. 



(1) 
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The reverse conversion, that is from YUV color space to RGB 

color space is given in Equation (6). 
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0.7492 -0.50901 1.1398 
1.0836 -0.22472 -0.5876 
0.97086 1.9729 -0.000015 



(6) 



D. YIQ 

The YIQ color space is derived from YUV colour space. I stands 
for in phase and Q for Quadrature. 

Equation (7) gives the RGB to YIQ conversion matrix which 
indicates the corresponding Y, I and Q components for an 
image from the R, G and B components. 
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The reverse conversion, that is from LUV color space to RGB 
color space is given in (2). 



(2) 



B. YCbCr 

In YCbCr color Space, Y gives luminance and Cb and Cr 
gives chromaticity values of color image. 

Equation (3) gives the RGB to YCbCr conversion matrix 
which indicates the corresponding Y, Cb and Cr components 
for an image from the R, G and B components. 



Y 

Cb 
Cr 



0.2989 0.5866 0.1145 
-0.1688 -0.3312 0.5000 
0.5000 -0.4184 -0.0816 



(3) 



The reverse conversion, that is from LUV color space to RGB 
color space is given in (4). 



(4) 



C. 

In YUV color space, Y component gives the luminance 
(brightness) of the color and while U and V components give 
the chrominance (color). 





R 




1 -0.0010 1.4020 ■ 


Y 




G 


= 


1 -0.3441 -0.7140 


Cb 




.B. 




.1 1.7718 0.0010 . 


Cr 


YUV 


YUV 


C( 


)lor 


space, Y component g 


lves 



Y 




0.299 


0.587 


0.144 


R 


I 


= 


0.595716 


-0.274453 


-0.321263 


G 


Q- 




0.211456 


-0.522591 


0.31135 . 


B 



R 




1 


0.9563 


0.6210 ■ 


Y 


G 


= 


1 


-0.2721 


-0.6474 


U 


B. 




.1 


-1.107 


1.7046 . 


.V 



(7) 



The reverse conversion, that is from YIQ color space to RGB 
color space is given in (8). 



(8) 



E. YCgCb 

To get Y, Cg and Cb components we need the conversion of 
RGB to YCgCb. The RGB to YCgCb conversion matrix is 
given in (9) gives the Y, Cg, Cb components of color image 
for respective R, G and B components. 



(9) 



The YCgCb to RGB conversion matrix given in (10) gives the 
R, G, B components of color image for respective Y, Cg and 
Cb components. 
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(10) 



Equation (5) gives the RGB to YUV conversion matrix which 
indicates the corresponding Y, U and V components for an 
image from the R, G and B components. 
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IV. 



PROPOSED METHOD 



To calculate the feature vector of each image in the database 
set and the query image, Multilevel Block Truncation Coding 
has been used for each of the assorted color space. 

At each level of BTC, the feature vector of the query image is 
compared with the feature vector of each image in the training 
set. The comparison (Similarity measurement) is done by 
Mean Square Error (MSE) given by equation 11. 



M N 



MSE = MNZZ [I(x ' y) - I,(X ' y)]2 



(11) 



y=lx=l 



Where, 

I & I' are two feature vectors of size M*N which are being 

compared. 

False Acceptance Ratio (FAR) and Genuine Acceptance Ratio 
(GAR) have been used as the performance evaluation 
parameters to assess the competence of each considered color 
space. 

V. IMPLEMENTATION 

A. Platform 

The effectuation of the Multilevel BTC is done in MATLAB 
2010. It is carried out on a computer using an Intel Core i5- 
2410MCPU(2.4GHz). 

B. Database 

The experiments were performed on two face databases. 

1) Face Database [16] 

This database is created by Dr Libor consisting of 1000 
images (each with 180 pixels by 200 pixels), corresponding to 
100 persons in 10 poses each, including both males and 
females. All the images are captured against a dark or bright 
homogeneous background, little variation of illumination, 
different facial expressions and details. The subjects sit at 
fixed distance from the camera and are asked to speak, whilst 
a sequence of images is taken. The speech is used to introduce 
facial expression variation. The images were taken in a single 
session. The ten poses of Face database are shown in Figure 1 . 
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2) Our Own Database [1, 20] 



This database consists of 1600 face images of 160 people (92 
males and 68 females). For each person 10 images are taken. 
The images in the database are captured under numerous 
illumination settings. The images are taken with a 
homogenous background with the subjects having different 
expressions. The images are of variable sizes, unlike the Face 
database. The ten poses of Our Own Database are shown in 
Figure 2. 
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Figure 2: Sample images from Our Own Database 

VI. Results and discussions 

False Acceptance Rate (FAR) and Genuine Acceptance Rate 
(GAR) are standard performance evaluation parameters of 
face recognition system. 

The False acceptance rate (FAR) is the measure of the 
likelihood that the biometric security system will incorrectly 
accept an access attempt by an unauthorized user. A system's 
FAR typically is stated as the ratio of the number of false 
acceptances divided by the number of identification attempts. 



FAR = (False Claims Accepted/Total Claims) X 100 



(12) 



The Genuine Acceptance Rate (GAR) is evaluated by 
subtracting the FAR values from 100. 



GAR=100-FAR (in percentage) 



(13) 



For each color space, 10000 queries (10 images for each of the 
1000 people) are fired on face database and 16000 queries (10 
images for each of the 1600 people) are fired on Our Own 
Database. At the end, average FAR and GAR of all queries in 
respective face databases are considered for performance 
ranking of BTC levels and of the color spaces. 

For optimal performance the FAR values must be less and 
accordingly the GAR values must be high for each successive 
levels of BTC. 



Figure 1: Sample images from Face database 
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A. Face Database 

To analyze the performance of proposed algorithm and for 
performance ranking of color spaces, 10000 queries are fired 
for each of the assorted color space. For every color space, 
every BTC level; feature vector of the query image is 
calculated and compared with the feature vectors of every 
image in the database. The FAR and GAR values are 
calculated by employing equations 12 and 13. 
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Figure 3. FAR values at different BTC levels of the assorted color spaces for 
Face Database 

Figure 3 gives the FAR values of the different BTC levels 
based face recognition techniques tested on face database for 
the considered color spaces. Here it can be seen that the FAR 
values go on decreasing for each succeeding level of BTC of 
respective color spaces. This shows that the accuracy of face 
recognition increases with increasing level of BTC and hence 
BTC-level 4 gives the best result with the least FAR value in 
all the color spaces. Also the FAR values of YIQ color space 
are the least. Thus, it can be concluded that the 
implementation of BTC levels based face recognition 
techniques is better when applied in YIQ color space. 
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Figure 4. GAR values at different BTC levels of the assorted color spaces for 
Face Database 



Figure 4 gives the GAR values of the different BTC levels 
based face recognition techniques tested on face database for 
the assorted color spaces. Here it is observed that with each 
successive level of BTC the GAR values go on increasing in 
respective color spaces and hence a BTC-level 4 gives the best 
result with the highest value in all the color spaces. It is also 
observed that the YIQ color space shows the highest GAR 
values at all levels of BTC followed by YCbCr, K'LUV, 
YUV, YCrgCrb and RGB respectively. 

An anomaly is noticed in YCbCr color space for this database. 
Not conforming to the generally observed pattern, the FAR 
values increase at the second level of the BTC based face 
recognition technique. 

B. Our Own Database 

In all 16000 queries were tested on the database for analyzing 
the performance of the proposed BTC level based face 
recognition algorithm for the assorted color spaces. The 
experimental results of proposed face recognition techniques 
have shown that BTC level 4 gives the best performance in 
respective color spaces. The efficiency of the Multilevel BTC 
based face recognition increases with the increasing levels of 
BTC. 
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Figure 5. FAR values at different BTC levels of the assorted color spaces for 
Our Own Database 

Figure 5 gives the FAR values of the different BTC levels 
based face recognition techniques tested on Our Own 
Database for all color spaces. The FAR values go on 
decreasing for each succeeding level of BTC of respective 
color spaces. Thus, when BTC based face recognition 
techniques is applied on Our Own Database, it gives a result 
similar to the Face Database; The BTC level 4 gives the best 
result for respective color spaces and YIQ color space is better 
than other color spaces for implementing this proposed 
algorithm. 
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Figure 6 gives the GAR values of the different BTC levels 

based face recognition techniques tested on Our Own 

Database. It can be seen from the above figure that BTC-Level 

4 has the highest GAR values and hence it is better than other 

BTC-Levels. Also the GAR values of YIQ color space are 

greater than the GAR values of all the other color spaces 

considered, at all the levels. Thus, it can be concluded that the 

implementation of BTC levels based face recognition 

techniques is better when applied in YIQ color space. 



VII. CONCLUSION 

BTC based face recognition using assorted color spaces have 
been presented in the paper. Earlier the RGB and K'LUV 
color spaces were considered and it was observed that better 
results were shown by the K'LUV color space. In this paper, 
six color spaces have been considered and the proposed 
technique has been implemented till four levels of BTC. In all 
24 combinations have been tested on two databases; Our Own 
Database (Not normalized, 1600 face images) and Face 
Database (Normalized, 1000 face images). It is concluded that 
the YIQ color space at level four of BTC gives the best results 
followed by the YCbCr color space at BTC level four. 
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Figure 6. GAR values at different BTC levels of the assorted color spaces for 
Our Own Database 
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Abstract: Tapered Waveguide is a waveguide in which a 
physical or electrical characteristic changes continuously with 
distance along the axis of the waveguide. Tapered waveguide 
offer an excellent means of converting microwave mode sizes to 
connect Microwave devices of different cross-sectional 
dimensions. This paper discusses the waveguide component for 
interconnecting rectangular and circular waveguide using step 
tapering. Model is designed for the frequency range from 2 to 4 
GHz. Dominant Mode conversions ie from TE10 to TM11 is 
considered for tapering techniques. Step tapering is studied at 
different step sizes 4mm to 10 mm and analysis is done. All 
simulations done with CST Microwave studio and S 
parameters and E field parameters are analyzed. Simulation 
result shows that wave is properly propagated with no power 
reflection and low power loss. 

Key words: Single & Double Step Tapering, Cylindrical 
waveguide, CST, S parameter, E Field 



I. 



INTRODUCTION 



A rectangular waveguide supports TM and TE modes 
but not TEM waves. A rectangular waveguide cannot 
propagate below some certain frequency. This frequency is 
called the cut-off frequency. 

Circular waveguides offer implementation advantages 
over rectangular waveguide in that installation is much 
simpler when forming runs for turns and offsets - 
particularly when large radii are involved and the wind 
loading is less on a round cross-section, meaning towers do 
not need to be as robust. Manufacturing is generally simpler, 
too, since only one dimension the radius needs to be 
maintained. Applications where differential rotation is 
required, like a rotary joint for a radar antenna, absolutely 
require a circular cross-section, so even if rectangular 
waveguide is used for the primary routing, a transition to 
circular and then possibly back to rectangular is needed. 
Calculations for circular waveguide require the application 
of Bessel functions, so working equations with a cheap 
calculator is not going to happen. However, even 
spreadsheets have Bessel function capability nowadays, so 
determining cutoff frequencies, field strengths, and any of 



the other standard values associated with circular waveguide 
can be done relatively easily. 

A waveguide taper can always be built to have as low a 
mode conversion as is wanted in a certain frequency band 
merely by making it long enough. However, an optimally 
designed taper has the smallest possible length for a given 
difference in diameters at its two ends for a specified 
unwanted mode level in a given frequency band. Tapered 
waveguide for matching impedance is nothing but a tapered 
waveguide in which only one mode is propagating. Power 
can only be converted into reflected waves, and it is this 
reflected power which is kept small in a properly designed 
transmission line taper. If more than one mode is 
propagating, power will be scattered not only into the 
reflected wave but also into the other propagating modes. In 
fact , the power scattered into backward traveling waves is 
quite small compared to the power scattered into forward 
traveling waves, and only the latter need be considered in a 
multimode waveguide taper. Therefore, the mode 
conversion in the waveguide transition corresponds to the 
reflection in transmission line taper. 

A waveguide mode is a unique arrangement of the 
electric and magnetic fields propagating in the z-direction 
that satisfies all Maxwell equations and boundary conditions 
imposed by the geometry of the conductors of the 
transmission system. Various waveguide modes are TEM, 
TE, TM and Hybrid modes. Dominant mode in Rectangular 
waveguide is TE10 and in circular waveguide TE11. To 
convert dominant mode in rectangular waveguide to 
dominant mode in circular waveguide tapered waveguide is 
used. There are different types of tapering such as step 
tapering, conical tapering elliptical tapering, etc. Analysis 
has been done using Step tapering with CST Microwave 
Studio. 

II. DESIGN ASPECT 

The simulation was done by Transient solver of CST 
Microwave Studio. The Cartesian coordinate system (x, y, 
and z) is used to model the 3D structure. Design & analysis 
has been done with tapering and without tapering. 
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A. Design without tapering 

The rectangular brick is directly connected to circular 
waveguide. Port of rectangular brick (Port 2) is excited and 
the S parameters are obtained by Transient Solver. 3D 
model of cylindrical waveguide and Rectangular Brick 
Without tapering is shown in fig 1. 




Fig 1 - 3D model of cylindrical waveguide and 
Rectangular Brick Without tapering 

Sll plot gives that around 2.1 GHz Sll goes upto 19 
dBas shown in Fig 2 which is not a desirable case as huge 
amount of power is reflected back to the source damaging 
the network analyzer. 
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Fig 2- Sll plot 

S21 plot is shown in fig. 3 which indicates that no 
sufficient output is coupled to the output port as it is 
approaching to OdB i.e. no power is coupled from port 1 to 
port 2 and vice versa. 
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Fig 3 - S21 plot 
B. Design with tapering 
i) Single Step tapering 

The 3D model of single step tapering is shown in Fig 4. 




Fig 4 - 3D model of cylindrical waveguide and 
Rectangular Brick with Step tapering 

Simulated results for S parameters & E field are 
calculated for different step sizes for sizes of 4 mm & 10mm 
their Sll and S21 are shown in Fig 5. 

It is seen from Fig 5 that for step size 4 mm plots the 
sufficient amount of power is reflected back which shows 
that taper is not properly coupled and for step size 10 mm it 
is seen that no power is reflected back hence source is safe 
in this case. 
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Step Size 10mm 
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Fig-5- Sll & S21 for Step size 4mm & 10 mm 

E Field distribution in single step tapered and cylindrical 
waveguide is shown in Fig. 6. 
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Fig-6 E Field distribution in single step tapering 
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ii) Double Step Tapering 

The schematic of double step tapering is shown in Fig 7 
in which two steps of 10 mm are used. 



III. 



RESULT & CONCLUSION 




Fig 7 - Double Step Tapering 

Their Sll, S21 plots and E field distribution are shown 
in Figs 8, 9 &10. In double step tapering from Fig 8 & 9 it 
shows that impedance matching problem occurs. Due to this 
wave is not guided properly from cylindrical waveguide to 
rectangular waveguide. 
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Fig 8 - Sll plot for double step tapering 




The total simulation process was done by CST 
Microwave Studio. It is infer that Tapering between two 
waveguides is good possible solution to connect two 
waveguides. Tapered waveguide offer an excellent means of 
converting microwave mode sizes to connect microwave 
devices of different cross-sectional dimensions. Properly 
wave is guided in single stepping with 10 mm step size with 
no reflection in waveguide. Impedance matching is the 
minor problem with double step. 
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Fig 9 - S21 plot for double step tapering 




Fig 10 - E Field Distribution in Double step tapering 
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Abstract — The main objective of this paper is to compare 
Capability Maturity Model (CMM) and Extreme Programming 
(XP) regarding their software quality support in terms of 
software quality development. The main goal is to analyze or 
measure how the code is framed for particular software, and 
apply software to show the result. 

KEYWORDS— Sqa,Xp,Cmm. 

I. INTRODUCTION 

The software quality engineering focuses on the 
processes involved in the development and establishment of 
software quality. Software quality engineering includes 
software quality development and software quality 
assurance. Software quality development consists of 
requirements engineering, system and software design and 
implementation. Software quality assurance consists of 
software quality assurance, quality management and 
verification and validation. Software quality is achieved by 
three approaches: testing and static analysis and 
development approaches. The integration of all three 
approaches is the most desirable approach. 

Different users think differently about the quality of 
software. The end-user expects the software to help him to 
do the job faster and easier with adequate help. The buyer 
expects the software to meet the specifications within the 
contract terms. The developer attempts to trace defects and 
focuses faster development as well as higher productivity. 
The maintainer expects software to be understandable, 
testable, and modifiable, with all documentation. 

The characteristics of software quality in product 
transition are reusability, portability and interoperability. 
The characteristics of software quality in product revision 
are maintainability, adaptability and expandability. The 
characteristics of software quality in product operation are 
usability, security, efficiency, correctness and reliability. 
The attributes of software quality are manageability, 
efficiency, safety, expandability, reliability, flexibility and 
usability. 

There are quantitative as well as qualitative benefits in 
maintaining quality assurance. The Quantitative benefits are 
reduced costs, greater efficiency, better performance, less 
unplanned work and fewer disputes. The Qualitative 
benefits are improved visibility and predictability, better 
control over contracted products, improved customer 



confidence, better quality, problems show up earlier and 
reduced risk. 

II. SOFTWARE QUALITY ASSURANCE PROPOSED 
BY CMM: 

It is well known the CMM describes an 
evolutionary improvement path to a mature disciplined 
process. 

CMM defines key practices to improve the ability 
of the organization to meet goals for cost, functionality and 
quality. SQA activities are defined at level 2 

According to CMM the purpose of software quality 
assurance (SQA) is to provide the management with 
appropriate visibility into the process being used by the 
software project and of the products being built. It is 
required that the project follows a return organizational 
policy for implementing the SQA. 

CMM defines eight activities to be performed as 
follows: 

♦♦♦ A SQA plan is prepared for the software project 
according to documented procedure. 

♦♦♦ SQA's group activities includes: 

♦♦♦ Responsibilities and authority of SQA group 

♦♦♦ Resource requirements of SQA group 

♦♦♦ Schedule and funding of the project. 

♦♦♦ Participation in establishing the software 
development plan (SDD). 

♦♦♦ Evaluations to be performed. 

♦♦♦ Audits and reviews to be conducted. 

♦♦♦ Projects standards and procedures forming basis for 
SQA reviews. 

♦♦♦ Procedures for documenting and tracking non- 
compliance issues. 

♦♦♦ Documentation to produce. 

♦♦♦ Method and frequency to provide feedback to other 
related group. 
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♦♦♦ The SQA group participates in the preparation and 
review of the project's software development plan, 
standards and procedures and audit the software project. 

♦♦♦ The SQA group audits designated software work 
products to verify compliance. 

♦♦♦ The SQA group periodically reports the result of its 
activities to the software engineering group. 

♦> Deviations identified in the software activities and 
software work products are documented and handled 
according to documented procedure. 

♦♦♦ The SQA group conducts periodic reviews of its 
activity and findings with customers SQA personnel as 
appropriate. 

III. CMM LEVELS KEY PROCESS AREAS AND THEIR 
PURPOSE: 

A. Initial: 

This is the starting point for use of a new or 
undocumented, repeated process. Little documentation is 
necessary if any processes and procedures take place. 
Success is only achieved by the heroic actions of team 
members. 

When to use: 

Used for a kind projects of very limited scope. 

B. Repeatable: 

The process is at least documented sufficiently such that 
repeating the same steps may be exempted. Enough 
documentation exists that the QA process is repeatable. 

When to use: 

This is used for any project that will be done again, 
whether as an upgrade or a somewhat similar variation. 

C. Defined: 

The process is defined/confirmed as a standard business 
process, and decomposed to levels 0, 1 and 2 (the latter 
being Work Instructions). QA documentation and processes 
& procedures are standardized. Templates exist for all 
documentation and a QA "system" exists. 

When to use: 

This is critical for a QA department that must provide 
QA for multiple projects. This avoids reinventing the wheel 
for each project. 

D. Managed: 

The process is quantitatively managed in accordance 
with agreed-upon metrics. The exact time & resources 
required to provide adequate QA for each product is known 
precisely so that timetables and quality levels are met 
consistently. 

When to use: 



This requires an existing data set based on previous QA 
projects. This level can only be achieved by well 
documented experience. 

E. Optimizing: 

Process management includes deliberate process 
optimization / improvement. QA processes and procedures 
are understood well enough to be refined and streamlined. 

When to use: 

This should be actually used in every stage. In Level 5, 
this is the only thing left to work on. 

It would be enlightening to conduct a CMM assessment 
of a team successfully practicing XP. In fact, XP team 
would achieve a maturity level 2 or better. CMM level 2 is 
about managing project requirements and schedules 
effectively and repeatedly. XP claims to do just that, using 
story cards and a planning game [4]. 

Thus, the software engineering goals are worthy 
and they can even be implemented with lightweight 
methodologies where appropriate. XP is compatible to 
CMM as well. Software quality assurance consists of 
Software quality assurance, quality management and 
verification and validation [5], Software quality is achieved 
by three approaches: Testing, Static analysis and 
development approach. The integration of all the three 
approaches is the most desirable approach. A different 
categorization of approaches towards software quality 
regards four ways to establish software quality: Software 
quality via better quality evaluation, better measurement, 
better processes and better tools [6], 

Large-scale quality models like Capability Maturity 
Model (CMM) or ISO-9001 tend to form a SQA in terms of 
a "process police". [7] SQA takes care only that the process 
requirements are met but does not consider the quality of the 
process itself. Instead of SQA in terms of CMM or ISO 
9001 a better solution is to embed quality evaluation in the 
development process. 

XP require certain adaptations in order to fulfill CMM 
requirements specialized maturity models for XP are 
introduced by combining Capability Maturity Model 
(CMM) with Personal Software Process (PSP) [8, 3]. 
Therefore, instead of eliciting SQA in terms of CMM a 
better solution can be embedded for quality evaluation in 
XP [9, 10]. 

IV. SOFTWARE QUALITY ASSURANCE PROPOSED 

BYXP: 

A. Iterative Software Development: 

To establish higher software quality, a software 
development process has to use an iterative and incremental 
development approach. By using iterative approach a 
process can gain more flexibility in dealing with changing 
requirements or scope. The Short Releases of the product 
force early feedback from the customer as well as 
stakeholders which is important for improvement of overall 
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quality of the software. XP builds on a very strict iterative 
approach limiting the time needed to encounter errors and 
forces developers to fix the problem as soon as possible. 

B. Quality as a Primary Objective: 

XP software development process defines quality as a 
major objective to improve the overall quality of the 
software. Quality targets have to be defined by involving 
project team members and customer (On-Site Customer). 
Thus the quality goals become achievable and measurable. 

C. Continuous Verification of Quality: 

This includes extensive testing. Besides internal unit 
testing, external acceptance tests with the customer are 
needed too, in order to verify that the product fulfills the 
needs and requirements of the customer (Test-Driven 
Development). 

D. Customer Requirements: 

The requirements of the customer who normally does 
not have a deep technical knowledge have to be considered, 
so that developers are able to build an application based on 
that information. Thus it is necessary that the project team 
understands the customer and his business. Otherwise it is 
not possible to implement the customer needs accurately. 
XP teams focuses on the customer needs and requirements 
throughout the entire project by means of communication 
and by framing user stories. 

E. Architecture Driven: 

Architecture of a system has a major impact on the 
overall quality of the product. Using a simple well-designed 
architecture allows easy integration and reuse (Simple 
Design and Continuous Integration). 

F. Focus on Teams: 

Focusing on team work also effects the motivation of 
project members. Seeing everyone as an equally important 
part of the project leads to a high identification of the team 
members with the product. Hence the project code is not 
owned by any single programmer but owned by the team 
collectively (Collective Code Ownership). 

G. Pair Programming: 

Better solutions are more likely with Pair Programming 
since two persons most likely have different perspectives of 
the same problem and therefore they complement each other 
in solving it. This approach saves time and minimizes the 
number of errors. This is an explicit practice of XP. 

H. Tailoring with Restrictions: 

Software development process should rely on core 
elements. Building on these core elements the process 
should adapt practices (tailoring) according to the project 
type and project size (eg. RDP) 

/. Risk management: 



Risk management enables early risk mitigation and the 
possibility to act instead of to react to problems and risks. A 
well-defined risk awareness and mitigation management 
form together an effective risk management and is a key 
factor in achieving high product quality. 

V. EXISTING SYSTEM 

In the existing system, a large number of codes are 
divided into only two modules. So in the existing system, 
performance analysis takes more time and is also not 
accurate. 

As per Mancoridis et al., the earliest of software metrics 
deal with the measurement of code complexity and its 
maintainability. He measured the Modularization Quality 
(MQ) which is the combination of coupling and cohesion. 
Cohesion is measured as the ratio of the number of internal 
function-call dependencies that actually exist, to the 
maximum possible internal dependencies. Coupling is 
measured as the ratio of the number of actual external 
function-call dependencies between the two subsystems, to 
the maximum possible number of such external 
dependencies. The system level MQ is calculated as the 
difference between the average cohesion and the average 
coupling. 

VI. PROCESS OF PROPOSED SYSTEM: 

In the proposed system, we have 
considered the leaf nodes of the directory hierarchy of the 
original source code to be the most fine-grained functional 
modules. All the files (and functions within) inside a leaf 
level directory are considered to belong to a single module, 
with the module corresponding to the directory itself. In this 
manner, all leaf level directories form the module set for the 
software. 

• A lot of work has been done in the past on 
automatic approaches for code reorganization. There are 
certain principles, which are most applicable to code 
reorganization. Our current ongoing effort is targeted on the 
reorganization of legacy software, containing millions of 
lines of non-object oriented code. This code was never 
modularized, or the modularization was very poor. The 
problem could be attributed as reorganization of millions of 
lines of code into modules. This code could reside in 
thousands of files, in hundreds of directories. Here, each 
module is formed by grouping a set of entities like files, 
functions, data structures and variables into a logically 
interconnected unit. 

• Modularization is based on certain design 
principles: 

Principle 1 : Principles Related to Similarity of Purpose 

A module is a cluster of a set of data structures and 
functions that together offer a distinct purpose. To rephrase, 
the structures used for representing knowledge and any 
associated functions in the same module should fit together 
on the basis of similarity-of-service as opposed to, for 
instance, on the basis of function call dependencies. Clearly, 
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every service is related to a specific purpose. The following 
principles are presented as coming under the "Similarity of 
Purpose" rubric: 

• Maximization of Module Coherence on the Basis 
of Similarity and Singularity of Purpose 

• Minimization of Purpose Dispersion 

• Maximization of Module Coherence on the Basis 
of Commonality of Goals 

• Minimization of Goal Dispersion. 

Principle 2 : Principle Related to Module Compilability 

• A universal basis of inter module compilation 
dependency is that a file from one module needs, through 
import or include declarations, one or more files from a 
different module. As software systems evolve and some 
modules seem like utilities to developers, it is very easy for 
such interdependencies to become circular. For apparent 
reasons, these compilation inter-dependencies make it 
difficult for modules to grow in parallel, and be tested 
independently. Hence, as far as possible, it must be possible 
to compile each module independently of the other modules. 

Principle 3: Principle Related to Module Extendibility 

One of the most important reasons for object-oriented 
software development is that the classes can be easily 
extended whenever one wants a more specialized 
functionality. Extending object-oriented software through 
the idea of sub-class allows for a more ordered approach to 
software development and maintenance, since it makes code 
authorship and its responsibility easy to identify. While 
module- level compartmentalization of code does not follow 
the types of software extension rules that are easy to 
implement in object-oriented approaches, one nevertheless 
wants the modules to have similar properties when it comes 
to code extension and enhancement. The following principle 
takes into account these aspects of code modularization: 

• Maximization of the Stand-Alone Module 

• Extendibility 

Principle 4 : Principle Related to Module Testability 

Testing is a vital part of software development. At the 
most, testing must make sure that software conforms to the 
existing standards and protocols. This kind of testing is 
mostly called requirements-based testing. But, most 
important, testing must guarantee that the software code 
must act as expected for a whole variety of inputs, both 
correct and incorrect, and at multiple levels. These levels 
constitute the level of program at the individual function, 
and at module interactions level. Testing must account for 
variety of competencies of all causes that interact with the 
software. Testing procedures can encounter combinatorial 
problems if the modules cannot be tested independently. 
This means that if each module is tested for X inputs, then 
two inter-dependent modules need to be tested for X 2 inputs. 



A modularization procedure must adhere to accomplish the 
following principle: 

• Maximization of the Stand-Alone Testability of 
Modules 

Principle 5 : Principles Related to Module Size 

When a new software development is started afresh, one 
cannot have all the modules to be of the same size, and 
equal to some pre-decided number. Nevertheless, when the 
modularizing legacy code is completely unorganized, it is 
essential to be able to bias a clustering algorithm to produce 
modules of approximately the same size, and whose value 
depend on considerations which are related to software 
maintenance. 

Putting the whole code in a single module is 
theoretically a correct modularization, though not a useful 
one. Hence, we need metrics that can maneuver a 
modularization algorithm away from making very large 
modules, towards making modules in the same size, while at 
the same time also ensure that other considerations are not 
violated. The following two principles deal with this 
necessity: 

• Principle of Observance of Module Size Bounds 

• Principle of Maximization of Module Size 
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CONCLUSION: 

Thus, Practices of XP support software quality 
development as well as software quality assurance. XP 
require certain adaptations in order to fulfill CMM 
requirements specialized maturity models for XP are 
introduced by combining Capability Maturity Model 
(CMM) with Personal Software Process. However, much 
software quality support is implicitly present in XP 
principles. 
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Abstract - This paper presents Multi-Platform System 
Administration (MPSA) software for administrating and 
controlling different operating systems such as Linux and 
Windows system, based on XML-RPC technique and Python 
libraries. 

MPSA software consists of two distinct components: 
Administration server and administration agent. The server 
components, work on Linux system, are responsible for 
communicating with the agents, sending the queries, and 
retrieve the performance and status data from them. 
Administration agent, that can be working either in Linux or 
Windows system, is going to proxy the server requests to build 
functions and pass the results back to server. 

MPSA introduces many services, such as processes 
management, resource management, gathering system 
information, system booting, and file browser, by using the 
advantages of XML-RPC. 

MPSA services were implemented to work on the 
background at the administration Agents, so that the software 
works in a hidden manner without needing to agents permission 
or attention. 

Keywords- Remote System Administration; XML-RPC; Process 
management; Port scan, WMI; 

I. INTRODUCTION 

The world is driven by technology, in which the vast 
majority of companies, organizations and institutions rely on 
computers to some extent to connect their work. Whenever 
there is a problem with one or more computers within a 
network that requires system administration, and this cannot 
be delivered in a timely fashion, the delay in resuming the 
work process results in losses for the company or institution, 
losses that can be significant at times. 

system administrators are in an increasing degree involved 
with the troubleshooting of solving many type of problems 
concerning the quality of service for the different 
applications!!]. 

According to [2] the common method to perform system 
administration is by accessing the remote system via network 
communication by means of client-server protocol. 

Remote access via network communication are identified 
as idol solution for performing system administration, 
irrespective of the administrator position. A fast, reliable and 
effective system administration services can be easily 
performed via remote connection. 



The aim of this work is to develop an administration 
system capable of performing many administrating and 
controlling services remotely in a hidden manner. Therefore 
the remotely PC does not recognize any activity has performed 
by the administrator PC. 

MPSA introduces new two advantages. The first one is 
implementing various important system administration and 
controlling remotely in an efficient and high speed 
performance, since the software depends on XML-RPC 
technique for managing the connection between server and the 
agents, in which the server performs services by calling 
specified procedure resides in the agents. The second 
advantage is introducing a portable client agent to work on 
different versions of Windows and Linux systems. 
II. RELATED WORKS 

Many efforts and application programs have been produced 
to facilitate the task of system administration. Machail, Craig 
and Janet presented NetReg program for remotely managing 
system registry for NT system[3]. This work can be used for 
specific system and perform limited system administration 
service. 

According to Anis, Mohammad and Haissam, many 
different remote administration tools exists in the market, each 
of which offers some features for system administration[4]. 
These tools differs in its capabilities and platform they 
support, for example GoToMyPC is a powerful tool work on 
different platform except Windows7 and does not support 
services for managing essential system parts such as process, 
resource. 

Sebastian and their partners suggested a new approach for 
system management services over a Wide Area Network 
(WAN) which performs easy selection and configuration of 
booting options for only Linux system[5]. 

Most of the previous works have used client-server 
approach to make a connection. This technique increases the 
network traffic loads. Moreover, the programs which have 
been introduced by previous work depends on client 
permission and works as foreground process. 

MPSA has been implemented to overcome the above 
problems by using XML-RPC and Python libraries in different 
modern platform. 
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III. Different Techniques were used for Remote 
Administration: 

This section presents different tools that had been used to 
administrate remote Linux and Windows systems and to 
access services for performing different tasks on the agents. 

A. XML-RPC 



As mentioned in [4] Remote Procedure Call (RPC) is a 
mechanism offers the capability of data exchange and 
invocation of functions residing in different process. That 
process can be on the same computer, on the local area 
network "LAN", or across the Internet. With RPC, essential 
program logic and related procedure code can exist on 
different computers, which is important for distributed 
applications. 

In this work XML-RPC, which is a set of specifications 
that allow software running on disparate operating systems, 
have been used for running in different environments to make 
procedure calls over the network[6], since a heterogeneous 
environment in terms of operating systems are used. 

B. WMI 

Windows Management Instrumentation (WMI) is a set of 
Windows Driver model that provides an operating system 
interface, it allows scripting languages like Python to manage 
Microsoft Windows personal computers, both locally and 
remotely [7]. It is the management framework available in 
recent Windows systems. WMI is built on the COM 
"Component Object Model" infrastructure and can thus 
operate remotely, using DCOM "Distributed COM" [8]. 

WMI had been used in this work to access Windows 
system parts and information. 

C. GTK 

GTK (GIMP Toolkit) was originally developed as a toolkit 
for the GIMP (General Image Manipulation Program). It is a 
set of functions that have been used in implementation of 
screen snapshot in Linux and Windows systems [9]. 

D. Python Libraries: 

Python has built-in support for the XML-RPC protocol and 
offers tools for implementing client-server applications 
without needing to install any additional packages. 

In this work, python have been used to develop server and 
agents programs working in different operating system. 

IV. System Administration Tasks: 
According to Eleen, the most important features/functions 
of the system administration are monitoring system activity, 
File management, system rebooting, and software monitoring 
[10]. This work implements an efficient and fast techniques 
to introduce a portable agent which contains all of these 
functions. The most important features which have been 
implemented by MPSA are described below: 

Process Administration 
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The ability to inspect a running process and control its 
execution is a basic requirement security tool may require 
controlling opportunities. This work offering new 
capability for process administration. It uses an efficient 
method to view hidden processes depending on keep 
tacking of /proc system file, which contains information 
about each process. Also the work implements a new 
method for process deletion to delete specified process 
and all its children in order to avoid creation of zombie 
processes. 

System Resources Monitoring & Performance 
Controlling: 



If system resources become too low, it can cause a lot 
of problems. The ability of resource monitoring can help 
to determine whether system is stable, or if some services 
need to be terminated or suspended temporarily 
depending on some criteria such as amount of CPU or 
memory usage, 
iii. File Systems Monitoring 

In any administration system, management files and 
directories represent an essential part. In this work, to 
manipulate files and directories, related system calls had 
been used in Linux and special API functions for 
Windows. The API functions and system calls provide 
complete control over the creation and maintenance of 
files and directories. 

iv. Desktop Screenshots 

A snapshot is the state of a system at a particular point 
in time. It can refer to an actual copy of the state of a 
system or to a capability provided by certain systems. 

Implementing desktop snapshot remotely could 
provide a appropriate means for monitoring user activity 
in the target machine in any given time and rapidly, 
v. Gathering System Information. 

One of the basic task of system administration is how 
to find general system information when the system is 
running, such as CPU usage, the amount of memory on a 
system and its usage, and the amount of available disk 
space and its usage. Some of these tasks are performed 
repetitively, at regular intervals. Other tasks need to run 
only once, 
vi. Port Scanning 

This feature helps the administrator to check the 
network ports on the clients and to check the ports statues 
with giving the administrator the ability to close any 
unauthorized port to protect the clients' computers. 
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V. The methodology of the Remote System 
Administration Model 



MPS A consists of two main components: 
administration server and administration agent. The 
following scenario is used by software components to 
perform MPSA tasks: XML-RPC had been used to 
communicate between server and the agents program so 
that the agent programs defines functions including the 
implementation, the parameters and interfaces. These 
functions performing system information gathering and 
applied system tasks when the server calls one of the 
functions by following the function interface. The 
function may return a value contains system information 
performed into a suitable data structure. Figure (1) 
rep resents a high-level components of MPSA softwa re . 



Administration Server 



Server Options 



Receiving and 

Managing 

Information 



Connecting and 

Requesting 

Process 



Sending Result 
Information 



5 



Connecting and 

Receiving 

Requests 



T 



Agent's Functions 



Administration Agent 



Figure (1) MPSA Main Components 

a. Administration Server: 

This part, which is responsible for controlling and 
managing all the clients agents, should be setup on the 
server computer. This part is responsible for detecting the 
opened network port among a range of IP addresses, 
which already had been specified for the clients 
computers in advance. When detecting an opened port for 
the target PC, the server performs checking operations to 
determine the type of operating system exists in the agent. 
The flowchart in figure (2) demonstrate the algorithm 
which is implemented by MPSA server program to 
administrate and control target system. 




Checking for System type in the target machine 



Connect to target PC 



Displaying Admin. Options 



Selecting Admin Service 



Using XML-RPC to Call Service's related 
function from selected Agent 



Display the results returned from the 
agent 




Figure (2) Administration Server 

b. Administration Agent 

MPSA's contains two agent programs to support 
system administration for different types of systems. 
These programs must be loaded by the administration for 
the first time, and be executed at system startup in Linux 
or Windows agent machines to make the agent system 
under administration. The server part will gather the 
information and pass operations and commands to be 
performed on the agent system using XML_RPC 
technique. On the other side agent program is responsible 
for performing the operations and passing back the 
resulted information to the server in the other side to be 
displayed. The flowchart in figure (3) demonstrate the 
algorithm which is implemented by MPSA agent program 
to perform tasks received from the server depending on 
agent system type. 



74 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



( start J 



Run Agent Program at Computer startup 



Waiting for connection from Server 



Receiving Function call from server 



Apply Service's Function that called by 
Server through XML-RPC 




Figure (3) Administrating Agent 
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• The agent's programs for different system performs 
their task in a high speed time as a result of using 
XML-RPC protocol for responding for server 
requests. 

• All tasks had been performed precisely on the target 
PC, and the system information and status are correct 
comparing to that obtained when using system tools 
such as task manager in Windows system or system 
manager in Linux system 

Figure (4) depicts the first interface for MPSA server 
which is used to check for opened ports for the target 
computers and get information for their system then connect 
to the selected computer to start administration procedures 
using options explained in table (1). 

From: 1 192.166.1.1 I To: 1 192.166.1.3 I Listening 



chose IP Address from the List of IP address then select connect: 
List of IP Address 



«^— 


Port 


O.S 


192. 168. 1.1 


Closi* 


Unkonwn 


192.168.1.2 


Open 


Windows 


192.168.1.3 


Open 


Linux 



Figure (4) MPSA Server First Interface Window 
Table (1) MPSA's Options 



VI. Experiments and Discussion 

MPSA software implements remote system controlling 
and administration on different operating systems: Linux and 
Windows using Python language with different programming 
libraries such wxPython for performing software GUI, GTK, 
and WMI to manage many system parts in each of Linux and 
Windows. XML-RPC technique is used to exchange 
information between software parts. 

MPSA software was tested successfully in the University 
of Mosul/Computer Sciences Dept. lab contains 5 computers. 
The first one was used as administration server working in 
Linux system with Ubuntu distribution, version 10.4. the 
others are used as agents working in Linux Ubuntu 10.4, 
Linux Mentl2, Windows XP SP2, and Windows7. The 
results have shown efficiency in performance and speed in 
performing tasks on the target PC. 

The most effective and powerful results are: 

• It works efficiently on many types of systems such 
as: Windows with different versions (XP and 7) and 
Linux with various distributions and versions. 

• Administration and controlling operations, that 
applied in the target PC did not appear any activity or 
be recognized from the agent user. 



Main Option 


Sub-Option 


Function 


Sys. Info. 


CPU 


Displays 
processor info. 


RAM 


Displays memory 
info. 


OS 


Displays OS info. 


Process 
Admin. 


Hidden 
Process 


Shows all hidden 
process 


All Process 


Shows all process 


Kill 


Terminates 
specified process 


Suspend 


Suspends 
specified process 


Resume 


Resumes 
suspended process 


Sys. Status 


CPU 


CPU Percentage 
usage 
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RAM 


RAM percentage 
usage 


Processes 


No. of running, 
blocked processes 


Btime 


time at which the 
system booted 


Disk 
Partitions 


Disk partition 
usage & free 


Packages 




List of installed 
applications 


Browser 




File manager 


Snapshot 




get screen shot 


Port Scan 




List of open ports 


Sys. Boot. 


Shut Down 




Restart 





The following figure represents administration server's 
options interface. 



System info, process Admin. I sys. status I package I Browser ' snapshot port scan ' sys. boot 

Hardware:- 



Computer Name: abbas-laptop 

Kernal: Linux 2.6.32-21-generic 

Memory: 1247.18359375 MB 

Process: Intel(R) Celeron(R) M processor 

Processor Used is:- 15 % 
Memory Used is:- 20 % 

Miscellaneous kernal statistics: 

btime: 1329725739 

processes: 1564 

procsrunning: 1 

procs_blocked: 
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system. 
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Abstract — Biometric time and attendance system is one of the 
most successful applications of biometric technology. One of the 
main advantage of a biometric time and attendance system is it 
avoids "buddy-punching". Buddy punching was a major 
loophole which will be exploiting in the traditional time 
attendance systems. Fingerprint recognition is an established 
field today, but still identifying individual from a set of enrolled 
fingerprints is a time taking process. Most fingerprint-based 
biometric systems store the minutiae template of a user in the 
database. It has been traditionally assumed that the minutiae 
template of a user does not reveal any information about the 
original fingerprint. This belief has now been shown to be false; 
several algorithms have been proposed that can reconstruct 
fingerprint images from minutiae templates. In this paper, a 
novel fingerprint reconstruction algorithm is proposed to 
reconstruct the phase image, which is then converted into the 
grayscale image. The proposed reconstruction algorithm 
reconstructs the phase image from minutiae. The proposed 
reconstruction algorithm is used to automate the whole process of 
taking attendance, manually which is a laborious and 
troublesome work and waste a lot of time, with its managing and 
maintaining the records for a period of time is also a burdensome 
task. The proposed reconstruction algorithm has been evaluated 
with respect to the success rates of type-I attack (match the 
reconstructed fingerprint against the original fingerprint) and 
type-II attack (match the reconstructed fingerprint against 
different impressions of the original fingerprint) using a 
commercial fingerprint recognition system. Given the 
reconstructed image from our algorithm, we show that both types 
of attacks can be effectively launched against a fingerprint 
recognition system. 



Keywords — Fingerprint Reconstruction, attendance management 
system, Minutiae Extraction 

I. Introduction (Heading 1) 

Fingerprint reconstruction is one of the most well- 
known and publicized biometrics. Because of their uniqueness 
and consistency over time, fingerprints have been used for 
identification over a century, more recently becoming 



automated due to advancements in computed capabilities. 
Fingerprint reconstruction is popular because of the inherent 
ease of acquisition, the numerous sources (e.g. ten fingers) 
available for collection, and their established use and 
collections by law enforcement and immigration. 

Minutiae-based fingerprint matching algorithm [1] 
has been proposed to solve two problems: correspondence and 
similarity computation. For the correspondence problem, use 
an alignment-based greedy matching algorithm to establish the 
correspondences between minutiae. 

Cryptographic techniques are being widely used for 
ensuring the secrecy and authenticity of information. Although 
several cryptosystems have proven security guarantees (e.g., 
AES and RSA), the security relies on the assumption that the 
cryptographic keys are known only to the legitimate user. 
Maintaining the secrecy of keys is one of the main challenges 
in practical cryptosystems. However, passwords can be easily 
lost, stolen, forgotten, or guessed using social engineering and 
dictionary attacks. Limitations of password-based 
authentication can be alleviated by using stronger 
authentication schemes, such as biometrics. Biometric systems 
establish the identity of a person based on his or her 
anatomical or behavioral traits, such as face, fingerprint, iris, 
voice, etc. Biometric authentication is more reliable than 
password-based authentication because biometric traits cannot 
be lost or forgotten and it is difficult to share or forge these 
traits. Hence, biometric systems offer a natural and reliable 
solution to the problem of user authentication in 
cryptosystems. 

Reliable information security mechanisms are 
required to combat the rising magnitude of identity theft in our 
society. While cryptography is a powerful tool to achieve 
information security, one of the main challenges in 
cryptosystems is to maintain the secrecy of the cryptographic 
keys. Though biometric authentication can be used to ensure 
that only the legitimate user has access to the secret keys, a 
biometric system itself is vulnerable to a number of threats. 
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A critical issue in biometric systems is to protect 
the template of a user which is typically stored in a database or 
a smart card. The fuzzy vault construct is a biometric 
cryptosystem that secures both the secret key and the 
biometric template by binding them within a cryptographic 
framework. In [2], fuzzy vault scheme has been proposed 
based on fingerprint minutiae. Since the fuzzy vault stores 
only a transformed version of the template, aligning the query 
fingerprint with the template is a challenging task. We extract 
high curvature points derived from the fingerprint orientation 
field and use them as helper data to align the template and 
query minutiae. The helper data itself do not leak any 
information about the minutiae template, yet contain sufficient 
information to align the template and query fingerprints 
accurately. Further, we apply a minutiae matcher during 
decoding to account for nonlinear distortion and this leads to 
significant improvement in the genuine accept rate. The 
performance improvement can be achieved by using multiple 
fingerprint impressions during enrollment and verification. 

Because of the stability and uniqueness, fingerprint is 
widely used in biometric identification. The matching method 
is one of the most crucial technologies in the Automated 
Fingerprint Identification System (AFIS). Whether two 
fingerprints are matched relies on the similarity measure 
between the effective features of them. There are mainly two 
kinds of features used in fingerprint matching: local features 
and global features. Two most prominent local ridge 
characteristics, called minutiae, are ridge ending and ridge 
bifurcation. Minutiae are the most widely used features in the 
matching process. 

The performance of Automated Fingerprint 
Identification System (AFIS) is highly defined by the 
similarity of effective features in fingerprints. Minutia is one 
of the most widely used local features in fingerprint matching. 
In [3], proposes two global statistical features of fingerprint 
image, including the mean ridge width and the normalized 
quality estimation of the whole image, and proposed a novel 
fingerprint matching algorithm based on minutiae sets 
combined with the global statistical features. The algorithm 
proposed in this paper has the advantage of both local and 
global features in fingerprint matching. It can improve the 
accuracy of similarity measure without increasing of time and 
memory consuming. 

The non-linear distortion in the fingerprint images 
makes it very difficult to handle matching as it changes the 
geometrical position of the minutiae points. The regions, that 
are affected, shift the geometry of the minutiae and hence pose 
a potential threat to acceptance of a genuine match. The 
distortion is due to the pressure applied on the scanner, the 
static friction, the skin moisture, elasticity, and rotational 
effects, which occur during the acquisition. The level of 
distortion increases from the center towards the outer regions. 
The existing approaches for fingerprint matching are: 
minutiae-based, and correlation-based. The former has several 
advantages over the latter such as lower time complexity, 
better space complexity, less requirement of hardware etc. 
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The uniqueness of a fingerprint is due to unique 
pattern shown by the locations of the minutiae points- 
irregularities of a fingerprint-ridge endings, and bifurcations. 
A novel minutiae-based approach [4], has been proposed to 
match fingerprint images using similar structures. Distortion 
poses serious threats through altered geometry, increases false 
minutiae, and hence makes it very difficult to find a perfect 
match. This algorithm divides fingerprint images into two 
concentric circular regions - inner and outer - based on the 
degree of distortion. The algorithm assigns weight ages for a 
minutiae-pair match based on the region in which the pair 
exists. The algorithm has two stages. In the first stage, the 
minutiae points are extracted, and in the second stage, the 
aligning and the matching of the fingerprint images are done. 
The algorithm is designed to reduce time taken in aligning, 
immediately after the calculation of the binary image. 

Recent advances in automated fingerprint 
identification technology, coupled with the growing need for 
reliable person identification have resulted in an increased use 
of fingerprints in both government and civilian applications 
such as border control, employment background checks, and 
secure facility access. In [5], Quadratic differentials naturally 
define analytic orientation fields on planar surfaces. This 
method proposed model orientation fields of fingerprints by 
specifying quadratic differentials which is used for reliable 
person identification. Models for all fingerprint classes such as 
arches, loops and whorls are laid out. These models are 
parameterized by few, geometrically interpretable parameters 
which are invariant under Euclidean motions. Potential 
applications of these models are the use of their parameters as 
indices of large fingerprint databases, as well as the definition 
of intrinsic coordinates for single fingerprint images. The 
accuracy of models is still challenging task for arches. 

General characteristics of the fingerprint emerge as 
the skin on the fingertip begins to differentiate. Fingerprint 
recognition systems have the advantages of both ease of use 
and low cost. Because among various biometric identifiers, 
such as face, signature, and voice, the fingerprint has one of 
the highest levels of distinctiveness and performance and it is 
the most commonly used biometric modality. Haiyun Xu et. 
al., [6], proposed a novel method to represent minutiae set as a 
fixed-length feature vector, which is invariant to translation, 
and in which rotation and scaling become translations, so that 
they can be easily compensated for recognition. These 
characteristics enable the combination of fingerprint 
recognition systems with template protection schemes that 
require a fixed-length feature vector. This method introduces 
the concept of algorithms for two representation methods: the 
location-based spectral minutiae representation and the 
orientation-based spectral minutiae representation. Both 
algorithms are evaluated using two correlation-based spectral 
minutiae matching algorithms. The performance can be 
improved by using a fusion scheme and singular points. The 
spectral minutiae representation overcomes the drawbacks of 
the minutiae sets, thus broadening the application of minutiae- 
based algorithms. The minutiae extractor is not reliable it 
affects the efficiency of spectral minutiae representation. 
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Automated Fingerprint Identification Systems 
(AFISs) have played an important role in many forensics and 
civilian applications. There are two main types of searches in 
forensics AFIS: ten print search and latent search. In ten print 
search, the rolled or plain fingerprints of the 10 fingers of a 
subject are searched against the fingerprint database of known 
persons. In latent search, a latent print developed from a crime 
scene is searched against the fingerprint database of known 
persons. Latent Fingerprint matching [7], propose a system for 
matching latent fingerprints found at crime scenes to rolled 
fingerprints enrolled in law enforcement databases which 
overcomes the difficulties in poor quality of ridge impressions, 
small finger area, and large nonlinear distortion. In addition to 
minutiae, extended features are also used including 
singularity, ridge quality map, ridge flow map, ridge 
wavelength map, and skeleton. In order to evaluate the relative 
importance of each extended feature, these features were 
incrementally used in the order of their cost in marking by 
latent experts. The matching accuracy should be improved. 

Despite tremendous progress made in automatic 
fingerprint identification systems, matching incomplete o 
partial fingerprints such as latent prints remains a critical 
challenge today. Existing partial fingerprint algorithms 
concentrate on improving the accuracy of one-to-one matching 
based on local ridge details However, the performance of one- 
to-one matching depends on image quality as well as the 
number of high-level features detectable in the partial 
fingerprint segments. These ad hoc algorithms are designed on 
the basis of more delicate one-to-one comparisons. When used 
in one-to-many applications, they generally assume sequential 
matching or that the candidate list for such matching has 
already been established. However, sequential matching is 
not efficient for large-scale identification, which can involve 
thousands or millions of records in the target database, and 
retrieving a short and reliable list of candidates for matching is 
difficult in practice. An innovative method [8], propose an 
analytical approach for reconstructing the global topology 
representation from a partial fingerprint. Analytical approach 
solves the problem of retrieving candidate lists for matching 
partial fingerprints by exploiting global topological features. 
First, an inverse orientation model for describing the 
reconstruction problem is presented. Then, a general 
expression for all valid solutions to the inverse model is 
provided. This allows us to preserve data fidelity in the 
existing segments while exploring missing structures in the 
unknown parts. Further developed algorithms for estimating 
the missing orientation structures based on some a priori 
knowledge of ridge topology features are described. The 
statistical experiments show that the proposed model-based 
approach can effectively reduce the number of candidates for 
pair wised fingerprint matching, and thus significantly 
improve the system retrieval performance for partial 
fingerprint identification. 

Fingerprint matching systems generally use four 
types of representation schemes: grayscale image, phase 
image, skeleton image, and minutiae, among which minutiae- 
based representation is the most widely adopted one. It has 
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been traditionally assumed that minutiae template does not 
retrieve any information about original fingerprint. In [9], 
three levels of information about the parent fingerprint can be 
elicited from a given minutiae template: the orientation field, 
the fingerprint class, and the friction ridge structure. The 
orientation estimation algorithm determines the direction of 
local ridges using the evidence of minutiae triplets. The 
estimated orientation field, along with the given minutiae 
distribution, is then used to predict the class of the fingerprint. 
Finally, the ridge structure of the parent fingerprint is 
generated using streamlines that are based on the estimated 
orientation field. Line Integral Convolution is used to impart 
texture to the ensuing ridges, resulting in a ridge map 
resembling the parent fingerprint. But the visual appearance of 
reconstructed fingerprint is not accurate. 

The location, position, as well as the type and quality 
of the "minutiae" are factors taken into consideration in the 
template creation stage. A minutiae-based template did not 
contain enough information to allow the reconstruction of the 
original fingerprint. A novel approach [10], is proposed to 
reconstruct fingerprint images from standard templates and 
examines to what extent the reconstructed images are similar 
to the original ones. The efficacy of the reconstruction 
technique has been assessed by estimating the success chances 
of a masquerade attack against nine different fingerprint 
recognition algorithms. The experimental results show that the 
reconstructed images are very realistic and that, although it is 
unlikely that they can fool a human expert, there is a high 
chance to deceive state-of-the-art commercial fingerprint 
recognition systems. 

The fingerprint recognition system is used for 
person authentication and identification in industries and many 
commercial appliances. The fingerprint recognition does not 
have the efficiency in the case of fake fingerprints which 
extracts minutiae from templates. The compactness of 
minutiae representation has created an impression that the 
minutiae template does not contain sufficient information to 
allow the reconstruction of the original grayscale fingerprint 
image. In [11], a novel fingerprint reconstruction algorithm is 
proposed to reconstruct the phase image, which is then 
converted into the grayscale image. Reconstruction algorithm 
not only gives the whole fingerprint, but the reconstructed 
fingerprint contains very few spurious minutiae. A fingerprint 
image is represented as a phase image which consists of the 
continuous phase and the spiral phase. The proposed 
reconstruction algorithm has been evaluated with respect to 
the success rates of type-I attack and Type II attacks using a 
commercial fingerprint recognition system. Reconstruction 
algorithm should be modified in order to apply the important 
problems of latent fingerprint restoration. The proposed 
reconstruction algorithm is used to automate the whole process 
of taking attendance, manually which is a laborious and 
troublesome work and waste a lot of time, with its managing 
and maintaining the records for a period of time is also a 
burdensome task. 
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II. 



Attendance Management System 
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SYSTEM ARCHITECTURE 



Attendance management system is one of the most 
successful applications of biometric technology. With 
the integration and use of biometric technology getting 
simpler, many institutions are venturing down the 
biometric road to verify the time and attendance of their 
students and staffs. 
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Figure 1 Attendance Management System(AMS) 



III. Related work 



In this system the fingerprint is taken as an input for 
attendance management and it is organized into the following 
modules Pre-processing, Minutiae 
Extraction,Reconstruction,FingerprintRecognition, 
Report generation 




Fig 2.DFD for Attendance Management System 
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IV. Preprocessing 
There are two steps in Pre-processing 
Step 1: Segmentation 
Step 2: Normalization 

1 Segmentation 

Image segmentation separates the foreground regions 
and the background regions in the fingerprint image. 
Segmentation is a process by which can discard these 
background regions, which results in more reliable 
extraction of minutiae points. 

2 Normalization 
Normalization is a process of standardizing the 
intensity values in an image so that these intensity 
values lie within a certain desired range. 

It can be done by adjusting the range of grey-level 
values in the image. 

Load Fingerprint Image Enhancement by histogram Equalizatior 




Fig 3 Result of histogram equalization (a) original image (b) After histogram 
equalization 
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V. Minutiae Extraction 



(IJCSIS) International Journal of Computer Science and Information Security, 

Vol. 10, No. 3, March 2012 
Fingerprint Recognition Systei 



Minutiae points are extracted from composite phase 
image of fingerprint image which is obtained by 
adding spiral phase to the continuous phase. 



Adaptive Binarization after FFT 




Fig 4 Result of Minutiae Extraction 



VI. Fingerprint Reconstruction 
There are two steps in reconstruction 

Orientation Field Reconstruction 

• An orientation field reconstruction algorithm that can 
work even when only one minutia is available. 

• The image is divided into non overlapping blocks of 
8x8 pixels and an orientation value is computed for 
each foreground block. 



Phase Reconstruction 

• The continuous phase has been reconstructed at all of 
the foreground blocks by estimating the phase offset 
value. 

• The reconstructed phase image validates the minutiae 
points and eliminates spurious minutiae. 



VII. Fingerprint Recognition 
Fingerprint is recognized if the reconstructed 
fingerprint matches with the original fingerprint. 



Minutia 




Fig 5 Result of Minutiae Matching 



VIII. Result 
The report will be generated with Roll number of the 
matched fingerprint and stored in an attendance 
system. 
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IX. Conclusion 
The proposed system will make way for perfect 
management of students and staff attendance and 
produce more accuracy 
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Abstract — Mobility models or the movement patterns of 
nodes communicating wirelessely, play a vital role in the 
simulation-based evaluation of vehicular Ad Hoc 
Networks (VANETs). Even though recent research has 
developed models that better corresponds to real world 
mobility, we still have a limited understanding of the 
level of the required level of mobility details for 
modeling and simulating VANETs. In this paper, we 
propose a new mobility model for VANETs that works 
on the city area and map the topology of streets and 
behavior of vehicles at the intersection of roads. Our 
model change the speed of nodes after some specific 
distance in accordance to neighboring nodes that is 
according to a desity of nodes, so that this will lead to a 
realistic situation on the roads. Our model accounts the 
various characteristics of VANETs such as traffic lights, 
acceleration/deceleration due to nearby vehicles, 
attraction points where maximum numbers of vehicle 
tends to go. Using the real and controlled map of street, 
we compare our mobility model with the random 
direction mobility model. Our result demonstrates that 
probability of link availability in VANETs is more 
sensitive to the vehicles waiting at intersections and 
acceleration/deceleration of vehicles. We also found that 
probability of link availability suffers at the intersection 
of the roads; because of some nodes cross the signal 
continue movement in horizontal direction while some 
nodes change the direction of traveling to vertical. 

Keywords- Vehicular Ad Hoc Network (VANETs), 
Mobile Ad Hoc Network (MANETs). 



I. INTRODUCTION 

Ad hoc network is a collection of wireless mobile 
nodes without any fixed base station infrastructure 
and centralized management. Each node acts as both 
host and router, which moves arbitrarily and 
communicates with each other via multiple wireless 
links. It is a multi-hop wireless network, where 



packets need to pass through several nodes to reach 
destination [2]. Vehicular Ad Hoc Network 
(VANETs) are a special case of Mobile Ad Hoc 
Network (MANETs) and consist of a number of 
vehicles traveling on urban streets capable of 
communicating with each other without fixed 
infrastructures. VANETs are expected to benefit 
safety applications, gathering and disseminating real- 
time traffic congestion and routing information, 
information services Such as transparent connection 
to internet etc [3]. 

One critical aspect of VANETs simulation is the 
movement pattern of vehicles, also called mobility 
models. Mobility model determine the location of 
nodes in the topology at any given instant, which 
strongly affects network connectivity and throughput 
[5], There are several mobility models such as 
random pattern, graph constrained commonly used in 
popular wireless simulators such as ns2 [16] by 
VANET researchers [4]. But one problem with these 
models is that they ignores some critical aspects of 
the real world traffic such as queuing of vehicles at 
road intersection, traffic lights and traffic signs, 
acceleration and deceleration according to neighbor 
vehicles. Mobility models should reflect as possible 
as the real behavior of vehicular traffic on the road 
[1]. In this paper, we propose a new mobility model, 
which in corporates important features of mobility 
model on the road, such as presence of traffic light on 
the road, node movement is restricted to the road 
structure and speed changes in accordance to the 
neighboring vehicle. 

The rest of paper is organized as follows: 
section 2 describes some currently used mobility 
models and some tools for generation of mobility 
models. Section 3, describes our proposed mobility 
model and simulation of our model. Finally Section 4 
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concludes the paper. 

H. MOBILITY MODEL OVERVIEW 
Mobility model reflects the behavior of the nodes 
throughout the simulation time. It shows how the 
nodes change their speed and direction in 
accountancy to the neighboring vehicles and 
according to the traffic rule. Following are some 
important factors those affect the mobility of nodes in 
VANETs. 

□ Street structure: Streets force nodes to 
confine their movements to well-defined 
paths. This constrained movement pattern 
determines the spatial distribution of nodes 
and their connectivity. Streets can have 
either single or multiple lanes and can allow 
either one-way or two-way traffic. 

□ Block size: A city block can be considered 
the smallest area surrounded by streets. The 
block size determines the number of 
intersections in the area, which in turn 
determines the frequency with which a 
vehicle stops. 

□ Traffic control mechanisms: The most 
common traffic control mechanisms at 
intersections are stop signs and traffic lights. 
These mechanisms result in the formation of 
clusters and queues of vehicles at 
intersections and subsequent reduction of 
their average speed of movement. 

□ Interdependent vehicular motion : Movement 
of every vehicle is influenced by the 
movement pattern of its surrounding 
vehicles. 

□ Average speed: The speed of the vehicle 
determines how quickly its position changes, 
which in turn determines the rate 

of network topology changes. 

Whenever a mobility model is designed for 
VANETs, that model should consider the factors 
that affect the mobility of node. These types 
based on the number of nodes considered while 
designing the model and the way mobility 
information is stored. 

2.1 Trace based mobility model 

This type of model [6] is suitable to emulate 
the real scenarios in MANET and VANET. Traces 
describe the movement of vehicles throughout the 
simulation. Traces are the best information to find the 
mobility patterns of node, if we have traces of long 
period and involvement of many participants. Traces 
reflect the movement histories of the nodes in the 
network. We can expect mobility patterns provided 
by them lead to realistic mobility modeling. But the 
VANET applications are not widely deployed; there 
are fewer traces for evaluation. Another issue related 
to traces is, the nature of network is decentralized and 



difficult to collect the real time traces of all the 
nodes. Following section describe mobility models 
that generate the trace file, contain the traces of 
vehicles movement. 

2.7.7 Mobility model generator for Vehicular Network 
(MOVE): Mobility model generator for Vehicular 
Network (MOVE) [12] facilitates users to rapidly 
generate realistic mobility models for VANET 
simulation with a visualization property. This model 
works with another micro-simulator traffic model, 
called SUMO [13]. MOVE model consists of two main 
components: Map Editor and Vehicle Movement Editor. 
Map Editor is used to create the road topobgy, which is 
either created by manually, automatically or by 
importing the maps from databases such as TIGER 
((Topologically Integrated Geographic Encoding and 
Referencing). The Vehicle Movement Editor used for 
the generation of vehicle movement. The output of 
MOVE is a mobility trace file which contains the 
information on vehicle movement that can be used by 
network simulator. All the parameter configuration of 
vehicle movement is done in a static way. This model 
does not consider micro - mobility features . 
2.7.2 Street Random Waypoint (STRAW): Street 
Random Way point (STRAW) is a tool [14] that 
generates the mobility patterns with extraction of urban 
topobgies from the TIGER database. It supports for the 
micro - mobility features of models. STRAW 
implements a complex intersection management using 
traffic lights and traffic signs. Due to this characteristic, 
vehicle shows a more realistic behavior when reaching 
at intersecthn. It includes a traffic control mechanisms 
that force drivers to follow deterministic admission 
control protocol when encountering intersection. 
Drawback of STRAW model is it does not give details 
about the traffic flows. Also it does not specify the lane 
changing behavior. 
2.2 Entity mobility model 

Entity mobility model represents mobile 
node as a random entity which moves randomly over 
the observed area, where speed and directions of 
node independent with the neighboring nodes. 
2.2.7 Random Walk mobility mode: Random Walk 
mobility model is Entity mobility model, in which 
mobile node moves from its current location to a new 
location by randomly choosing a direction and speed 
in which to travel [4]. The new speed and direction 
are both chosen from pre-defined ranges, respectively 
[min-speed,max-speed] and [0,2*pi] respectively. 
Each movement in the Random Walk Mobility 
Model occurs in either a constant time interval T or a 
constant traveled distance, at the end of which a new 
direction and speed are calculated. 
2.2.2 Random way point model: In Random way point 
model [7], mobile nodes move randomly and freely 
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without any restrictions. In this model, the destination, 
speed and direction all are chosen randomly and 
independent of other nodes. The fraction of nodes in 
network remains static for the entire simulation time. 
The velocity of node is uniformly chosen at random 
from the interval [Vmin, Vmax]. The node moves 
towards destination with a velocity v. When it reaches 
to destination, it remains static for the predefined pause 
time and moving again according to same rule. The 
mobility behavior of nodes very much depends on the 
pause time and maximum speed of nodes. The 
parameters to describe a simulation setup of model are 
Size and shape of the deployment region Q, initial 
spatial node distribution rint (x), static parameter ps, 
with 0< ps<l, Probability density function fTp (tp) of 
pause time, Minimum and maximum speed : < Vmin 
< Vmax 

The components of node distribution fx(x) is 

composed of three distinct components as shown in 

equation. (fx(x)=fs(x)+fp(x)+fm(x) ...(1) 

2.2.3 Gauss Markov model: Random way-point 

model generates speed and direction of nodes 
independent on previous history. It directly selects 
speed and direction from its predefined range, so this 
can create a sudden stop and sharp turn problem 
Gauss Markov model [8] first calculates the speed 
and direction of movement for each node. Then 
nodes move with the calculated speed and direction 
for a period. After that period similar movements 
begins again. The time that is used in the movement 
in each interval before the change in speed and 
direction, is constant. The current speed and direction 
related to the previous speed and direction shown by 
equation (2) and (3). 

□ s n = a sn .i +(l-a) * s + (l-<x2) * s xn .i54 
D d n = a dD .i + (l-a)*d+(l-a2)* s dn ., l A 

Where, s n and d n are the values of speed and 
values of speed and direction for movement in the 
period time n-1, a is the constant value in the range 
[0, 1], s and d are constants representing the mean 
speed and direction, a sn _i and <Xdn-i are variables from 
a Gaussian distribution. Gauss Markov model 
overcomes sudden stop and shaip turn problems of 
Random way point model [7]. 

2.2.4 Random direction mobility model: Random 
direction mobility model is, besides the random 
waypoint model, probably the most widely used 
model. This model considers individuals moving on 
straight walk segments with constant speed and 
optional pauses between the walk segments. In this 
model each node alternates periods of movement 
(move phase) to periods during which it pauses 
(pause phase) [10]; at the beginning of each move 



phase, node independently selects its new direction 
and speed of movement. Speed and direction are kept 
constant for the whole duration of node move phase. 
2.3 Group Mobility model 

Entity mobility models represent multiple 
mobile nodes whose actions are completely 
independent of each other. In an ad hoc network, 
however, there are many situations where it is 
necessaiy to model the behavior of mobile nodes as 
they move together. For example, a group of soldiers 
in a military scenario may be assigned the task of 
searching a particular plot of land in order to destroy 
land mines, capture enemy attackers. In order to 
model such situations, a group mobility model is 
needed to simulate this cooperative characteristic. In 
this section, we present reference group mobility 
models . 

Reference Point Group Mobility model: The 
Reference Point Group Mobility model represents the 
random motion of a group of mobile nodes as well as 
the random motion of each individual mobile node 
within the group. Group movements are based upon 
the path traveled by a logical center for the group. It 
is used to calculate group motion via a group motion 
vector, GM. The motion of the group center 
completely characterizes the movement of this 
corresponding group of mobile nodes, including their 
direction and speed. Individual mobile nodes 
randomly move about their own pre-defined 
reference points whose movements depend on the 
group movement [11]. As the individual reference 
point move from time t to t+1, their locations are 
updated according to the group's logical center. Once 
the updated reference group points, RP (t+1) are 
(2£alculated, they are combined with a random vector, 
(3JHV1, to represent the random motion of each mobile 

diraatasfoeirtriteiffidMdilhi psfBOiiiiaeipajrsViTdiiej Iiy3ig4te the 
of RM is uniform distributed within a specified 
radius centered at RP (t+1) and its direction is 
uniformly distributed between and Pi. 

3. PROPOSED MOBILITY MODEL 

3.1 Our proposed model 

We develop our model by considering the 
real scenarios on the roads. We consider several 
parameters of real traffic situation on the roads of 
city. The parameters attraction point, speed variation, 
traffic light are considered. We change the speed of 
nodes after some specific distance according to the 
density of the nodes. We model the signal based on 
the horizontal traffic time stamps and vertical traffic 
time stamps. 
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Attraction point: In real scenarios, vehicles do not 
move randomly from one point to another. They used 
to set some fixed destination to reach. We consider 
this fact in our proposed model. Vehicles generally 
move in deterministic way. Whenever vehicles enter in 
the city, they not always move in straight line. They 
may change their direction of movement to a specific 
point according to the importance of that point. Suppose 
if the vehicle rider is a student, then he will definitely 
move to the college road. Like this if vehicle rider want 
to go restaurant, he will move to the restaurant road. 
Users move in group's towards the attraction points. 
More number of nodes will be around the most 
attractive point compare to less attractive. 

In our model we have modeled the attraction 
point as the function of probability value at signaling 
point. In our model, each vehicle has assigned some 
probability values whenever they enter in the 
simulation area according to their attraction behavior. 
The checking of the probability value is done at the 
signaling point. 

Speed variation: Generally whenever vehicles enter 
in the simulation area as city area in our proposed 
model, their speed do not remains constant 
throughout the simulation time and area. The speed 
of vehicle is changes in according to the neighboring 
vehicles, traffic lights, street layout, and pedestrian 
movement. 

In our proposed model, we change the speed 
of the vehicle after some specific distance. So it gives 
a scenarios that a vehicle changes its speed in 
according to the neighboring vehicles . So when any 
vehicle comes closer to already moving vehicle 
for the overtaking, the moving vehicle will decrease 
the speed for some time and overtaking node will 
increase the speed at that time. This speed variation 
parameter will increase the realism of our proposed 
model. 

Traffic light: Traffic light is for the management of 
intersection on the roads. In our proposed model, we 
have modeled the traffic light as a coordinated traffic 
light. For that first consider the single horizontal lane. 
The light turns green in such a manner that only 
traffic along the single lane cross the intersection 
simultaneously. Vehicles that need to turn left will go 
directly. We have modeled the signal in such that 
when the traffic light turns red, the vehicles that need 
to cross the signal will wait other vehicle directly 
take turn. 

Simulation area: In our proposed model, we have 
considered the area of city for the deployment of our 
model. In that vehicles enter the simulation area on 
the left side of the road. A vehicle then moves 
towards the right direction with speed range from 
5m/s to 25m/s. There are traffic lights at the 



intersection point, to handle the traffic in both the 
direction. 

Node movement: At the beginning, the nodes are 
distributed along the starting points of the horizontal 
and vertical lane. Nodes are allowed to move only 
through the predefined paths. Node knows the 
distance from the origination point or arriving point 
of traffic to the signaling point. The nodes have 
assigned probability values according to their point 
of interest. Each node calculates the time required to 
reach at signal. The traffic signal is modeled on the 
time stamp basis. At the signal, each node checks its 
next direction of movement according to the 
probability value and attraction point, i.e. destination 
point. 
3.2 Operation of proposed mobility model 

In this section, we describe algorithmof movement 
of mobile nodes of proposed mobility model. 
Initially, all nodes start from the initial point on the 
road and moves up to the boundary of the simulation 
area. 

1. Define all the necessary variables signal 
time, signal coordinates, number of nodes, 
area of simulation, TURN. 

2. Do for all nodes, from 1 to n, where n is 
number of nodes in the simulation. 

3. Node movement starts from initial point 
towards the boundary of simulation area in 
both directions horizontal and vertical. 

4. Set distance after which the node speed will 
change to 15m and speed of node= random 
value between {5m/s and 25m/s }. 

a. Calculate the time required to 
travel given dist by the formula, 
time=dist/speed. 

b. Add time and dist to the total time 
and total distance of the node 
respectively. 

5. If node_distance==signal, then 

Check the time of signal and the probability 
value of node. 

If signal_time==node_time (that means 
signal is red) and probability value! = TURN. 
Then wait for the remaining time till the 
signal turns green and go to step 8. 
Otherwise, cross the signal without waiting. 
And take the turn and go in upward direction 
without stopping at signal and go to step 8. 

6. Continues the nodes movement and go to 
step 5. 

7. While (end of simulation area). 
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8. Take a movement for other nodes and go to 
step 2. 

9. While (number of nodes) 

10. End 

11. Now distance matrix contains the time and 
distance values for nodes. 

12. Take the values fromthe distance matrix. 

13 Calculate the probability of link availability 
and average number of neighbors per node. 

14 Compare these values with random 
waypoint, gauss Markov, random direction 
and city section models. 

15 Show the results . 



3.3 Comparison of mobility model 
Table 1 



Features 


Random waypoint 
model 


Our model 


Horizontal 
and vertical 
lane 


No horizontal and 
vertical lane, nodes are 
move randomly around 
simulation area. 


Horizontal and 
vertical lane present, 
which shows the road 
of the city. 


Cross point 


No cross point 


Cross points are 
present, show the road 
intersection. 


Attraction 
point 


No attraction point 


Check the probability 
of the nodes. 


Speed 
variation 


Constant for some 
time interval 


Change after some 
specific distance. 



Table 1 shows broadly the comparison between our 

proposed mobility model and random waypoint 

model. 

3.5 Simulation results 

We performed simulation using the 
MATLAB. All nodes position is shown by their x 
and y coordinate values. We are not taking into 
account the third dimension (z- direction) of position. 
So nodes are assumed to move in two dimensional 
planes all the time. All nodes initialized by their 
initial position and make them travel to a specified 
destination point. Simulation parameters are shown in 
the table 2. 

A. Varying number of nodes 
This section compares the mobility models with 
different number of nodes in 800mX800 road 
topology. Figure 1 compares our proposed mobility 
model with random direction models with 20 
numbers of nodes. 

The results indicate that probability of link 
availability is higher at the initial time of simulation 
and it is gradually decreases as time passes i.e. as 



node moves towards the end of simulation area and 
time for the random direction mobility model. This is 
because of each node takes random direction 
independent on the previous node and that direction is 
not restricted to the particular road topology. But in our 
proposed model, the probability of link availability 
decreases only at the signaling point and probability 
value remains high for rest time of simulation. This 
Table 2 



Parameter 


Values 


Simulation time 


100 seconds 


Number of nodes 


10,20,30,40,50,75 


MATLAB version 


MATLAB 7.8.0.347 


Mobility model characteristics 


Horizontal and vertical lanes. 


popularity of attraction points 


Randomly assigned between 
tol. 


MAXSPEED 


25 m/s. 


MINSPEED 


5 m/s. 


Distance after that speed 
changes 


10m, 15m. 


Mobility model 


Our proposed model and 
Random direction model. 



would give the actual situation on the roads. 
When we increase the number of nodes from 20 to 
30, the figure 2 shows the results. The results indicate 
that, there is improvement in the probability of link 
availability. This is due to the increase in the density 
of nodes. 

B. Behavior of our mobility model with varying 
number of nodes. 

Case 1: This section shows the behavior of our 
proposed mobility model, by varying the number of 
nodes, while keeping the speed constant between 
5m/s to 25m/s. The figure 3 shows the results. The 
results indicate that the probability value increases 
with the increase in the number of nodes in the 
simulation. This is because the density of nodes 
increases number of connections between the nodes. 
Case 2: This section shows the behavior of our 
model with varying number of nodes and increasing 
the speed of nodes. The figure 4 shows the results 
with the increase in the speed of nodes. The speed of 
nodes is in between Om/s to 25 m/s. The result 
indicates that there is improvement in probability of 
link availability value for 10 and 20 nodes. But the 
probability values decrease for 30 and 40 nodes and 
again increases for 50 nodes. So by comparing results 
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in figure 3 and figure 4, we can show that the speed 
of the nodes play an important role during the 
communication. If we increase the speed of nodes 
that does not mean that we get the better results. So 
the performance of routing protocols very much 
depends on the speed and density of the nodes. 
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Figure 1: Probability of Link Availability versus Time. 
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Figure 2: Probability of Link Availability Versus Time. 
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Figure 3: Probability of Link Availability versus Number 
of Simulate d Nodes . 

Case 3: Average number of neighbors per node :- 



The figure 5 and 6 show the average number of 
neighbors per node throughout the simulation time. 
The number of neighbors is being observed for 
increased level of density. The average number of 
neighbors per nodes varies smoothly from start to end 
of the simulation time. At some point in the 
simulation, the value decreases, 




Figure 4: probability of link availability versus 
number of simulated nodes. 

this is due to the intersection of the road. Our model 
shows that the number of neighbors decreases only at 
the road intersections, as some nodes change the 
direction of traveling. With the increase in the density 
of the nodes, there is increase in the numbers of 
neighbors per node. This is due to that more number 
of neighbors per node increase as there are more 
nodes on the road. Our proposed model gives the 
better results in terms of average number of 
neighbors per node. This will give more stability to 
our model. Our model shows better results in all the 
experiments, while showing the real situation on the 
road. 
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Figure 5: Average numbers of neighbors pernode for 50 nodes 
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Figure 6: Average numbers of neighbors per node for 75 
nodes. 



4. Conclusion and Future Work 

In this research, we have proposed the new 
mobility model that covers the city area. In our 
proposed model we change the speed of nodes after 
some particular distance, in accordance to 
neighboring nodes. We assigned probability values to 
the nodes based on the attraction point, where nodes 
most likely to move. This would leads to the actual 
scenarios on the road. 

Through simulation we have shown that our 
model performs better than random direction model 
in terms probability of link availability. We 
compared our proposed model with random direction 
model through the simulation. From the simulation 
we got the result that shows that probability of link 
availability decreases at the traffic signal point. This 
is because of the vehicle either waits or takes turn 
and change the direction of traveling. Our result 
demonstrates that probability of link availability in 
VANETs is more sensitive to the vehicles waiting at 
intersections and acceleration/deceleration of 
vehicles. We have tested our model by increasing 
speed of the nodes. We found that the connectivity 
among the nodes is very much depends on the speed 
of the nodes. We also found that performance of 
mobility model is depends on both the speed and 
density of the nodes. Thus our model tries to depict 
the realistic scenarios on the real road. 

In future, we will try to extend our model by 
considering the overtaking parameter into account. 
We will try to run our model on a two lane of the 
road. 
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Abstract — Organizing images into meaningful categories using 
low level or high level features is an important task in image 
databases. Although image classification has been studied for 
many years, it is still a challenging problem within multimedia 
and computer vision. In this paper the generic image 
classification approach using different transforms is proposed. 
The two main steps in image classification are feature extraction 
and classification algorithm. This paper proposes to generate 
feature vector from image transform. The paper also investigates 
the effectiveness of different transforms (Discrete Fourier 
Transform, Discrete Cosine Transform, Discrete Sine Transform, 
Hartley and Walsh Transform) in classification task. The size of 
feature vector also varied to see its impact on the result. 
Classification is done using nearest neighbor classifier. Euclidean 
and Manhattan distance is used to calculate the similarity 
measure. Images from the Wang database are used to carry out 
the experiments. The experimental results and detailed analysis 
are presented. 

Keywords- Image classification; Image Transform; Discrete 
Fourier Transform (DFT); Discrete Sine Transform(DST); 
Discrete Cosine Transform(DST); Hartley Transform; Walsh 
Transform; Nearest neighbor Classifier. 



I. 



Introduction 



Though the image classification is usually not a very 
difficult task for humans, it has been proven to be an extremely 
complex task for machines. In the existing literatures, most of 
the frameworks for image classification include two main 
steps: feature extraction and classification algorithm. In the first 
step, some discriminative features are extracted to represent the 
image content such as color [1] [2], shape [3] and texture [4]. 
There has been a lot of research work done in the area of 
feature extraction. Saliency map is used to extract features to 
classify both the query image and database images into 
attentive and non-attentive classes [5]. The image texture 
feature is calculated based on gray-level co-occurrence matrix 
(GLCM) [6]. Color Co-occurrence method in which both the 
color and texture of an image are taken into account, is used to 
generate the features [7]. Transforms have been applied to gray 
scale image to generate feature vector [8]. In classification 
algorithm step, various multi-class classifiers like k nearest 
neighbor classifier [9], Support Vector Machine (SVM) [10] 



[11], Artificial Neural Network [12] [13], Genetic algorithm 
[14] are used. 

II. Image Transforms 

A. Discrete Fourier Transform (DFT) 

The discrete Fourier transform (DFT) is one of the most 
important transforms that is used in digital signal processing 
and image processing [15]. Two dimensional discrete Fourier 
transform for an image f(x, y) of size N by N is given by 
equation 1. 



F(u, v) 



N-l N-l -j2jt 

I I f(x,y)e 
x=0 y=0 



vy 

N 



(1) 



for < u, v < N - 1 



B. Discrete Cosine Transform (DCT) 

The discrete cosine transform (DCT), introduced by 
Ahmed, Natarajan and Rao [16], has been used in many 
applications of digital signal processing, data compression, 
information hiding and content based Image Retrieval 
system(CBIR)[17]. The discrete cosine transform (DCT) is 
closely related to the discrete Fourier transform. It is a 
separable linear transformation; that is, the two-dimensional 
transform is equivalent to a one-dimensional DCT performed 
along a single dimension followed by a one-dimensional DCT 
in the other dimension. The two dimensional DCT can be 
written in terms of pixel values f(x, y) for x, y= 0, 1,..., N-l 
and the frequency-domain transform coefficients F(u, v) as 
shown in equation 2. 



F(u, v) = 

a(u) a(v) _, Z f( x > y) cos 

Where 



(2x + l)u^- 



2N 



(2y + l)vg l (2) 

2N j 

for 0<u,v<N-l 



91 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



a(u) = l/y/N 

a(u) -- 

a(v) = l/y/N 

a(v) = VAT 



for u = 
for 1 < u < N - 1 

/or v = 
/or 1 < v < N - 1 



C. Discrete Sine Transform (DST) 

The discrete sine transform was introduced by A. K. Jain in 
1974. The two dimensional sine transform is defined by an 
equation 3. 
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• Wj takes on the values + 1 and - 1 

. Wj[0] = 1 for all j 

• Wj x [Wk]'=0, for #k and Wj x [Wk]' =N, for 
j=k. 

• Wj has exactly j zero crossings, for j = 0, 1,..., N-l 

Each row Wj is even (when j is even) and odd (when j is 
odd) w.r.t. to its midpoint. 



F(u,v) 



sin 



N + l 

(y + l)(v + l)n: 

N + l 



SS f(x,y)sin 



(x + l)(u + \)k 



N + l 



for 0<u,v<N-l 



(3) 



Discrete Sine transform has been widely used in signal and 
image Processing [18] [19]. 

D. Discrete Hartley Transform (DHT) 

The Hartley transform [20] is an integral transform closely 
related to the Fourier transform. It has some advantages over 
the Fourier transform in the analysis of real signals as it avoids 
the use of complex arithmetic. 

A discrete Hartley transform (DHT) is a Fourier-related 
transform of discrete, periodic data similar to the discrete 
Fourier transform (DFT), with analogous applications in signal 
processing and related fields [21]. Its main distinction from the 
DFT is that it transforms real inputs to real outputs, with no 
intrinsic involvement of complex numbers. Just as the DFT is 
the discrete analogue of the continuous Fourier transform, the 
DHT is the discrete analogue of the continuous Hartley 
transform. The discrete two dimensional Hartley Transform for 
image of size N x N is defined as in equation 4. 



III. Row Mean Vector 

The row mean vector [25] [26] is the set of averages of the 
intensity values of the respective rows as shown in equation 5. 



Row mean vecto r : 



Avg(Row 1) 
Avg(Row 2) 



Avg(Row N) 



(5) 



IV. Proposed Algorithm 

The image database is divided into a training set and a 
testing set. The feature vector of each training/testing image is 
calculated. Given an image to be classified from testing set, a 
nearest neighbor classifier compares it against the images of a 
training set, in order to identify the most similar image and 
consequently the correct class. Euclidean and Manhattan 
distance is used as similarity measure. 

A. Generation of feature vector 

1. For each color image f(x,y), generate its three color 
(R, G, and B) planes f R (x,y), fo(x,y) and fe(x,y) 
respectively. 

2. Apply transform T (DCT, DFT, DST, HARTLEY, 
WALSH) on the columns of three image planes as 
given in equation 6 to 8 to get column transformed 
images. 



F(u, v) 
1 



N 



Z Z f(x, y) cas 



2k 
N 



\ux + vy) 



where casff = cos 8 + sin 9 



(4) 



[T]x[f R (x,y)]=F R (x,v) 



[T]x[f G (x,y)]=F G (x,v) 



(6) 



(7) 



E. Discrete Walsh Transform (DWT)) 

The Walsh Transform [22] has become quite useful in the 
applications of image processing [23] [24]. Walsh functions 
were established as a set of normalized orthogonal functions, 
analogous to sine and cosine functions, but having uniform 
values + 1 throughout their segments. The Walsh transform 
matrix is defined as a set of N rows, denoted Wj, for j = 0, 1, ... 
, N - 1, which have the following properties: 



Identify applicable sponsor/s here, (sponsors) 



[T]x[f B (x,y)]=F B (x,v) 



(8) 



3. Calculate row mean vector of each column 
transformed image. 

4. Make a feature vector of size 75 by fusing the row 
mean vectors of R, G, and B plane. Take first 25 
values from R plane followed by first 25 values from 
G plane followed by first 25 values from B plane. 
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Do the above process for training images to generate 
the feature database. 



The different values of feature vector size like 150 (50R + 
50G + 50B), 225 (75R + 75G + 75B), 300 (100R + 100G + 
100B), 450(1 50R + 150G + 150B), and 768 (256R + 256G + 
256B) are also considered to generate feature vectors. 

B. Classification 

1. In this phase, for given testing images, their feature 
vectors are generated. 

2. Euclidean distance and Manhattan distance is 
calculated between each testing image feature vector 
and each training image feature vector. 

3. Minimum distance indicates the most similar training 
image for that testing image. Then the given testing 
image is assigned to the corresponding class. 

We have also considered another training set where each 
feature vector is the average of feature vectors of all training 
images of a particular class. 

V. Results 

The implementation of the proposed technique is done in 
MATLAB 7.0 using a computer with Intel Core 2 Duo 
Processor T8100 (2.1GHz) and 2 GB RAM. The proposed 
technique is tested on the Wang image database. This database 
was created by the group of professor Wang from the 
Pennsylvania State University [27]. The experiment is carried 
on 8 classes of Wang database. For testing, 30 images for each 
class were used and for training, 5 images of each class were 
used. Thus total testing images were 240 and total training 
images were 40. Training set contains 40 feature vectors. The 
proposed method is also implemented using another training 
set that contain 8 feature vectors where each feature vector is 
the average of feature vectors of all training images of same 
class. Fig. 1 shows the sample database of training images and 
Fig. 2 shows the sample database of testing images. 





Figure 2. Sample database of testing images 

Each image is resized to 256 x 256. Table I and Table II shows 
the number of correctly classified total images (out of 240) for 
different transforms over different vector sizes for two different 
training sets. The correctness of classification is visually 
checked. 

With average training set Walsh transform gives better 
performance compared to other transforms with Manhattan as 
similarity measure. If Euclidean distance is used for 
calculation then feature vector size of 768 gives the marginally 
better performance in all transforms. Considering the results as 
shown in Table 1, best results are obtained for Manhattan 
distance as similarity measure. DST Walsh and DFT gave 
better performance in that order. 

Now considering individual class classification performance 
using these two similarity measures is shown in Table III to 
Table VI. For this purpose the vector size is selected based on 
the performance. For Euclidean distance criterion, the number 
of correctly classified images in each class for different 
transforms over two training sets is shown in table III and table 
IV with feature vector size 768. If a Manhattan distance 
criterion is used, then there is a variation in the performance of 
the transforms for different feature vector sizes. In most cases 
vector size 225 gives better performance. So using this vector 
size, the number of correctly classified images in each class for 
different transforms over two training sets is shown in table V 
and table VI. 



Figure 1 . Sample database of training images 
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TABLE I. 
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Number of correctly classified mages (out of 240) for DFT, DCT, DST, HARTLEY and WALSH over different feature vector 
sizes using Euclidean and Manhattan distance., Training set: Feature vectors of 5 mages from each class 



Transform 


Distance 

E-Euclidean 

M-Manhattan 


Feature vector size 






75 


150 


225 


300 


450 


768 


DFT 


E 


155 


159 


159 


159 


160 


167 


M 


166 


163 


169 


169 


164 


163 


DCT 


E 


151 


156 


159 


162 


162 


163 


M 


163 


167 


169 


170 


164 


163 


DST 


E 


159 


160 


160 


160 


161 


160 


M 


164 


173 


176 


174 


168 


161 


HARTLEY 


E 


148 


150 


151 


151 


152 


158 


M 


154 


162 


165 


167 


161 


161 


WALSH 


E 


149 


152 


155 


156 


160 


161 


M 


160 


162 


166 


170 


171 





TABLE II. Number of correctly classified mages (out of 240) FOR DFT, DCT, DST, HARTLEY AND WALSH OVER DIFFERENT FEATURE VECTOR 

sizes using Euclidean and Manhattan distance., Training set: Average of feature vectors of 5 images from each class 



Transform 


Distance 

E-Euclidean 

M-Manhattan 


Feature vector size 






75 


750 


225 


300 


450 


768 


DFT 


E 


155 


160 


162 


162 


161 


166 


M 


175 


173 


171 


169 


164 


156 


DCT 


E 


156 


158 


157 


159 


160 


160 


M 


171 


172 


169 


168 


163 


156 


DST 


E 


161 


160 


160 


159 


161 


161 


M 


161 


162 


168 


169 


169 


164 


HARTLEY 


E 


159 


162 


161 


162 


163 


167 


M 


169 


168 


172 


171 


168 


164 


WALSH 


E 


155 


157 


158 


158 


158 


159 


M 


179 


175 


173 


169 


169 


159 



TABLE III. Total classified mages (out of 30 mages) in each 

class for different transforms, vector size: 768, distance 

Criteria: Euclidean Distance, Traeming: Feature vectors of 5 

mages from each class 



TABLE V. Total classified mages (out of 30 mages) in each 

class for different transforms, vector size: 225, distance 

Criteria: Distance Criteria: Manhattan Distance, Training: 

Feature vectors of 5 mages from each class 



Classes 


DFT 


DCT 


DST 


HARTLEY 


WALSH 


Beach 


15 


14 


11 


14 


11 


Monument 


10 


13 


7 


9 


8 


Bus 


24 


21 


27 


22 


25 


Dinosaur 


30 


30 


30 


30 


30 


Elephant 


24 


23 


23 


24 


24 


Flower 


27 


25 


26 


27 


25 


Horse 


26 


28 


26 


25 


28 


Snow Mountain 


11 


9 


10 


7 


10 



Classes 


DFT 


DCT 


DST 


HARTLEY 


WALSH 


Beach 


23 


21 


19 


24 


23 


Monument 


9 


11 


9 


11 


8 


Bus 


25 


20 


27 


22 


24 


Dinosaur 


30 


30 


30 


30 


30 


Elephant 


22 


23 


20 


22 


21 


Flower 


30 


28 


30 


30 


25 


Horse 


22 


23 


24 


19 


25 


Snow Mountain 


8 


13 


17 


7 


10 



TABLE IV. Total classified mages (out of 30 mages) in each 

class for different transforms, vector size: 768, distance 

Criteria: Euclidean Distance, Training: Average of feature 

vectors of 5 mages from each class 



TABLE VI. Total classified mages (out of 30 mages) in each 

class for different transforms, vector size: 225, distance 

Criteria: Manhattan Distance, Training Set: Average of feature 

vectors of 5 mages from each class 



Classes 


DFT 


DCT 


DST 


BARTLEY 


WALSH 


Beach 


20 


18 


14 


19 


17 


Monument 


3 


4 


9 


6 


5 


Bus 


23 


24 


25 


23 


24 


Dinosaur 


30 


30 


30 


30 


30 


Elephant 


25 


22 


24 


25 


24 


Flower 


30 


30 


29 


30 


30 


Horse 


16 


17 


17 


16 


16 


Snow Mountain 


19 


15 


13 


18 


13 



Classes 


DFT 


DCT 


DST 


HARTLEY 


WALSH 


Beach 


24 


23 


16 


24 


26 


Monument 


9 


9 


7 


11 


6 


Bus 


24 


25 


26 


25 


28 


Dinosaur 


30 


30 


30 


30 


30 


Elephant 


21 


18 


21 


21 


19 


Flower 


30 


30 


30 


30 


30 


Horse 


20 


22 


22 


20 


22 


Snow 
Mountain 


13 


12 


16 


11 


12 
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The comparisons of performances of different transforms 
are shown in Fig. 3 to Fig. 6. 

No. of correctly classified images 
Euclidean distance criterion 




150 225 300 450 
Feature vector size 



□ WALSH 
DHARTIFY 



□ DCT 
■ DFT 



□ DST 



No. of correctly classified images 
Euclidean distance criterion 



180 
175 
170 
165 
160 
155 
150 
145 
140 



Figure 5. 



75 



150 225 300 450 
Feature vector size 



768 



□ WALSH 
■ HARTLEY 



□ DCT 

□ DFT 



□ DST 



Performance of different transform (training set: Average of 
feature vectors of 5 images from each class) 



Figure 3. Performance of different transform (training set: Feature vectors 
of 5 images from each class) 



No. of correctly classified images 
Manhattan distance criterion 




t 



150 225 300 450 768 
Feature vector size 
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Manhattan distance criterion 
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75 150 225 300 450 768 
Feture vector size 




□ WALSH DDCT □ DST ■ HARTLEY BDFT 



Figure 6. Performance of different transform (training set: Average of 
feature vectors of 5 images from each class) 



Figure 4. Performance of different transform (training set: Feature vectors 
of 5 images from each class) 



VI. Conclusions 

This paper proposes to prepare the feature vector from an 
image column transform and use it for image classification. 
This gives considerable saving of computational time as 
compared to full transform. The paper investigates the 
performance of different transforms. The performance is 
tested thoroughly using different criteria like distance 
measure (Euclidean distance, Manhattan distance); size of 
feature vector (75, 150, 225, 300, 450 and 768) and training 
sets (feature vectors, average of feature vectors). Conclusion 
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from the results of individual class classification is given in 
Table VII. 



TABLE VII. 



Best 3 class performances for different criteria 



Training Set 


Similarity 
Measure 


Best 3 performer classes 


Feature vectors of 5 

images from each 

class 


Euclidean 


Dinosaur (100%) 
Horse (88.66%) 
Flower (86.66%) 


Manhattan 


Dinosaur (100%) 

Flower (95.33%) 

Bus (78.66%) 


Average of feature 

vectors of 5 images 

from each class 


Euclidean 


Dinosaur (100%) 
Flower (99.33%) 
Elephant (80%) 


Manhattan 


Dinosaur (100%) 
Flower (100%) 
Bus (85.33%) 



Results also show that the training set containing average 
of feature vectors, gives better results and since they are less 
in numbers, the computation is fast. It is also seen that 
Manhattan distance gives high performance for small feature 
vector size when compared with Euclidean distance criterion. 
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Abstract - SOAP is a simple XML-based protocol 
specification to let applications exchange information 
over HTTP. SOAP describes envelope and message 
formats, and has a basic request/response handshake 
protocol. A SOAP message could be sent to a web-service- 
enabled web site such as a real-estate price database, with 
the parameters needed for a search. The site would then 
return an XML formatted document with the resulting 
data, e.g., prices, location, features. With the data being 
returned in a standardized machine-parseable format, it 
can then be integrated directly into a third party web site 
or application. SOAPpy provides tools for building SOAP 
clients and servers. SOAPpy is very simple to use and that 
fully supports dynamic interaction between clients and 
servers. 

Keywords— Service Oriented Architecture, SOAP, Web 
Service, SOAPpy, XML. 

I. INTRODUCTION 

An architectural style is a coordinated set of 
architectural constraints that restricts the 
roles/features of architectural elements and the 
allowed relationships among those elements within 
any architecture that conforms to that style. 

There are different Software Architecture Styles: 

• Data Oriented Architecture 

• Hierarchical Architecture 

• Call and Return Architecture 

• Interaction Process Architecture 

• Service Oriented Architecture 

• Space based Architecture 



II. SERVICE ORIENTED ARCHITECTURE 

A service is a function that is well-defined, 
self-contained, and does not depend on the context or 
state of other services. A service-oriented architecture 
is a collection of services. These services 
communicate with each other which involve either 
simple data passing or it could involve two or more 



services coordinating some activity. Some means of 
connecting services to each other is needed. 

A web service is the connection technology 
of service-oriented architectures. 

• "A Web Service (WS) is a software system 
designed to support interoperable machine- 
to-machine interaction over a network." 

• Usually a WS provides the API (Application 
Programming Interface). 

Web services essentially use XML to create 
a robust connection. 

A. SOA Interaction Pattern 

• A service provider creates a service for 
interaction and exposes the service's 
description for the consumers with the 
necessary message format and transport 
bindings. 



Find 

WSDL, UDDI 




Figure 1. Service Oriented Architecture model implemented 
by XML Web Services 
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The service provider may decide to register 
this service and its description with a 
registry of choice. 

The service consumer can discover a service 
from a registry or directly from the service 
provider and can start sending messages in a 
well-defined XML format that both the 
consumer and service can consume. 



III. SIMPLE OBJECT ACCESS PROTOCOL 

SOAP (Simple Object Access Protocol) is 
required for application development to allow 
Internet communication between programs. SOAP 
provides a way to communicate between applications 
running on different operating systems, with different 
technologies and programming languages. 



B. SOA Realization (Two ways) 

SO A can be realized by the following ways: 

• XML - SOAP Based Web Services 

• ReSTful Web services 

Earlier, the message exchange between a 
consumer and producer was by using a common, well 
understandable, and interoperable data model, 
HTML/XHTML. 



Web 




HTML 




Web 
Server 


Browser 




HTTP 





Figure 2. Websites (1992) 

Later on, when the interaction pattern 
becomes complex, such as business-to-business, the 
above Web architecture model needs more polished 
message exchange patterns to adapt to any user agent 
and/or applications of choice. The Web service 
architecture extends the above interaction pattern 
further by adding the power and expressiveness of 
XML. 




Figure 3. WS - * Web Services (later) 

The message exchange centered on XML 
and the interaction pattern have evolved to an any-to- 
any scenario. This flexible interaction pattern using 
XML messages as the core data format increases the 
value of SOAs. This produces the interaction 
request-response patterns, asynchronously, for better 
interoperability between consumers and any of its 
producers. This is a very loosely coupled system. 



A. SOAP Processing Model and Message Format 

SOAP sender - A SOAP node that transmits a SOAP 

message. 

SOAP receiver - A SOAP node that accepts a SOAP 

message. 

SOAP message path - The set of SOAP nodes 

through which a single SOAP message passes. 

Initial SOAP sender (Originator) - The SOAP sender 

that originates a SOAP message at the starting point 

of a SOAP message path. 

SOAP intermediary - A SOAP intermediary is both a 

SOAP receiver and a SOAP sender and is targetable 

from within a SOAP message. It processes the SOAP 

header blocks targeted at it and acts to forward a 

SOAP message towards an ultimate SOAP receiver. 

Ultimate SOAP receiver - The SOAP receiver that is 

a final destination of a SOAP message. It is 

responsible for processing the contents of the SOAP 

body and any SOAP header blocks targeted at it. 

B. SOAPpy 

SOAPpy is a SOAP- 1.1 library for Python 
which uses WSDL and SDL documents to discover 
SOAP-based service APIs. It also includes an XML 
Schema parser which can parse a subset of the XML 
Schema standard. 

Features of SOAPpy 

• Automatic stateful SOAP server support 

• SOAP 1.0 

• WSDL client/server support 

• SSL clients/servers (based on OpenSSL) 

• General SOAP Parser/Builder based on sax.xml 

• SOAP for RPC client/server code 



IV. CASE STUDY 

Here, we try to develop a Stock Market 
SOAP web service to get today's sensex value from 
SOAP server. 

Steps: 

1 . Develop a Server function stkmarket in Python to 
calculate today's sensex value: 
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a. Store yesterday's total market capitalization of 
30 companies in ysttotmktcap and yesterday's 
sensex value in ystsensex. 

b. Get current market capitalization of 30 
companies in a dictionary. 

c. Add current market capitalization of 30 
companies to find current total market 
capitalization (totmktcap). 

d. Find today's sensex value using the formula: 
sensex = ystsensex * totmktcap / 
ysttotmktcap 

e. Find the difference of sensex values 
ystsensex and sensex to show Market is UP 
or DOWN. 

f. Return the result string with today's sensex 
value and market status. 

2. Create an object for SOAPServer to listen on 
"localhost" and port number 8080. 

3. Register the Server function stkmarket in 
SOAPServer. 

4. Start the Stock Marker Web Service by listening 
with the SOAPServer object. 

5. Develop a Stock Market Client in Python to 
utilize the Stock Market Web Service: 

a. Create an object for SOAPProxy with 
http://localhost:8080/ 

b. Enable debug messages to print the SOAP 
request and response messages in the console. 

c. Connect to the Stock Market Server and utilize 
the stkmarket webservice. 

6. Display today's sensex value and market status in 
the Client. 



1) Stock Market SOAP Server - soapserver.py 

# soapserver.py 
import SOAPpy 
def stkmarketO : 
yst_totmktcap = 2846906.42 
yst_sensex = 16990.18 

#market capitalization for 30 

companies 

mktcap ={ 

mnm' : 18189. 9, 'dlf : 34070.83 , 

itc' :154745.53, 'hdfc' :97137.93, 

jaipra' :93983.21, 

bajajaut' :41301.80, 'maruti ' :34895. 
76, 'ongc' :244857.84, 

bhel ' :84760.39, 

hdfcbank' :108904.34, 

sbi' : 141640. 87, ' hul ' : 70719. 84, 

heromotoco' :37054.34, 

bharatiatel ' : 154597. 04, 

ntpc' :139636.87, 

jindalstell ' : 48467. 84, 

icicibank' : 108414. 38, 

lnt' :98332.13, 

sterliteind' :45364.79, 'tatapower' : 
28010.89, 'ril ' :250612.63, 



'hindalco' :28296.31, 

'sunpharma' :50174.82, 

'coalindia' : 240400. 66, 

'wipro' : 85298. 49, 'cipla' : 55534.05, 

'infy' : 136488. 33, 'tcs' : 189310. 17, 

' tatamotors ' : 50490 . 38 , 

'tatastl ' : 46622. 40 

} 



totmktcap = sum([i 
mktcap. values()]) 
sensex = yst_sensex 
yst_totmktcap 

str = 'UP' if 
yst_sensex) > 0) else 



f o r i in 
totmktcap / 



((sensex 
' DOWN ' 



res = "%s %d (%d %s)" % ('Today 
sensex value is', sensex, 

sensex - yst_sensex, str) 
return res 

server= 

SOAPpy. SOAPServer (("local host", 

8080)) 

server. register Function (stkmarket) 

print 'Stock Market SOAP Server is 

listening. . . ' 

server . serve_forever () 

2) Stock Market SOAP Client - soapclient.pv 

# soapclient .py 

import SOAPpy 

server 

SOAPpy . SOAPProxy ("http : //l ocal host : 

8080/") 

server . config. debug = 1 

print 'Stock Market SOAP Client is 

connecting. . . ' 

print server .stkmarketO 



V. RESULTS 



OUTPUT 

In build. 
Outgoing 



HTTP 



headers 



POST / HTTP/1.0 

Host: local host: 8080 

User-agent: SOAPpy 0.12.4 

(http : //pywebsvcs . sf . net) 

Content-type : text/xml ; charset=UTF-8 

Content-length: 348 

SOAPAction: "stkmarket" 



OutgoingSOAP 






<?xml version="1.0" encoding="UTF- 

8"?> 

<SOAP-ENV: Envelope SOAP- 

ENV : encodi ngStyl e="http : //schemas . x 

ml soap . org/soap/encodi ng/" 
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xmlns :SOAP- 

ENC= http : //schemas . xml soap . orq/soap 

/encodinq/ xml ns : SOAP- 

ENV="http : //schemas . xml soap . org/soa 

p/enve~lope/"> 

<SOAP-ENV:Body> 

<stkmarket SOAP-ENC: root="l"> 

</stkmarket> 

</SOAP-ENV:Body> 

</SOAP-ENV: Envelope> 

code= 200 msg= OK headers= 

Server:<a 

href=" http://pywebsvcs.sf. net"> 

SOAPpy 0.12.4</a> (Python 2.7.1) 

Date: Wed, 10 Aug 2011 11:09:10 GMT 

Content-type : text/xml ; charset=UTF-8 

Content-length: 543 

content-type=text/xml ; 

charset=UTF-8 

data= <?xml version="1.0" 

encoding="UTF-8"?> 

<SOAP-ENV:EnvelopeSOAP- 

ENV : encodi ngStyl e="http : //schemas . x 

ml soap . org/soap/encodi ng/" 

xmlns :SOAP- 

ENC="http : //schemas . xml soap .org/soa 

p/encoding/" 

xmlns :xsi="http://www.w3.org/1999/X 

MLSchema-instance" 

xmlns :SOAP- 

ENV="http : //schemas . xml soap .org/soa 

p/envelope/" 

xml ns : xsd= http : //www . w3 . orq/1999/XM 

LSchema > 

<SOAP-ENV:Body> 

<stkmarketResponseSOAP- 

ENC: root="l"> 

<Result xsi :type="xsd:stri ng"> 

Today sensex value is 17416 

(426 UP)</Result> 

</stkmarketResponse> 

</SOAP-ENV:Body> 

</SOAP-ENV: Envelope> 



Incoming 



HTTP 



headers 



HTTP/1.? 200 OK 
Server :<a 

href="http://pywebsvcs.sf . net">SOAP 
py 0.12.4</a> (Python 2.7.1) 
Date: Wed, 10 Aug 2011 11:09:10 GMT 
Content-type : text/xml ; charset=UTF-8 
Content-length: 543 



.V. .i. .1 .i. JU .i 



Incoming 



SOAP 



<?xml ver si on=" 1.0 "encodi ng="UTF- 

8"?> 

<SOAP-ENV: Envelope 

SOAP-ENV: encodi ngStyl e= 

"http : //schemas . xml soap . org/soap/en 

coding/" 

xmlns :SOAP- 

ENC="http : //schemas . xml soap .org/soa 

p/encoding/" 



xml ns : xsi =" http : //www . w3 . org/1999/X 
MLSchema-instance" 

xmlns: SOAP- 

ENV="http : //schemas . xml soap .org/soa 

p/envelope/" 

xml ns : xsd= http : //www . w3 . orq/1999/XM 
LSchema > 

<SOAP-ENV:Body> 

<stkmarketResponseSOAP- 

ENC: root="l"> 

<Resul t xsi : type="xsd : stri ng">Today 

sensex value is 17416 (426 

UP)</Result> 

</stkmarketResponse> 

</SOAP-ENV:Body> 

</SOAP-ENV: Envelope> 

Today sensex value is 17416 (426 Up) 

Hence simulation of SOAP messages for 
stock market sensex calculation is made. 

Client asks server about today's sensex 
value. In server, we have a dictionary of key-value 
pairs (company and their market capitalization 
value). Based on these values the sensex is 
calculated. The calculated sensex value is returned 
back to the client. All the communication happens as 
a SOAP message. Though we are doing RPC using 
python, the python SOAP library (SOAPpy) makes 
this RPC with SOAP messages. 

At server side, one python function which is 
registered in SOAPpy server - these provides as the 
web service description and publish. At client side, 
the SOAPpy proxy client invokes the server function 
(as a RPC call) - this simulate the discovery of web 
service and the message in between the entities are 
send as a SOAP envelopes with header and body 
blocks. 



VI. CONCLUSION 

A Stock Market SOAP web service has been 
developed to get today's sensex value from SOAP 
server and the results were produced. Simulation of 
Web service (without WSDL) is done and not a form 
of registration in UDDI is made. Moreover there is 
no real time service description, publish and 
discovery, everything is taken care of by SOAPpy. 
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Abstract: Face recognition from images is a sub-area of the general object recognition problem. It is of 
particular interest in a wide variety of applications. Here, the face recognition is based on the new proposed 
modified PCA algorithm by using some components of the LDA algorithm of the face recognition. The 
proposed algorithm is based on the measure of the principal components of the faces and also to find the 
shortest distance between them. The experimental results demonstrate that this arithmetic can improve the 
face recognition rate. . Experimental results on ORL face database show that the method has higher correct 
recognition rate and higher recognition speeds than traditional PCA algorithm. 
Keywords: Face recognition, PCA, LDA. 



I. INTRODUCTION 

A digital image is a discrete two-dimensional 
function f(x,y) which has been quantized over its 
domain and range . Without loss of generality, it 
will be assumed that the image is rectangular, 
consisting of x rows and y columns. [13] The 
resolution of such an image is written as x*y. By 
convention, f( 0) is taken to be the top left corner 
of the image, and .w)f(x-l,y-l) the bottom right 
corner. This is summarized in Figure 1 . 



f(0.0) - 



Figure 1 : A rectangular digital image of resolution! 6*S. 



j<X-l.Y-lj 



Each distinct coordinate in an image is called a 
pixel, which is short for picture element. The nature 
of the output of f(x,y) for each pixel is dependent on 
the type of image. Most images are the result of 
measuring a specific physical phenomenon, such as 
light, heat, distance, or energy. The measurement 
could take any numerical form. A greyscale image 
measures light intensity only. Each pixel is a scalar 
proportional to the brightness. The minimum 



brightness is called black, and the maximum 
brightness is called white. A typical example is 
given in Figure 2. [15] A colour image measures the 
intensity and chrominance of light. Each colour 
pixel is a vector of colour components. Common 
colour spaces are RGB (red, green and blue), HSV 
(hue, saturation, value), and CMYK (cyan, magenta, 
yellow, black), which is used in the printing 
industry. Pixels in a range image measure the depth 
of distance to an object in the scene[30]. Range data 
is commonly used in machine vision applications. 




Figure 2: A typical greyscale image of resolution 
512*512. 
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For storage purposes, pixel values need to be 
quantized. The brightness in greyscale images is 
usually quantized to levels, so f(x,y) belongs to {0 1 

z-1} .If z has the form 2 L the image is referred 

to as having L jbits per pixel. Many common 
greyscale images use 8 bits per pixel giving 256 
distinct grey levels. This is a rough bound on the 
number of different intensities the human visual 
system is able to discern. For the same reasons, each 
component in a colour pixel is usually stored using 
8bits[17]. 

Medical scans often use 12-16 bits per pixel, 
because their accuracy could be critically important. 
Those images to be processed predominantly by 
machine may often use higher values to avoid loss 
of accuracy throughout processing. Images not 
encoding visible light intensity, such as range data, 
may also require a larger value of z to store 
sufficient distance information. 
There are many other types of pixels. Some measure 
bands of the electromagnetic spectrum such as 
infra-red or radio, or heat, in the case of thermal 
images. Volume images are actually three 
dimensional images, with each pixel being called a 
voxel. In some cases, volume images may be treated 
as adjacent two-dimensional image slices. [43] 
Although this thesis deals with grayscale images, it 
is often straightforward to extend the methods to 
function with different types of images. 

II. Recognition 

Face recognition from images is a sub-area of the 
general object recognition problem. It is of 
particular interest in a wide variety of applications. 
Applications in law enforcement for mugshot 
identification, verification for personal 
identification such as driver's licenses and credit 
cards, gateways to limited access areas, surveillance 
of crowd behavior are all potential applications of a 
successful face recognition system. The 
environment surrounding a face recognition 
application can cover a wide spectrum - from a well 
controlled environment to an uncontrolled one. In a 
controlled environment, frontal and profile 
photographs of human faces are taken, complete 
with a uniform background and identical poses 
among the participants. [16] These face images are 
commonly called mug shots. Each mug shot can be 
manually or automatically cropped to extract a 
normalized subpart called a canonical face image, as 
shown in Fig. In a canonical face image, the size 
and position of the face are normalized 
approximately to the predefined values and the 



background region is minimized. Face recognition 
techniques for canonical images have been 
successfully developed by many face recognition 
systems. 







Figure 3 : A few examples of canonical frontal face 
images. 

General face recognition, a task which is done by 
humans in daily activities, comes from a virtually 
uncontrolled environment. Systems to automatically 
recognize faces from uncontrolled environment 
must first detect faces in sensed images. A scene 
may or may not contain a set of faces; if it does, 
their locations and sizes in the image must be 
estimated before recognition can take place by a 
system that can recognize only canonical faces. A 
face detection task is to report the location, and 
typically also the size, of all the faces from a given 
image. Figure 3. gives an example of an image 
which contains a number of faces. From figure 3, 
we can see that recognition of human faces from an 
uncontrolled environment is a very complex 
problem, more than one face may appear in an 
image; lighting condition may vary tremendously; 
facial expressions also vary from time to time; faces 
may appear at different scales, positions and 
orientations; facial hair, make-up and turbans all 
obscure facial features which may be useful in 
localizing and recognizing faces; and a face can be 
partially occluded. [5], [23], [39] Further, depending 
on the application, handling facial features over 
time (e.g., aging) may also be required. Given a face 
image to be recognized, the number of individuals 
to be matched against is an important issue. [11] 
This brings up the notion of face recognition versus 
verification: given a face image, a recognition 
system must provide the correct label (e.g., name 
label) associated with that face from all the 
individuals in its database. A face verification 
system just decides if an input face image is 
associated with a given face image. Since face 
recognition in a general setting is very difficult, an 
application system typically restricts one of many 
aspects, including the environment in which the 
recognition system will take place (fixed location, 
fixed lighting, uniform background, single face, 
etc.), the allowable face change (neutral expression, 
negligible aging, etc.), the number of individuals to 
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be matched against, and the viewing condition 
(front view, no occlusion, etc.). 




Figure 4: An image that contains a number of faces. 

The task of face detection is to determine the 
position and size (height and width) of a frame in 
which a face is canonical. Such a frame for a 
particular face is marked in the image. [15] 

III. FACE DETECTION 

Face Detection is a part of a wide area of pattern 
Detection technology. Detection and especially face 
Detection covers a range of activities from many 
walks of life. Face Detection is something that 
humans are particularly good at and science and 
technology have brought many similar tasks to us. 
Face Detection in general and the Detection of 
moving people in natural scenes in particular, 
require a set of visual tasks to be performed 
robustly. That process includes mainly three-task 
acquisition, normalisation and Detection. By the 
term acquisition we mean the detection and tracking 
of face-like image patches in a dynamic scene. 
Normalisation is the segmentation, alignment and 
normalisation of the face images[3], and finally 
Detection that is the representation and modelling of 
face images as identities, and the association of 
novel face images with known models. 

IV. Principal Component Analysis 

On the field of face Detection most of the common 
methods employ Principal Component Analysis. 
Principal Component Analysis is based on the 
Karhunen-Loeve (K-L), or Hostelling Transform, 
which is the optimal linear method for[9] reducing 
redundancy, in the least mean squared 



reconstruction error sense. 1. PCA became popular 
for face Detection with the success of eigenfaces. 

The idea of principal component analysis is based 
on the identification of linear transformation of the 
co-ordinates of a system. "The three axes of the new 
co-ordinate system coincide with the directions of 
the three largest spreads of the point distributions." 

In the new co-ordinate system that we have now the 
data is uncorrected with the data we had in the first 
co-ordinate system. [2] 

For face Detection, given dataset of N training 
images, we create N d-dimensional vectors, where 
each pixel is a unique dimension. The principal 
components of this set of vectors is computed in 
order to obtain a d x m projection matrix, W. 
Approximates the original image where |j. is the 
mean, of the Xi an d the reconstruction is perfect 
when m = d. 

For the comparison we are going to use two 
different PCA algorithms. The first algorithm[ 1 1 ] is 
computing and storing the weight of vectors for 
each person's image in the training set, so the actual 
training data is not necessary. In the second 
algorithm each weight of each image is stored 
individually, is a memory-based algorithm. For that 
we need more storing space but the performance is 
better. 

In order to implement the Principal component 
analysis in MATLAB we simply have to use the 
command prepca. The syntax of the command is 

ptrans,transMat = prepca(P,min_frac) 

Prepca pre-processes the network input training set 
by applying a principal component analysis. This 
analysis transforms the input data so that the 
elements of the input vector set will be uncorrected. 
In addition, the size of the input vectors may be 
reduced by retaining[10] only those components, 
which contribute more than a specified fraction 
(min_frac) of the total variation in the data set. 

Prepca takes these inputs the matrix of centred 
input (column) vectors, the minimum fraction 
variance component to keep and as result returns the 
transformed data set and the transformation matrix. 

a) Algorithm 

Principal component analysis uses singular value 
decomposition to compute the principal 
components. A matrix whose rows consist of the 
eigenvectors of the input covariance matrix 
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multiplies the input vectors. This produces 
transformed input vectors whose components are 
uncorrected and ordered according to the magnitude 
of their variance. 

Those components, which contribute only a small 
amount to the total variance in the data set, are 
eliminated. It is assumed that the input data set has 
already been normalised so that it has a zero mean. 

In our test we are going to use two different 
"versions' of PCA. In the first one the centroid of 
the weight vectors for each person's images in the 
training set is computed and stored. On the other 
hand in PCA-2 a memory based variant ofPCA, 
each of the weight vectors in individually computed 
and stored. 

Eigenfaces 

Human face Detection is a very difficult and 
practical problem in the field of pattern Detection. 
On the foundation of the analysis of the present 
methods on human face Detection, [12]a new 
technique of image feature extraction is presented. 
And combined with the artificial neural network, a 
new method on human face Detection is brought up. 
By extraction the sample pattern's algebraic feature, 
the human face image's eigenvalues, the neural 
network classifier is trained for Detection. The 
Kohonen network we adopted can adaptively 
modify its bottom up weights in the course of 
learning. Experimental results show that this 
method not only utilises the feature aspect of 
eigenvalues but also has the learning ability of 
neural network. It has better discriminate ability 
compared with the nearest classifier. The method 
this paper focused on has wide application area. The 
adaptive neural network classifier can be used in 
other tasks of pattern Detection. 

In order to calculate the eigenfaces and eigenvalues 
in MATLAB we have to use the command eig. The 
syntax of the command is 

d = eig(A) 

V,D = eig(A) 

V,D = eig(A,'nobalance') 

d = eig(A,B) 

V,D = eig(A,B) 



d = eig(A) returns a vector of the eigenvalues of 
matrix A. V,D = eig(A) produces matrices of 



eigenvalues (D) and eigenvectors (V) of[13] matrix 
A, so that A*V = V*D. Matrix D is the canonical 
form of A, a diagonal matrix with A's eigenvalues 
on the main diagonal. Matrix V is the modal matrix, 
its columns are the eigenvectors of A. The 
eigenvectors are scaled so that the norm of each is 
1.0. Then we use W,D = eig(A'); W = W in order 
to compute the left eigenvectors, which satisfy W*A 
= D*W. 

V,D = eig(A,'nobalance') finds eigenvalues and 
eigenvectors without a preliminary balancing step. 
Ordinarily, balancing improves the conditioning of 
the input matrix, enabling more accurate 
computation of the eigenvectors and eigenvalues. 
However, if a matrix contains small elements that 
are really due to round-off error, balancing may 
scale them up to make them as significant as the 
other elements of the original matrix, leading to 
incorrect eigenvectors. We can use the no balance 
option in this event. 

d = eig(A,B) returns a vector containing the 
generalised eigenvalues, if A and B are square 
matrices. V,D = eig(A,B) produces a diagonal 
matrix D of generalised eigenvalues and a full 
matrix V whose columns are the corresponding 
eigenvectors so that A*V = B*V*D. The 
eigenvectors are scaled so that the norm of each is 
1.0. 

Euclidean distance 

One of the ideas on which face Detection is based is 
the distance measures, between to points. The 
problem of finding the distance between two or 
more point of a set is defined as the Euclidean 
distance. The Euclidean distance is usually referred 
to the closest distance between two or more points. 

IV. IMPLEMENTATION 

The first component of our system is a filter that 
receives as input a 20x20 pixel region of the image, 
and generates an output ranging from 1 to -1, 
signifying the presence or absence of a face, 
respectively. To detect faces anywhere in the input, 
the filter is applied at every location in the image. 
To detect faces larger than the window size, the 
input image is repeatedly reduced in size (by 
subsampling), and the filter is applied at each size. 
This filter must have some invariance to position 
and scale. The amount of invariance determines the 
number of scales and positions at which it must be 
applied. For the work presented here, we apply the 
filter at every pixel position in the image, and scale 



106 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 
Vol. 10, No. 3, March 2012 



the image down by a factor of 1.2 for each step in 
the pyramid. The filtering algorithm is shown in . 
First, a preprocessing step, adapted from , is applied 
to a window of the image. The window is then 
passed through a neural network, which decides 
whether the window contains a face. The 
preprocessing first attempts to equalize the intensity 
values in across the window. We fit a function 
which varies linearly across the window to the 
intensity values in an oval region inside the 
window. Pixels outside the oval may represent the 
background, so those intensity values are ignored in 
computing the lighting variation across the face. 
The linear function will approximate the overall 
brightness of each part of the window, and can be 
subtracted from the window to compensate for a 
variety of lighting conditions. Then histogram 
equalization is performed, which non-linearly maps 
the intensity values to expand the range of 
intensities in the window. The histogram is 
computed for pixels inside an oval region in the 
window. This compensates for differences in 
camera input gains, as well as improving contrast in 
some cases. For the experiments which are 
described later, we use networks with two and three 
sets of these hidden units. Similar input connection 
patterns are commonly used in speech and character 
recognition tasks .The network has a single, real- 
valued output, which indicates whether or not the 
window contains a face. The network has some 
invariance to position and scale, which results in 
multiple boxes around some faces. To train the 
[14]neural network used in stage one to serve as an 
accurate filter, a large number of face and nonface 
images are needed. Nearly 1050 face examples were 
gathered fromface databases at CMU, Harvard2, 
and from the World Wide Web. The images 
contained faces of various sizes, orientations, 
positions, and intensities. The eyes, tip of nose, and 
corners and center of the mouth of each face were 
labelled manually. These points were used to 
normalize each face to the same scale, orientation, 
and position, as follows: 

Table 1: Methodology 



Now the algorithm for the proposed technique is as 
follows: 



a.) Use LDA and Fishers Face Algorithm, 
b.) Take Training data base, 
c.) Take Test image. 

d.) Implementation of the PCA and LDA. 
e.) Checking the test image on training data, 
f.) Compilation and Performance graph 
generation on the ease of steps b, c, d, and e. 



Stepl. Align a set of face images say T 

Step 2. Create training database (ORL Face 

database) of M rows and N columns of each image. 

P=M x N 

Step3. Reshapes: 2D images into ID column 

vectors. 

Step 4. Create database 

W=26 % number of folders in database 

for i=l : w %for each unit of database 

if DB=1 Then % where DB is the database means 
database exists 
DB= 1: i 

Find Components 
Ti is mapped onto a (P-C) mapping 
if D m ; n == then %where D m ; n is the minimum 
value of the %mean distance between test image 
and trained image 
Proceed 
Else 
Goto step 4 again; 

Endif 
End For 
Step 5. Calculating Discriminant for Fisher Linear 

(p-cxc-i) 

forDB=l:w 
Projected Images Fisher 
forl:(C-l)*P 
%Training images from 1 to w 

End for 

End for 
Show the Matched Output with Success rate 



V. RESULTS 

The database of images is having the images of 1 
different peoples and we are performing our test on 
3 of them. The following results were found. 
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Figure 6: Test image for FLD testing (image l/lO). 
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400 facial images of 40 individuals with 10 
ges of each. For performing the experiments we 
jiave taken 100 images of 10 individuals with 10 
ges of each. The training set consists of 50 
ges from these with 5 images of each 
individual, 
he experiment is performed first by recognizing 
ges of each individual using PCA and then PCA 
with linear distance finding algorithm. Then, the 
accuracy rate for both the approaches is calculated, 
by finding out, how many results are found correct. 
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the give test images the achieved output is 99% in 
ovr case. The system performance may vary 
machine to machine. In our system, we perform the 
test on i3 machine with 4GB Ram in less than 5 sec. 
The speed performance and accuracy outperforms 
the available methods till date. Our system is better 
than the all available methods of face recognition. 



Figure 7: Test image for FLD testing (image 2/10). 
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Figure 8: Test image for FLD testing (image 3/10). 
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Robust & Accurate Face Recognition using Histograms 
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Abstract : A large number of face recognition algorithms have been developed from decades. Face recognition 
systems have been grabbing high attention from commercial market point of view as well as pattern recognition 
field. It also stands high in researchers community. Face recognition have been fast growing, challenging and 
interesting area in real-time applications. This face recognition system detects the faces in a picture taken by web- 
cam or a digital camera, and these face images are then checked with training image dataset based on descriptive 
features. In this paper , we use a histogram approach for human face detection. Since different faces contains 
different facial features, having the features which are unique. In this paper the vector machine is used for skin 
detection and face detection. 



Keywords : Face recognition ,PCA, LDA Histogram. 

1. Introduction : 

Face recognition is one of the most active and 
widely used technique[l-2] because of its reliability 
and accuracy in the process of recognizing and 
verifying a person's identity. The need is becoming 
important since people are getting aware of security 
and privacy. For the Researchers Face Recognition is 
among the tedious work. It is all because the human 
face is very robust in nature; in fact, a person's face 
can change very much during short periods of time 
(from one day to another) and because of long 
periods of time (a difference of months or years). 
One problem of face recognition is the fact that 
different faces could seem very similar; therefore, a 
discrimination task is needed. On the other hand, 



when we analyze the same face, many characteristics 
may have changed. These changes might be because 
of changes in the different parameters. The 
parameters are: illumination, variability in facial 
expressions, the presence of accessories (glasses, 
beards, etc); poses, age, finally background. We can 
divide face recognition[7-8] techniques into two big 
groups, the applications that required face 
identification and the ones that need face verification. 
The difference is that the first one uses a face to 
match with other one on a database; on the other 
hand, the verification technique tries to verify a 
human face from a given sample of that face. 
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2. Histogram 



Histogram, or Frequency Histogram is a bar graph. 
The horizontal axis depicts the range and scale of 
observations involved and vertical axis shows the 
number of data points in various intervals ie. the 
frequency of observations in the intervals. 
Histograms are popular among statisticians. Though 
they do not show the exact values of the data points 
they give a very good idea about the spread of the 
data and shape. 

Let us try drawing a histogram of percentage scores 
in a test . The scores are as follows :- 
82.5, 78.3, 76.2, 81.2, 72.3, 73.2, 76.3, 77.3, 78.2, 
78.5, 75.6, 79.2, 78.3, 80.2, 76.4, 77.9, 75.8, 76.5, 
77.3, 78.2 

When any data is provided to XLMiner^, it decides 
the size and number of intervals amongst which the 
data should be distributed. It uses "Nicing" to decide 
the number of intervals. Five to Twenty intervals are 
fixed on the dataset depending on its range. 
Now see the histogram of the same data. 
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shown against 78 has a frequency of 7. That means 7 
data points lie in the range above 76 and upto 
(including) 78. 

As is evident, the histogram gives a fairly good idea 
about the shape and spread of data at a glance. 

3. Face Recognition 



Histogram 
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The values on the horizontal axis are the upper 
limits of bins (intervals) of data points, and not the 
mid-points of the intervals, although they may appear 
to be so. This is in keeping with the way the Analysis 
Toolpak of Excel works. As an example, the bar 



Face recognition is one of the few biometric methods 
thatpossess the merits of both high accuracy and low 
intrusiveness.lt has the accuracy of a physiological 
approach withoutbeing intrusive. For this reason, 
since the early 70's, face recognition has drawn the 
attention of researchersin fields from security, 
psychology, and image processing, tocomputer 
vision. Numerous algorithms have been proposedfor 
face recognition; While network security and access 
control are it most widelydiscussed applications, face 
recognition has also proven useful in other 
multimedia information processing areas. 
Face recognition [5]techniques can be used to browse 
videodatabase to find out shots of particular people. 
Also for face images with a compact 
parameterizedfacial model for low-bandwidth 
communication applicationssuch as videophone and 
teleconferencing. Recently, as the technology has 
matured, commercial productshave appeared on the 
market. Despite the commercialsuccess of those face 
recognition products, a few researchissues remain to 
be explored. 
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3.1 General face recognition system 
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Figure : Block Diagram for Face Recognition System 



4. Histogram Method used for Face 
Detection 

As per [9], RGB colour space is commonly used in 
image processingbecause of its basic synthesis 
property and direct application inimage display. 
According to the requirements of different 
imageprocessing tasks, RGB colour space is often 
transformed to othercolour spaces. From a visual 
perception's point of view, hue,saturation and value 
are often employed to manipulate colour,such as de- 
saturation or change of colourfulness. When 
thecolour is quantized to a limit number of 
representative colours, one will have to deal with two 
problems. The first is how to bestmatch the 
distance[3-4] of data representation to human 
perception. Itis desirable that numerical colour 
distance is proportional toperceptual difference. The 
second problem is how to bestquantize the colours 
such that the reproductions from thesequantized 
colours is the most faithful to the original. In 
thiswork, we adopt a perceptually meaningful colour 
space, theHMMD colour space, and used a carefully 
worked outquantization scheme of the MPEG-7 
standard 
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Fig. 2The schematic of the new face 
recognition/detection method 



5. Proposed work and Algorithm: 

Recognizing objects from large image databases, 
histogram based methods have proved simplicity and 
usefulness in last decade. Initially, this idea was 
based on color histograms .This algorithm presents 
the first part of our proposed technique named as 
"Histogram processed Face Recognition" as 
compared to detection use in [9] 
Histogram techniques are well designed for face 
detection[6] as shown above. But in our case we apply 
histogram calculation for face recognition .The 
algorithm given below worked for face recognition 
with success rate of 95%. 

For training, grayscale images with 256 gray levels 
are used. Firstly, frequency of every gray-level is 
computed and stored in vectors for further 
processing. Secondly, mean of consecutive nine 
frequencies from the stored vectors is calculated and 
are stored in another vectors for later use in testing 
phase. 

This mean vector is used for calculating the absolute 
differences among the mean of trained images and 
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the test image. Finally the minimum difference found 
identifies the matched class with test image. 
Recognition accuracy is of 95 in our case. 

6. Experimental Results 

The ORL Database of Facial Images [19] is used for 
performing the experiments. The database consists of 
400 facial images of 40 individuals with 10 images of 
each. For performing the experiments we have taken 
100 images of 10 individuals with 10 images of 
each. The training set consists of 50 images from 
these with 5 images of each individual. 
The experiment is performed first by recognizing 
images of each individual using HISTOGRAM 
approach .Then, the accuracy rate for both the 
approaches is calculated, by finding out, how many 
results are found correct. Table 1. 
Table 1. 



Approach 


No. 


of 


Accuracy 




correct 




Rate 




outputs 
of 100 


out 


(%) 


HISTOGRAM 


93 


93 


HISTOGRAM 


98 




98 


AND INTENSITY 








VALUE 









7. Algorithm Steps: 

Step 1: Take input image I 

Step 2. Test the gray level 

For 11=1: N %where N is number of Images 

Step3: Compute frequency 

For 12=1: N 

Step 4: Make frequency vector 

ForI3=l:M %where M is the 
dimension of frequency vector and 
taken as M=9 

Step5: Calculate mean or 
mean difference Md 





Md= Trained 




image -Test image 




If M d = then 




Matched 




Got to 




Step 7 




Else 




%Again 


check for the next image 






Go to 


step 4 





Endif 

Endfor&Goto step 3 

Endfor&goto step 2 

Endfor& got to step 6 

Step 6: Print Not Matched & Stop 

Step 7: Show the Mapped Output in GUI & Stop 

8. Conclusion : 

In this paper, we investigated the use of the 
Histogram approach and the Histogram approach 
using intensity values for recognizing images. We 
compared both the approaches and from the outputs, 
it was found that for about 50% of individuals, the 
output image from both the approaches were 
different, which clearly shows the variation between 
the two approaches.. 

Also, it was found from the accuracy rate that the 
Histogram with pixel intensity value is more 
accurate as compared to the Histogram only. Hence, 
Histogram with pixel intensity value approach is 
recommended for better results in Face Recognition 
as compared to alone Histogram . 

9. Results. Here we are showing outputs for each 
individual one by one from both the approaches by 
taking one image for each individual. 
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Figure. 9.2. HISTOGRAM Output for First 
Individual 
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Figure. 9.4. HISTOGRAM and PIXEL 
INTENSITY Output for Second Individual 
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Figure. 9.3. HISTOGRAM Output for Second 
Individual 



Figure. 9.5. HISTOGRAM Output for 
Third Individual 
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Figure. 9.6. HISTOGRAM and PIXEL 
INTENSITY Output for Third Individual 



Figure. 9.8. HISTOGRAM and 
PIXEL INTENSITY Output for Fourth Individual 
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Figure. 9.7. HISTOGRAM Output for 
Fourth Individual 



Figure. 9.9. HISTOGRAM Output for 
Fifth Individual 
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Figure. 9.10. . HISTOGRAM and PIXEL 
INTENSITY Output for Fifth Individual 



Figure. 9.12. . HISTOGRAM and PIXEL 
INTENSITY Output for Sixth Individual 
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Figure. 9.11. HISTOGRAM Output for Sixth 
Individual 
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Figure. 9.13. HISTOGRAM Output for 
Seventh Individual 
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Figure. 9.14. . HISTOGRAM and PIXEL 
INTENSITY Output for Seventh Individual 
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Figure. 9.16. . HISTOGRAM and PIXEL 
INTENSITY Output for Eighth Individual 
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Figure. 9.15. HISTOGRAM Output for Eighth 
Individual 



Figure. 9.17.HISTOGRAM Output for Ninth 
Individual 
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Figure. 9.18. HISTOGRAM and PIXEL INTENSITY 
Output for Ninth Individual 
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Figure. 9.19. HISTOGRAM Output for Tenth 
Individual 
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Figure.9.20. . HISTOGRAM and PIXEL 
INTENSITY Output for Tenth Individual 



121 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 
Vol. 10, No. 3, March 2012 



10. References. 

[1] A. M. Martinez and A. C. Kak, "PCA versus 
LDA," IEEE Trans. On pattern Analysis and 
Machine Intelligence.Vol. 23, No. 2, pp. 228-233, 
2001. 

[2] Boualleg, A.H.; Bencheriet, Ch.; Tebbikh, H 
"Automatic Face recognition using neural network- 
PCA" Information and Communication 

Technologies, 2006. ICTTA '06. 2nd Volume 1, 24- 
28 April 2006 

[3] Byung-Joo Oh "Face recognition by using neural 
network classifiers based on PCA and LDA" 
Systems, man & Cybernetics, 2005 IEEE international 
conference. [4] Francis Galton, "Personal 
identification and description," In Nature, pp. 173- 
177, June 21, 1888. 

[5] W. Zaho, "Robust image based 3D face 
recognition," Ph.D. Thesis, Maryland University, 
1999. 

[6] R. Chellappa, C. L. Wilson, and S. Sirohey, 
"Human and machine recognition of faces: A 
survey," Proc. IEEE, vol. 83, pp. 705-741, May 
1995. 

[7] T. Riklin-Raviv and A. Shashua, "The Quotient 
image: Class based recognition and synthesis under 
varying illumination conditions," In CVPR, P. II: pp. 
566-571,1999. 

[8] G.j. Edwards, T.f. Cootes and C.J. Taylor, "Face 
recognition using active appearance models," In 
ECCV, 1998. 

[9] A COLOUR HISTOGRAM BASED 
APPROACH TO HUMAN FACE DETECTION 
Jianzhong Fang and GuopingQiu School of 
Computer Science, The University of Nottingham 



122 http://sites.google.com/site/ijcsis/ 

ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 

Vol. 10, No. 3 , 2012 



X.509 Authentication Services to Enhance the Data Security in Cloud 

Computing 



Surbhi Chauhan 

Department of CSE 
Amity University 
Noida, INDIA 
Surbhichauhan2009@gmail.com 



Kamal Kant 

Department of CSE 
Amity University 

Noida, India 
kamalkant25 @ gmail.com 



Arjun Singh 

Department of CSE 
Sir Padampat Singhania University 
Udaipur, India 
arjun. singh@spsu.ac. in 



Abstract — This paper represents a method to build a Cloud 
Security by giving concept of X.509 authentication services. We 
are discussing theory of cloud computing, feature of cloud 
computing and cloud security .We proposed a X.509 format to 
enhances data security in cloud (Public). Cloud computing is a 
new computational paradigm that offers an innovative business 
model for organization. 



I. 



Introduction 



Cloud computing is relay on internet, which have hardware 
and software base with provision of computing infrastructure. 
Clouds concept based on existing technologies such as 
virtualization, utility computing or distributed computing. 
Cloud computing provides effective IT service delivery and 
management with efficient lower cost. 

A. Service Layers in Cloud Computing 

1) Software as Service (SaaS): Saas is at the highest layer 
and offer application such as service on demand via 
multitenancy i.e. means a single instance of software 
serves multiple clients in organization. The example of 
SaaS is salesforce.com 

2) Infrastructure as a Service (IaaS)- Cloud outsources the 
provision of the computing infrastructure which is 
required to host service. This infrastructure is provided 
as a service storage and computing resources such as 
networking, operating system, Load balancers as a 
cloud service. The high Profile Iaas operation is 
Amazon's Elastic Compute Cloud (Amazon EC2). 

3) Platform as a Service (PaaS)- Cloud computing can 
provide software platform where systems run on 
execution of services is made in a transparent manner. 
Clouds systems provide additional abstraction level 
instead of supplying a virtualized Infrastructure. A well 
Known example is the Google Apps Engine. 



B. Forms of Cloud 

Cloud computing can be categories in three types: 

1 . Private Cloud: Private clouds are on demand infrastructure. 
It is owned by single customer who controls the application 
run, and where they have their own servers, networks. 
Hence the security risk is reduced in Private cloud. Cloud 
remains behind the firewall to virtualizing the servers. 

2. Public Cloud: Public cloud does not depend on any 
organization; the services provided in Public clouds can be 
accessed by any organization. Chances of security risk are 
slightly higher in public cloud. 

3. Hybrid Cloud: Hybrid cloud computing is a platform 
which acts as interface between private cloud and public 
cloud. It depends on the organizations, which do not want 
to put everything in the external cloud (public cloud) 
while we are hosting some servers in their own internal 
cloud infrastructure. 



C. Advantages of Cloud Computing 

i. Faster, simpler and cost effective services 
ii. Highly elastic because resources are occupied on the 
basis of demand 

Optimized utilization of computing resources 
User virtualizes more resource than they have. For 
example unlimited storage 

Energy efficient as less power consume on hardware 
and software 



in. 

iv. 



D. Securites issues in Cloud 

Each type of cloud has certain securities issues. Few 
securities concern is discussed below. 



i. Many organizations share the resources so there is no 
absolute control on physical security in cloud model. 
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ii. Organization or government can violate the law (risk of 
data seizure by foreign government) 

iii. Storage services provided by one vendor may be 
incompatible with another vendor' s services, if user wants 
to move from one vendor to another, 
iv. Ensuring and maintaining the integrity of data is a 
challenge. 

v. In case of Payment Card Industry Data Security 
Standard (PCIDSS) data logs must be provided to 
security managers and regulators. 
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a. A User from enterprise B, sends a request to get a secure 
data from Enterprise A. 

b. Enterprise A, sends a message consist a nonce r(a), 
identity of B and message signed with A's private key. 
The nonce value must be unique and it must be completed 
within expiration time of message. It is used to detect 
replay attack. 

c. Enterprise B, sends a message, consist of nonce r(b), 
identity of enterprise A, sign data with authenticity and 
integrity, and a session key encrypted with A's public 
key. 



vi. User must keep up to date with application improvement 
to ensure they are protected. 

vii. Due to dynamic and fluid nature of virtual machine, it 
becomes very difficult to maintain the consistency of 
security and ensure the auditability of -records. 



II. X.509 AUTHENTICATION SERVICE TO ENHANCE DATA 
SECURITY IN CLOUD 

Security is always an issue in cloud computing. In this 
paper we are proposing X.509 authentication service technique 
to secure the data in public cloud. 

In public cloud there is always a high risk for data, system 
files, and network traffic and host security as they are 
vulnerable to attack and has lack of strong authentication 
mechanism. In this paper, we are proposing the concept of 
X.509 authentication service to ensure the security of data in 
cloud. X.509 is relay on asymmetric key cryptography and 
digital signature. Asymmetric key cryptography and digital 
signature scheme enhance the security of cloud computing. 
X.509 technique is widely used in S/MIME IPsec, SSL/TTL 
and SET. 




Figure 1.0 

d. A final message from enterprise A to enterprise B sends, 
which includes a signed copy of the nonce r(b) 

In three-way authentication, no need to check the timestamp. 
Each side can check the returned nonce value to detect the 
replay attacks. On the other hand in two-way authentication, 
timestamp must be checked. 



X.509 has three alternatives authentication procedure, one way 
authentication, two way authentication and three-way 
authentications. All these procedures relay on asymmetric key 
cryptography and digital signature. In asymmetric key 
cryptography it is assumed that two parties (sender and 
receiver) share their public key. Here we will apply three way 
authentication techniques due to its extra advantages over two 
other procedures. 

Let's assume there is two enterprise called A and B as shown 
in figure 1.0. Enterprise A has public cloud and providing 
Saas, Paas, lass services and Database. 

A user from enterprise B wants to access the data in secure 
manner from the public cloud. Three-way authentications 
involve transfer of information from A to B in X.509, and 
establish the following: 



HI. CERTIFICATE 

The main part of X.509 is the public key certificate related to 
each user. These user certificates are created by certification 
authority (CA). Let's assume, Enterprise A has obtained the 
certificate from CA, called XI and enterprise B obtain the 
certificate called X2. If enterprise A securely knows the public 
key of X2(Certificati on Authority), then A can read B's 
certificate and verifies the signature. 

CA signs the certificate (XI) of Enterprise A. User in B must 
have a copy of the C A' s own public Key. 

So in cloud computing integrity and authenticity can be 
enhanced by the X.509 certificate service. 
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IV. Conclusion 



As cloud becoming the part of everyone life and mid-size to 
small-size organizations relaying on cloud, it is essential to 
secure the data and privacy of transaction done through the 
cloud computing. In the paper we have discussed a new 
aspect of implementing existing technology (X.509 service) to 
enhance the security and integrity of data. X.509 technique 
also neutralized the replay attack. 
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Abstract 

Electronic mail (E-mail) is an electronic message system that transmits messages across 
computer network. Electronic mail is the easiest and most efficient communication tool for 
disseminating both wanted and unwanted information. There are many efforts under way to stop 
the increase of spam that plague almost every user on the internet. Managing and deleting scam 
or unwanted messages pose negative effects to user's productivity. However the attack of scam 
on business site also affects the customer. There is an increasing trend of integration of anti-spam 
techniques into mail transfer agent whereby the mail systems themselves also perform various 
measures that are generally referred to as filtering, ultimately resulting in spam messages being 
rejected before delivery (or blocked). This paper present a E-mail intelligent system using 
Bayesian algorithm to reduce overload on mail traffic, shutdown of mailbox and waste of disk 
storage on mail server. 

Keywords: E-mail, Pattern detection, Spam, Filtering, Authentication and Reputation 

1. Introduction 

Electronic mail (email) is now considered the easiest and most efficient way to communicate. 
Internet users can simply type a letter and at the click of a button instantaneously communicate 
with people all over the world. Electronic mail (E-mail) is an essential communication tool that 
has been greatly abused by spammers to disseminate unwanted information (messages) and 
spread malicious contents to Internet users. E-mail's serves as an archival tool to some people, 
while many users never discard messages because their information contents might be useful at a 
later date as a reminder of upcoming events. The volume and capacity of E-mail that we get is 
constantly growing. Electronic messages posted blindly to thousands of recipients, and represent 
one of the most serious and urgent information overload problems. Lazzari et al. (2005) . An e- 
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mail message that is unwanted: Basically it is the electronic version of junk mail that is delivered 
by the postal service. The term spam refers to unsolicited, unwanted, and inappropriate bulk 
email. Spam is often referred to as Unsolicited Bulk Email (UBE), Excessive Multi-Posting 
(EMP), Unsolicited Commercial Email (UCE), and Unsolicited Automated Email (UAE), bulk 
mail or just junk mail. Spammers use many tactics to get email address to send spam. Another 
tactics is using social engineering such as chain letter or purchase address from another spammer 
(Ahmad 2007). They also used computer programs called robots or spiders to harvest email 
address from websites. Through the internet, spammers can get the email from newsgroup 
posting, webpage or mailing list. E-mail allows users to communicate with each other at a low 
cost as well as provides an efficient mail delivery system. The main problem with spam is that it 
makes up 30% to 60% of mail traffic and is on the rise. It can make the mail traffic become slow. 
When spam received and storage in mailbox, the mailbox can cause the problem like shutdown. 

When dealing with scam, ISP must build a sophisticated program into their system. Other 
problem at ISP site is server strain[2]. When sending and receiving amount of email in short 
period of time, server may become strain on ISP resources. They have to upgrade their 
equipment and pay higher bandwidth bill to deal with the rise of traffic. Sometimes, scammers 
using multiple combination of common name at popular domain name to send scam[3]. 

The risks of not filtering spam are the constant flood of spam networks clogs and corresponding 
impacts on user inboxes, but also downgrade valuable resources such as bandwidth and storage 
capacity, productivity loss and interfere with the expedient delivery of legitimate emails. Not 
only is spam frustrating for most email users, it strains the IT infrastructure of both software and 
hardware of an organizations and costs businesses to lose billions of dollars in their 
productivity[4] 

Today, Spammers are exploring the advantages of electronic mail (email) .This is because of its 
efficiency, effectiveness and it is considered very cheap as they can send the same messages to 
many email users from addresses gotten by various means. For example, the use of automatic 
programs called bots such as web crawlers or spiders to scour the Web and Usenet newsgroups, 
collecting addresses, or buy email addresses in bulk from other companies at very low prices. 
Thanks to spoofing, spammers are now able to defraud innocent and greedy victims. 
In order to address the various growing problem in spam , organization must analyze the tools 
available to determine how best to counter spam in its environment[6t. Tools, such as the 
corporate e-mail system, e-mail filtering gateways, contracted anti-spam services, and end-user 
training, provide an important arsenal for any organization. 



2. Related Work 

The investigation on the usage of the word "spam" being associated with unsolicited commercial 
emails is not entirely clear. The fact that SPAM was created by Hormel in 1937 as the world's 
first canned meat that didn't need to be refrigerated. It was originally named "Hormel Spiced 
Ham," but was eventually changed to the catchier name, "SPAM." Its connection to email is, 
according to Hormel and many other sources, due to a sketch on the British comedy TV show, 
Monty Python's Flying Circus. In the skit, a group of Vikings sing "SPAM, SPAM, SPAM" 
repeatedly, drowning out all other conversation in the restaurant. 
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An in-depth research into the history of spam on the internet was carried out by Brad Templeton, 
founder of ClariNet Communication Corp. According to him, the first email spam was from 
1978, and was sent out to all users on ARPANET (several hundred users). It was an ad for a 
presentation by Digital Equipment Corp. Templeton notes that the origin of spam as we know 
started on Usenet and migrated to email. 

Fabricio B [9] used content filtering techniques whereby content are blocked or allowed based on 
analysis of its content rather than it source or other criteria. However there was no a clear 
security model standard designed to limit the extent of security incidents such as worms which 
could potentially overload the Internet causing a global denial of service. 

Developing intelligent and sophisticated content filtering technology with standards and 
cooperation among ISPs may be the solution. Natarajan 2010[9] provide a third party large-scale 
blacklist to decide which email is spam. A blacklist is a list of traits that spam emails have, and if 
the email to be tested contains any of those traits, it is marked as spam. It is possible to organize 
a blacklist based on "From:" fields, originating IP addresses, the subject or body of the message, 
or any other part of the message that makes sense. A small-scale blacklist works fine if the user 
gets spam from one particular address. He was unable to provide a solution on a larger scale, 
where the user does not have any control over the blacklist, there must be a mechanism in place 
for dealing with accidental blacklisting of other users[10]. 

The report by O' Brien J and Chiarella J (2003)[11] state that it is obvious problem that it is 
impossible to predict who is going to send email, and anyone previously unknown to the user 
will be filtered out. One way is to avoid this problem is to read through the filtered email 
regularly but there is no point in filtering if the user must view all of the email anyways. 

Androutsopoulos, I[12] in is work define how Bayesian is different from others because of its 
learning. To decide that incoming mail is spam or not, the filter needs to know about the mail 
that user receives. Spam is kept in separate table and that probabilities can be calculated. In this 
case, the user must manually indicates whether that email is spam or not To train the filter there 
should be an intelligent mechanism to investigate the required trained word. Greylisting is the 
technique to temporarily reject messages from unknown sender mail servers as reported in [13]. 

In a related review Clark et al. [14] presented automated E-mail systems that were able to fill up 
the incoming E-mail messages into folders and anti-spam using neural network based system. 
The investigations from the study reveal that the technique is more accurate than several other 
techniques. The proposed technique mainly deals with clustering or grouping of mails into 
appropriate folders, rather on e-mail filtering. Wu (2009)[15] used a hybrid method of rule-based 
processing and back-propagation neural network for spam filtering. A rule-based process is first 
employed to identify and digitize the spamming behaviors observed from the headers and 
syslogs of e-mails. Then they utilize the spamming behaviors as features for describing e-mails. 
This information is then used to train the BPNN. The system produced very low false positive 
and negative rates. Meizhen et al. (2009)[16] proposed a model for spam behavior recognition 
based on fuzzy decision tree (FDT). This model can efficiently detect and analyze spammers' 
behavior patterns, and classify e-mails automatically. They concluded that since absolutely clear 
attributes does not always exist in the real world, the attribute subordinating degree is more 
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natural and reasonable to describe the characteristics of behavior. Fuzzy decision tree is more 
adaptive than Crisp decision tree. 

In the aforementioned related research work, spam filtering methods is devised to work on the 
receiving end. Merely detecting a user sending out email after email and terminating their access 
would probably be sufficient to block spammers. The problem does not lie in detecting the spam. 
The problem is that some ISPs are willing to let spammers use their service to send out 
thousands of emails. 

The report in this paper adopts the principle of quantitative and qualitative. The principle of the 
quantitative technique is asking as much respondents as possible to get adequate results of the 
research while quantitative is the method of data collection chosen in concordance with the 
explained methods. 

3. Methodology 

This section presents a complete proposed system design, deduced system requirement and 
implementation. The report in this paper adopts the principle of quantitative and qualitative. The 
principle of the quantitative technique is asking as much respondents as possible to get adequate 
results of the research while quantitative is the method of data collection chosen in concordance 
with the explained methods. Most email service providers such as yahoo mail, Gmail, 
implements a spam filtering application to detect spam messages. For incoming mail, the spam 
filtering application will check the mail and determine whether to place it in the spam box or 
inbox of the intended recipients. The traditional existing system for incoming E-mail is depicted 
in Figure 1 below. 
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Fig 1: Existing System for Incoming Mail 



For outgoing mail, when mail is sent by a user, it doesn't go through any form of spam checks 
from the system. Instead, it is sent out of the system as shown in Fig2 below. 
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Fig 2: Existing System for outgoing Mail 

The current system is very faulty because it only allows an administrator to deactivate the system 
users. It does not block or disallow system users from sending the SCAM message. Thus, it is 
imperative check through the messages and determine whether it is spam or not and then take the 
necessary actions. 

3.1 Architecture of the Proposed Spam Filtering System Design 

The proposed system Architecture is based on Bayesian techniques that uses mathematical 
formulae to analyze the content of a message, learning from the user which is a valid message 
and which is spam. Bayesian spam filtering is the process of using Bayesian statistical methods 
to classify documents into categories. Using well known mathematics, it is possible to generate a 
"spam indicate probability" for each word. Bayesian is different from others because of its 
learning process. To decide that incoming mail is spam or not, the filter needs to know about the 
mail that user receives. Spam is kept in separate table and that probabilities can be calculated. 
Bayesian rule using this probability: for example, most email users encounter the word 'Viagra' 
in spam email, but rarely want it in other email. The filter doesn't know these probabilities in 
advance and must be trained first so it can build them up. A Bayesian spam filter relies on two 
things to work effectively: how well the Bayesian analysis formula has been implemented and 
how good a sample of data it has to work with. According to Wikipedia (2011), Bayesian spam 
filtering is the process of using Bayesian statistical methods to classify documents into 
categories. Using well known mathematics, it is possible to generate a "spam indicate 
probability" for each word. 

Using Bayes' theorem, one can conclude according to equation [ j ] that: 

P(spam | words) = P(words | spam)P(spam) / P(words) Eq. j 

Where P(spam | words) is the probability of spam where there is word 

P(words | spam) is the probability of word where there is spam 

P(spam) is the probability of spam 

P(word) is the probability of word 
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3.12 Bayesian Statistical Scam Filter of the Proposed Design 

In probability theory and statistics, Bayes' theorem (alternatively Bayes' law or Bayes' rule) is a 
method of incorporating new knowledge to update the value of the probability of occurence of an 
event. To that end the theorem gives the relationship between the updated probability P(A \ B), 
the conditional probability of A given the new knowledge B, and the probabilities of A and B, 
P(A) and P(B), and the conditional probability of B given A, P(B | A). In its most common form, 
Bayes' theorem is: 






Based on the theoretical background of Bayesian theory and provided spam (scam or non scam) 
is obtained, equation [ K ] is derived. 

P(scam | non scam) = P(non scam| scam)P(scam) /P(non scam) Eq. K 

Where 

P(scam | non scam) is the probability of scam where there is non scam 

P(non scam| scam) is the probability of non scam where there is scam 

P(scam) is the probability of scam 

P(non scam) is the probability of non scam 

3.1 Proposed System Design of The Intelligent Spam Filtering 

The analysis of the traditional existing system deduced that most email service providers such as 
yahoo mail, Gmail, implements a spam filtering application to detect spam messages but they 
have no scam filtering application to detect scam messages prioritization. For incoming mail, the 
spam filtering application will check the mail and determine whether to place it in the spam box 
or inbox, for messages intended for the inbox, our Bayesian statistical scam filtering application 
will determine whether to place it in the scam box or inbox of the intended recipients. For 
outgoing mail, when mail is sent by a user, it goes through the Bayesian spam filtering that will 
be implemented. If the mail is not scam, it goes out of the system and email service providers 
such as yahoo mail and Gmail checks whether the mail is spam or not with the spam filtering 
application which will determine if the mail is to be placed in spam box or inbox . If the mail is 
scam, it enters the scam net where only the administrator as access to. Sometimes, some mails 
that are not scam are mistakenly classified as one (false positives) if so, the administrator sends it 
out of the system. Also, mails that enter the scam net are used to train words in the knowledge 
base and new techniques employed by scammers are added to the knowledge base. The newly 
proposed system will attempt to SCAN through every message that is about to be sent to the 
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intended recipient and with some set of algorithms, determine whether the message is spam or 
not as shown in fig3. 
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Fig 3: The proposed inbound spam filtering system 

3.2 System Requirement of the Design 

This section lists the specific and important requirement of the design including the various 
functions of the system and it contains snapshots of how the API is being used to detect SCAM. 

Given a message q, that a user u is about to send, the system does the following to q 

•S Tokenises q to several words and places the token into an array 
•S Removes one and two letter words from the token array 
•S Remove neutral words from the token array 
■S Loop through the array to obtain the spamicity of each token 

V Based on 4, the system applies the Bayesian theory to obtain the message spamicity. 
Each of the process above will be explained in detail. 

Process One: Tokenization 

The message is divided into words using the separator space. So each of the token is then placed 
inside an array. Each of the token occupies a given location in the array. Tokenization process 
also involves removing duplicate entry of a token. A module in the SpamTrainer class handles 
this process and it is been implemented as follows: 
$sp = new SpamTrainer ($message,$messageType); 
$sp->tokenise(); 

Process Two: Remove One and two letter Words 

This process removes every one and two letter token from the token array initially created from 
the first process. According to the Bayesian algorithm, such words are not relevant and should be 
discarded. 
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$sp->removeOneAndTwoletterWord (); 
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Figure 5: The Proposed outbound Spam Filtering System 
Process Three: Remove Neutral Words 

There are some words such as some, which, I, for, are, all etc are regarded as neutral words. 
These words are subsequently inserted in to the database by the SCAM monitor admin. The 
above process contacts the database for such words and removes them from the token previously 
created if they exist. Such words are not relevant in the determination of the message spamicity 
and hence they are discarded. 

$sp- >filterOutNeutralWords() 

Process Four: Obtain Spamicity of Individual token 

The main process and stages of spamicityof individual token for add up and return messages is 
broken as follows: Get the spamicity of each individual tokens and obtain the spamicity of the 
message as depicted in the proposed class diagram in fig 4 below. 
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Fig 4: Proposed Class Diagram for the entire email system 

The function spamicity ($word) returns the spamicity of a given word. It does this by contacting 
the database for the word and applying the Bayesian conditional probability described in Chapter 
three to obtain the spamicity for the word. If the word is not in the databse, a spamicyt of 0.50 is 
awarded the word/token. 

The function getMessageSpamicity() calls the function spamicity to execute for each of tokens 
inside the token array and then apply the Bayesian conditional probability described in section 
below to determine the message spamicity. 
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4.2 Choice for Threshold value 



The threshold value set is 0.50. This is because for any word that does not exist in the database, 
the function spamicity returns a 0.50. Thus we can say that anything above 0.50 is definitely 
SCAM. The getMessageSpamicity() function returns the spamicity of the messages passed into 
the class. Thus 

Given that for a message q and type null, we decide to obtain the spamicity, the following steps 
are obtained. 

//tokenise the message 

$this->spamTrainer->tokenise(); 

//filter out neutral words 

$this->spamTrainer->filterOutNeutralWords(); 

//get spamicity of message 

$spamicity = $this->spamTrainer->getMessageSpamicity(); 

If($spamicity >0.50) 

{ return "message is spam";} 



5.1 Discussion of Results 

The discussion of the proposed model is centered on our requirement for the design such as the 
GUI components containing a mysql server as the database make up the scam filtering system . 
API was used to develop the system so that any Internet or E-mail Service Provider can easily 
integrate the system with their existing system. We experiment with Yahoo mail and Google 
mail using the same ham and scam messages. The GUI results of yahoo mail and Google are 
presented in Figure 7 and Figure 8 while the figure 5 and 6 show the results of our proposed 
application with the system developed messages to determined the spamicity obtained based 
on 0.5 threshold. Based on the threshold, 0.5 set in scam filter, the scam filtering system 
recorded a True Classification Rate (sum of True Positive and True Negative) of 0.9 on the ten 
(10) scam messages tested. A sample of this is presented in figure 5 and 6 showing how our e- 
mail scam filtering system correctly classified messages. Message in figure 5 was classified as 
ham and placed in Inbox because its spamicity was 0.500 while message in figure 6 was 
classified spam because its spamicity of 0.930 exceeds 0.5. 
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Table 2 shows the summary of the evaluation on 20 messages comprising of ten (10) hams and 
ten (10) scams. 

Table 2: Summary of Evaluation of E-Mail Systems on Filtering of Scam 
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Inbox 
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Yahoo mail Guards recorded a True Classification Rate of 0.6 with same set of messages given 
the same knowledge base. Google mail spam filter True Classification Rate was 0.7 with the 
same condition. The summary of the evaluation presented in table 2 shows that our scam filter 
outperforms Yahoo mail Spam Guard and Google Mail Spam. However, Google mail Spam 
Filter performs better than Yahoo mail Spam Guard. 

CONCLUSION 

The new intelligent system is designed to meet the local INTERNET providers' needs such as an 
automated view of activity logs of every action carried out by a user, deactivation and activation 
of clients, auto-train software with new words . The SCAM filter software is also designed to 
remove every form of flooding and illegal spoofing. Over time we have seen scammers sending 
messages in the name of other legitimate company there by misleading innocent recipients. The 
SCAM detector automatically blocks messages from service provider because such messages 
wouldn't have been sent on a local INTERNET service provider's web application. 



Based on the conclusions and findings of this study it is noticed that the fight against SCAM 
messages on EMAIL web application programs is an interesting and growing area of research 
which could be further investigated to include a variety of functionalities. The scope of the work 
did not cover for BULK SMS messages. BULK SMS is very cheap and these spammers always 
try to take advantage of this to defraud innocent citizens. Work is being going on the topic but 
there are still some areas such as detecting image SCAMs which is still ongoing. 
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Abstract— Temperature warnings are essential forecasts since 
they are utilized to guard life and property. Temperature 
forecasting is the kind of science and technology to approximate 
the temperature for a future time and for a given place. 
Temperature forecasts are performed by means of gathering 
quantitative data regarding the in progress state of the atmosphere. 
The author in this paper utilized a neural network-based technique 
for determining the temperature in future. The Neural Networks 
package consists of various kinds of training or learning 
techniques. One such technique is Adaptive Neuro Fuzzy 
Inference System (ANFIS) technique. The main advantage of the 
ANFIS technique is that it can reasonably estimated a large class 
of functions. This technique is more efficient than numerical 
differentiation. The simple meaning of this term is that the 
proposed technique has ability to confine the complex 
relationships among several factors that contribute to assured 
temperature. The proposed idea is tested using the real time 
dataset. In order to further improve the prediction accuracy, this 
paper uses Modified Levenberg-Marquardt (LM) Algorithm for 
Neural Network learning. In modified LM, the learning 
parameters are modified. The proposed algorithm has good 
convergence and also it reduces the amount of oscillation in 
learning procedure. The proposed technique is compare with the 
usage of ANFIS and the practical working of meteorological 
department. The experimental result shows that the proposed 
technique results in better accuracy of prediction when compared 
to the conventional technique of weather prediction. 

Keywords — Multi Layer Perception, Temperature 
Forecasting, Back propagation, Artificial Neural Network, 
Modified Levenberg-Marquardt Algorithm 

1. INTRODUCTION 

THE enormous computational is necessary to resolve 
the equations that represents the atmosphere, error 
concerned in measuring the initial conditions, and an 
imperfect understanding of atmospheric procedures because 
of chaotic nature [8, 20] of the atmosphere. This indicates 
that forecasts turn out to be less precise as the dissimilarity 



in current time and the time for which the forecast is 
performed (the range of the forecast) increases. The use of 
ensembles and model helps narrow the error and pick the 
most likely outcome. 
Various proves involved in temperature prediction are 

a. Data collection(atmospheric pressure, temperature, 
wind speed and direction, humidity, precipitation), 

b. Data assimilation and analysis 

c. Numerical weather prediction 

d. Model output post processing 

A neural network [1] is a dominant data modeling 
technique that has the capability to capture and symbolize 
complex input /output relationships. The inspiration for the 
growth of neural network is obtained from the aspiration to 
realize an artificial system that could carry out intelligent 
works related to those carry out by the human brain. Neural 
network look like the human brain in the following 
manners: 

a. A neural network acquires knowledge through 
learning 

b. A neural network's knowledge is stored within 
intemeuron connection strengths known as 
synaptic weights 

The exact supremacy and merits of neural networks [12] 
occurs in the capability to symbolize both linear and non 
linear relationships straightforwardly from the data being 
modeled. Conventional linear models are simply 
insufficient when it approaches for true modeling data that 
consists of non linear features. 

A neural network model is a formation that can be altered 
to result in a mapping from a provided set of data to 
characteristics of or relationships between the data. The 
model is modified, or trained, with the help of collection of 
data from a provided source as input, usually referred to as 
the training set. When the training phase completed 
successful, the neural network will be capacity to carry out 
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classification, estimation, prediction, or simulation on new 
data from the same or similar sources. 

An Artificial Neural Network (ANN) [2, 4, 5] is a data 
processing model that is motivated by the manner 
biological nervous systems like the brain, process those 
data. The main constituent of this model is the new 
structure of the data processing system. It consists of a large 
number of extremely interrelated processing elements 
(neurons) functioning together in order resolve particular 
problems. ANNs, like people, be trained by illustrations. An 
ANN is constructed for some application like pattern 
recognition or data classification, by means of a learning 
process. Learning in biological systems provides alterations 
to the synaptic relation that occurs among the neurons. 

A back propagation network [9] contains at least three 
layers (multi layer perception): 

• An input layer 

• At least one intermediate hidden layer 

• An output layer 

In distinction to the Interactive Activation and 
Competition (IAC) Neural Networks and Hopfield 
Networks, relation weights in a back propagation network 
are single way. Normally, input units are linked in a feed- 
forward manner with input units completely linked to units 
in the hidden layer and hidden units completely linked to 
units in the output layer. An input pattern is transmitted 
forward to the output units by means of the intervening 
input-to-hidden and hidden-to -output weights when a Back 
Propagation network is cycled. 

As the algorithm's name provides a meaning, the errors 
(and consequently the learning) propagate backwards from 
the output nodes towards the inner nodes. Therefore 
precisely it can be explained, back propagation is utilized to 
compute the gradient of the error of the network with regard 
to the network's adjustable weights. This gradient is forever 
utilized in a simple stochastic gradient descent technique to 
identify weights that reduces the error. Regularly the term 
back propagation is mentioned in a more common means in 
order to mention the complete process surrounding both the 
computation of the gradient and its utilization in stochastic 
gradient manner. Back propagation frequently permits fast 
convergence on acceptable local minima for error in the 
type of networks to which it is suited. 

The projected Temperature Prediction System which 
utilizes BPN Neural Network and [13-16] modified LM 
algorithm [22] is evaluated with the help of the dataset from 
[17]. The results are contrasted with practical temperature 
prediction outcome [18, 19]. This system supports the 
meteorologist to forecast the expectation weather 
effortlessly and accurately. 

The remainder section of this paper is organized as 
follows. Section 2 discusses various temperature predicting 
systems with various learning algorithms that were earlier 
proposed in literature. Section 3 explains the proposed work 
of developing An Efficient Temperature Prediction System 
using ANFIS with modified LM algorithm. Section 4 
illustrates the results for experiments conducted on sample 



dataset in evaluating the performance of the proposed 
system. Section 5 concludes the paper with fewer 
discussions. 

2. Related work 

Several works were performed related to the temperature 
prediction system and BPN network conventionally. Some 
of the works summarized below. 

Y.Radhika et al., [3] presents an application of Support 
Vector Machines (SVMs) for weather prediction. Time 
series data of every day maximum temperature at place is 
considered to forecast the maximum temperature of the 
successive day at that place according to the every day 
maximum temperatures for a period of earlier n days 
referred to as organize of the input. Significance of the 
system is practical for different spans of 2 to 10 days with 
the help of optimal values of the SVM kernel. 

Mohsen Hayati et.al, [5] studied about Artificial Neural 
Network based on MLP was trained and tested using ten 
years (1996-2006) meteorological data. The outcome 
suggests that MLP network has the lesser prediction error 
and can be recognized as a better technique to model the 
short-term temperature forecasting [STTF] systems. Brian 
A. Smith et.al,[6] aims at creating a ANN models with 
lesser average prediction error by means of enhancing the 
number of distinct observations utilized in training, adding 
together extra input expressions that explain the date of an 
observation, raising the duration of prior weather data 
considered in all observation, and reexamining the number 
of hidden nodes utilized in the network. Models were 
generated to predict air temperature at hourly intervals from 
one to 12 hours before it happens. The entire ANN model, 
containing a network architecture and set of associated 
parameters, was calculated by instantiating and training 30 
networks and computing the mean absolute error (MAE) of 
the resulting networks for few set of input patterns. 

Arvind Sharma et.al, [7] briefly provided the way of the 
various connectionist models could be created with the help 
of various learning techniques and then examines whether 
they can afford the necessary level of performance, that are 
adequately good and robust so as to afford a reliable 
prediction model for stock market indices. 

Mike O'Neill [11] considers two major practical 
concerns: the relationship among the amounts of training 
data and error rate (equivalent to the attempt to collect 
training data to create a model with provided maximum 
error rate) and the transferability of models' expertise 
among various datasets (equivalent to the helpfulness for 
common handwritten digit recognition). Henry A. Rowley 
reduces the complicated work of manually choosing 
nonface training illustrations, that must be preferred to 
period the entire space of nonface images. Simple 
heuristics, like utilizing the detail that faces infrequently 
overlie in images, can additional enhance the accuracy. 
Contrasting with more than a few other state-of-the-art face 
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detection techniques, it can be observed that the proposed 
system has better performance by means of detection and 
false-positive rates. 



membership function to be built depending on the historical 
data of the metrics. It also comprise the adaptive nature for 
automatic tuning purposes. 



3. Ann Approach 

A. Phases in Back propagation Technique 

The back propagation [10] learning technique can be 
separated into two phases: 

• Propagation 

• Weight Update 
Phase 1 : Propagation 

Each propagation includes the following process: 

1 . Forward propagation of a training pattern's input is 
provided by means of neural network for the 
purpose of producing the propagation's output 
activations. 

2. Back propagation of the output activations 
propagation by means of the neural network with 
the help of training pattern's target for the purpose 
creating the deltas of every output and hidden 
neurons. 

Phase 2: Weight Update 
For each weight-synapse: 

1. Multiply its input activation and output delta to 
obtain the gradient of the weight. 

2. Bring the weight in the direction of the gradient by 
means of adding a proportion of it from the 
weight. 

This proportion bangs on the speed and quality of learning; 

it is known as learning rate. The indication of the gradient 

of a weight assigns where the error is increasing; this is 

main reason for the weight to be updated in the reverse 

direction. 

The phase 1 and phase 2 is continual until the performance 

of the network is acceptable. 

B. Modes of Learning 

There are fundamentally two kinds of learning to select 
from, one is on-line learning and the other is batch learning. 
Every propagation is followed straight away by means of a 
weight update in online learning [21]. In batch learning, 
much propagation happens before weight updating carried 
out. Batch learning requires extra memory capacity, but on- 
line learning needs more updates. 

C. Basic ANFIS Architecture 

Jang [JAN93] proposed ANFIS derived from 
Adaptive Network Based Fuzzy Inference Engine. This 
technique was intended to facilitate if-then rules and 



Figure 6.1 shows the basic architecture of ANFIS 
with two inputs and one output. ANFIS is a multilayer feed- 
forward network in which each node will execute a specific 
function on the incoming input signals. Each node will 
adapt and trained by altering its parameters and / or 
formulas. [JAN93] Proposed that the functions of the nodes 
are group into 5 different layers. 

The back propagation equations are provided below. The 
equation (1) represents the way to compute the partial 
derivative of the error E p regarding the activation value y' at 
the n-th layer. 




Layer 
1 



Layer Layer 

2 3 



Layer 

4 



Layer 
5 



Figure-6.1: Basic Architecture of ANFIS 

Initialize the procedure by calculating the partial 
derivative of the error because of a single input image 

pattern regarding the outputs of the neurons on the last 
layer. The error occurred because of the single pattern is 
computed as below: 



F v — — 



"Si' 



n 



(1) 
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Where: 

P" ^ 

£ n represents the error because of a single pattern P at the 

last layer «; 

* - : represents the target output at the last layer (i.e., the 

desired output at the last layer) and x k is the actual value 
of the output at the last layer. 

Provided equation (1), then taking the partial derivative 
results in: 



~ . — A ft l Ti 

3xt 



(2) 



Equation (2) gives us a starting value for the back 
propagation process. The numeric values are used for the 
quantities on the right side of equation (2) in order to 
calculate numeric values for the derivative. Using the 
numeric values of the derivative, the numeric values for the 
changes in the weights are calculated, by applying the 
following two equations (3) and then (4): 



BE* _Gixk)idE£) 



3y, 



dxl L 



(3) 



where (s(x\ ) is the derivative of the activation function. 






= *£_ 



3£* 

' dyl 



(4) 



Subsequently, using equation (2) once more and also 
equation (3), the error for the previous layer is computed, 
with the help of following equation: 



3x 



n-t_X' vc tk dE n 



(5) 



The values resulted from equation (5) are utilized as 
starting values for the computation on the directly 
preceding layer. This is the single most significant point in 
understanding back propagation. Otherwise it can be said 
that, it is taken the numeric values resulted from equation 
(5), and utilize them in a repetition of equations (3), (4) and 
(5) for the instantly preceding layer. 

Simultaneously, the values resulted from equation (4) 
suggests the range to alter the weights in the current layer n, 
that was the entire reason of this gigantic exercise. 
Especially, the value of each weight is updated based on the 
following equation: 



(wS) =fw|) -stal^t) (6) 

\ n t-new \ n fold \dw'i J J 

where eta represents the learning rate, characteristically a 
small number like 0.0005 and will be decreased steadily 
during training. 

The learning can be enhanced to improve the performance 
of prediction system. For this reason, this paper uses 
Modified Levenberg-Marquardt algorithm for learning 
phase of ANFIS. 



ANFIS Algorithm: 



Step 1: Layer 1: Here, the membership function are defined 
hypothetically and bell-shaped is generally selection, represented 
in equation below: 



%,(*) = ■ 



1 + 



Wn 



When the values alter, the bell-shaped function will also change 
consequently. In this layer, the parameters present in the process 
are called as the premise parameters. 



:■■ 



■:■,■ 



Ci H-f^s 



Step 2: Layer 2: In this layer, each output of the node defined the 
firing strength of the rules in the fuzzy inference engine. 

Step 3: Layer 3: This layer computes the ratio of the i" 1 rule's 
firing strength, as shown in equation (6.2). The results are the 
normalized firing strength. 

Step 4: Layer 4: The parameters of the nodes in this layer are 
called the consequent parameters. The nodes in this layer adapts 
with an output node. 

Step 5: Layer 5: Nodes in this layer are fixed and sums all 
incoming signals from the previous layers. 



C. Modified Levenberg-Marquardt algorithm 

A Modified Levenberg-Marquardt algorithm is used for 
training the neural network. 

The learning algorithm used for this proposed 
approach is Modified Levenberg-Marquardt algorithm. This 
algorithm is clearly discussed in the chapter 4. 
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In this section, the way Modified Levenberg- 
Marquardt algorithm employed for updating the ANFIS 
parameters is explained. The ANFIS has two types of 
parameters which need training, the antecedent part 
parameters and the conclusion part parameters. The 
membership functions are assumed Gaussian as in the 
below equation: 



V s r<u) = 2;'(U')./<U')+I<U') 



• :c • 



ftij CO = ■ 



1 + 



KW 



(7) 



And their parameters are \Pt' &;•■ ^iJ", where c t is 
the variance of membership functions and c i is the center 
of MFs. Also "i is a trainable parameter. The parameters of 
conclusion part are trained and here are represented with 

iPi'Ri- r t}. There are 3 sets of trainable parameters in 
antecedent part { C L ; * W'* c i : } , each of these parameters 
has N genes. Where, N represents the number of 
Membership Functions. The conclusion parts parameters 
({pL : ' t ?Li*T'Jll also are trained during optimization 
algorithm. 

Parameters are initialized randomly in first step 
and then are being updated using Modified Levenberg- 
Marquardt algorithms. In each iteration, one of the 
parameters set are being updated, i.e. in first iteration for 
example c : are updated then in second iteration a L are 
updated and then after updating all parameters again the 
first parameter update is considered and so on. 

ANFIS with Modified Levenberg-Marquardt 
Algorithm: 

Step 1: The training parameters of the ANFIS are updated 
according to Modified Levenberg-Marquardt algorithm 
which is given in the following steps. 

Step 2: The weight factor is updated using the performance 
index r\\Yf = e' w hich is obtained using the Newton 
method. The update weight factor is given by the below 
equation 



e;+i =v:-a: 



■ S- 



Step 3: The gradient is obtained using the following 
equation with the Jacobian matrix > \ A 'f 



Vf0f)= 2/'K'.v) 



,c, 



Step 4: The Hessian Matrix is obtained by the following 
equation 



Step 5: IF trial ->\w) in step 4 is very small, THEN Hessian 
Matrix is updated as 



V a f <w) * Z/ r (tt-);(',i-) 



•'-'-• 



Step 6: Using results of Step 5 and Step 2, Gauss-Newton 
method is obtained using the following equation 

Cj +1 = C: L - [2; r ( C; >-;(C:>]- 1 ^ T feiMs i ) 

S «i - [fGO -/fei M" 1 / T & i Mp ( > (12) 

Step 7: Gauss-Newton method is the matrix •* = il is 
not invertible 

Step 8: Then Hessian Matrix is modified for using the 
following equation 



6 = X+ai 



-13- 



Step 9: If the Eigen values and Eigen vectors of H are 
U>_ ■ M <VJ and C-i - -a - -J THEN 

Gs t =[H + ptet and Gs t = U- + ufo (14) 

Eigenvectors of G are the same as the eigenvectors of H, 
and the eigen values of G are (Ai + ,"l. 

Step 10: Matrix G is positive definite by increasing u. until 
|Jlj +-j») > f or a ii i therefore the matrix will be 
invertible. 

Step 11: In the standard LM method, u. is a constant 
number. In this modified LM, u. is modified as: 



U = 0,01<? J <? 



■15- 



Thus e is a fc X 1 matrix therefore 8 ' e is a 
1X1 therefore V ' ' + ^ ! J is invertible 

Step 12: After updating C-i, then &■: and c i are updated 
similarly. 

As known, learning parameter, u. is illustrator of 
steps of actual output movement to desired output. In the 
standard LM method, u, is a constant number. This research 
work LM method is modified using u. as 



u = o,rji<? j <? 



Cifi) 



Where e is a fc X 1 matrix therefore 8 ' " is a 
1X1 therefore V ' ' + >Jl] is invertible. 
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Therefore, if actual output is far than desired 
output or similarly, errors are large so, it converges to 
desired output with large steps. Likewise, when 
measurement of error is small then, actual output 
approaches to desired output with soft steps. Therefore 
error oscillation reduces greatly. Thus, Modified 
Levenberg-Marquardt algorithm is used for ANFIS learning 
which enhances the performance of the prediction 
technique. 

4. Experimentation And Result 

To experiment the proposed system a Madras Minambak, 
India (VOMM)[17] contains the real time observation of 
the weather for a particular period of time. For this 
experiment, an observation of 2010 year is taken. The 
dataset contains many attributes such as Temperature, Dew 
Point, Relative Humidity (RH), Wind Direction (DIR), 
Wind Speed (SPD) and Visibility (VIS). 

4.1 Experimental Setup 

TABLE 4.1 



ANFIS with 
Modified LM 


Seasons 


Winter 


Pre- 
Monsoon 


South-West 
Monsoon 


North-East 
Monsoon 


Number of 
Hidden Neuron 


6 


6 


6 


6 


Number of 
Epochs 


150 


150 


150 


150 


Activation 

Function Used 

in Hidden 

Layer 


Tan-sig 


Tan-sig 


Tan-sig 


Tan-sig 


Activation 
Function Used 
Output Layer 


pure 
linear 


pure linear 


pure linear 


pure linear 



The experimental set up for this paper considers four 
seasonal variations. The available weather data were split 
into four seasons such as Winter (January-February), Pre- 
Monsoon (March-May), South-West Monsoon (June- 
September) and North-East Monsoon (October-December). 
This data is obtained from Indian Meteorological 
Department (IMD) [23]. In this experimental process, the 
missing values are obtained by the k-Nearest Neighbor 
algorithm. 

Table 4.1 shows the various variables and parameters 
used for the ANFIS with Modified LM approach. The 
number of hidden neurons used in the present experimental 
observation is 6. Moreover, the number of iterations 
(epochs) taken is 150. The activation function used in 
Hidden and Output layer is Tan-sig and pure linear 
respectively for all the seasons considered. 



Ten random days in each season are selected as unseen 
days. For Winter season, the unseen days chosen are 1/1/10, 
2/1/10, 4/1/10, 18/1/10, 16/2/10, 20/2/10, 21/2/10, 23/2/10, 
25/2/10 and 28/2/10. For Pre-Monsoon season, the unseen 
days chosen are 5/3/10, 8/3/10, 14/3/10, 27/3/10, 5/4/10, 
10/4/10, 15/4/10, 18/5/10, 28/5/10 and 29/5/10. 

For South-West Monsoon, the unseen days chosen are 
6/6/10, 23/6/10, 29/6/10, 7/7/10, 19/7/10, 1/8/10, 20/8/10, 
28/8/10, 2/9/10 and 2 7/9/ 10. For North-East Monsoon, the 
unseen days chosen are 1/10/10, 8/10/10,28/10/10,2/11/10, 
15/11/10, 23/11/10, 29/11/10, 3/12/10, 14/12/10 and 
25/12/10. 

4.2 Performance Parameters 

The performance of the proposed approaches are 
evaluated using the following parameters like 
Mean Squared Error (MSE) 

• Minimum and Maximum Error and 

• Prediction Accuracy 

Mean Squared Error (MSE) 

Table 4.2 shows the Mean Squared Error (MSE) 
comparison of the proposed approach and the existing 
approaches. The comparison is obtained for four seasons 
namely Winter, Pre-Monsoon, South-West Monsoon and 
North-East Monsoon. 

Table 4.2 
Mean Squared Error Comparison 



Seasons 


Mean Squared Error (Iterations =150) 


BPN with 

Modified 

LM 


Hybrid 
SOFM-MLP 

with 
Modified LM 


ANFIS 


ANFIS 

with 

Modified 

LM 


Winter 


0.083 


0.067 


0.017 


0.0055 


Pre-Monsoon 


0.071 


0.012 


0.010 


0.0034 


South-West 
Monsoon 


0.063 


0.035 


0.013 


0.0046 


North- East 
Monsoon 


0.098 


0.084 


0.019 


0.0065 



For the South-West Monsoon season, the MSE obtained for 
the proposed BPN with LM approach is 0.063 which is very 
less than the MSE obtained by the existing approaches like 
BPN with LM and BPN with Linear Learning. South-West 
Monsoon season has the least MSE value. 

The minimum and maximum error taken for four seasons 
are obtained and tabulated below table 4.3 , 4.4 and shows 
the minimum and maximum error comparison of the 
ANFIS approaches with various learning techniques. 
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Table 4.3: The Minimum error Comparison for four 
seasons 



Seasons 


Minimum Error 


BPN with 

Modified 

LM 


Hybrid 
SOFM-MLP 

with 
Modified LM 


ANFIS 


ANFIS 

with 

Modified 

LM 


Winter 


0.0093 


0.0073 


0.009 


0.005 


Pre-Monsoon 


0.0089 


0.0030 


0.007 


0.003 


South-West 
Monsoon 


0.0081 


0.0052 


0.008 


0.004 


North- East 
Monsoon 


0.0097 


0.0081 


0.009 


0.006 



The minimum error obtained by the existing approaches 
such as BPN with Linear Learning and BPN with LM is 
higher when compared to the proposed BPN with Modified 
LM approach for all the seasons. 

Table 4.4: The Maximum error Comparison for four 
seasons 



Seasons 


Maximum Error 


BPN with 

Modified 

LM 


Hybrid 
SOFM-MLP 

with 
Modified LM 


ANFIS 


ANFIS 

with 

Modified 

LM 


Winter 


0.6012 


0.4220 


0.2820 


0.1230 


Pre-Monsoon 


0.5712 


0.4002 


0.2575 


0.1053 


South-West 
Monsoon 


0.5392 


0.4115 


0.2725 


0.1102 


North- East 
Monsoon 


0.6315 


0.4352 


0.2963 


0.1334 



Prediction Accuracy 

Prediction accuracy for the proposed approaches for each 
season is tabulated in Table 4.5. 

Table 4.5 Comparison of the Prediction Accuracy for Various 
Seasons 



Seasons 


Prediction Accuracy (%) 


BPN with 

Modified 

LM 


Hybrid 
SOFM-MLP 

with 
Modified LM 


ANFIS 


ANFIS 

with 

Modified 

LM 


Winter 


93.89 


95.74 


96.40 


97.43 


Pre-Monsoon 


94.28 


96.61 


96.91 


98.82 


South-West 
Monsoon 


94.87 


96.10 


96.55 


98.19 


North- East 
Monsoon 


93.39 


95.31 


96.12 


97.11 



5. Conclusion 

In this paper, ANFIS is used for predicting the 
temperature based on the training set provided to the neural 
network. Through the implementation of this system, it is 
illustrated, how an intelligent system can be efficiently 
integrated with a neural network prediction model to predict 
the temperature. This algorithm improves convergence and 
damps the oscillations. This method proves to be a 
simplified conjugate gradient method. When incorporated 
into the software tool the performance of the back 
propagation neural network was satisfactory as there were 
not substantial number of errors in categorizing. ANFIS 
approach for temperature forecasting is capable of yielding 
good results and can be considered as an alternative to 
traditional meteorological approaches. This paper uses 
Modified Levenberg-Marquardt Algorithm for Learning. 
This approach is able to determine the non-linear 
relationship that exists between the historical data 
(temperature, wind speed, humidity, etc.,) supplied to the 
system during the training phase and on that basis, make a 
prediction of what the temperature would be in future. The 
proposed approach is evaluated on Madras Minambak, 
India (VOMM) dataset. The performance of the proposed 
approach is evaluated based on the parameters like Mean 
Squared Error, Minimum and Maximum Error and 
Prediction Accuracy. The results are obtained and the 
values are tabulated for the data set. The performance of the 
proposed approach outperforms the existing three 
approaches based on the results obtained. 
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